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EXECUTIVE SIMMARY
\‘ ) R
1.1 a‘\g A0LND

(U). The Department of Defense Authorizacion Act. of 1981 required
that the Secretary of Defense conduct 2 study to determine overall LS
@ilitary mobility requiremencs including the total mix of airlifp, sea=
1ife, and Prepositioning required for conctirgencies ia the Indian Ocean
aTea and other areas cf potential conflict during the 1980s. . The study
was conducted under che direccion of a steering group chaired by the
Depucy Secretary of Defense whose members were: ‘

Secretary of the Army

Secretary of the Navy

Secretary of the Air Force

Chairman of the Joint Chiefa of Staff

Under Secretary of Defense (Poftcy)

Under Secretary of Defense (REE) .
Assistant Secretary of Defense (MRASL)

Assistant Seecrstary of Defense (PASE) ' *

The work was performed by 1 working group chaired by a represencacive
of the USD(R&F) with members from 05D, OJCS, and cthe Services. Figure
i.1 shows the divisien of responsibilities within the working group.

1.2 SCOPE ; -

(V) The study examined four contingencies in detail--two in 3outh=
vest Asia, one in NATO,. and one in Southwest Asia with a precaucionacy
reiaforcement of NATO coucur;'enr.ly. The study consadered only non-nuclear
warfare. The forces deployed were limited to thase piogramed to exist
in 1986, although in scme cases deployment of additional forces would
be desirable to have a higher confidence of acnieving our objectives.

The support forces and supplies deployed are based on the best estimate

currently avaeilable of the demands ~f each ¢ontingency; howaver there are

signifizant uncertainties in these e \imates particularly for contingencies ~— ;
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(U) Figure 1.1 (U) Study Organization

(U) Analysis vas conducted for 1982, 1986, and 1990, vich 1982
chosen to represent "current” capabilities because the situation in cthat
year has largely been determined by funds alresy sppropriated. The
forces deployed in each year are essantially t.iaé sans, but lift demand
changes &5 their composition or equippage changes over the years.

(U) In the movemanc analysis, units were assumed to be ready to
move when lift forces wers available Co move Them. Forces vere poved
from their peacetime bases to vartime operating locations (deployment

was not considered complete uncil forces were in place at varciee
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vperating locaticns), Sipulations of this total wovement process used
planning fuctors {or movement within CONUS and within the objeciive
theater. A detailed examinacion was made of the iatratheater movement
for those scenarios oriented on Southwest Asia. For the intercheater
analysis. adequate POL was assumed to exist at che enroﬁ:e bases avail~
able in vach scenario. and reception ports and airfields wvere assuzed to
be aduquate for the f{low of persennel and cargo. [mplicaticns of these
assumptions were addressed in order to establish weaningful perspectives.
The impact of several sceqa:io assumpt ions--actions taken on receipt

of warning but prior to the decision to deploy. the availability of the
Suez Canal, und whether the enemy attacks ships and aircrafc--vere
varied if applicable to the contingency. The beneflits of aerial re-

fueling airlift aircraft were also exanined.

(V) The study evaluated different cypes of a*rllft and seallft
;yitéus as well as prepositioning ashore and ailoatjvbut. with the
exception of specific programs already proposed to céniEeii. the al-
tefnatives are generic. For example, the ntudy evaiuated the utility of
acquiring more of the sorc of airlift provided by commarcial freighters
but did not examine the rclative merits of acquiring such capability
through CRAF Enhancement, purchase of KC-10s, purchase of 7478, arc.
The specification of systems iu parc of Defense program developmenc and
will be developed by che Services based on the»needa established in the
study. Existing amphibious lift forces were used in the scenarios. but
additional procurement of these forces was not considered. Finally.
neither additional forward staticoing nor the redesign of equipaent to

reduce mo;eannt demand vas exmained as an_alternative to acquiring oore
ke - - .
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1.1  SCERARIOS .
1.3.1 REGIOMAL CONFLICT IN THE PERSIAN CULF. (SCENARIO 1)
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(V) Although the harsh climate on the Arabian peninsula requires
no special chavacteristics in mobility syscems, the movenent dapand 1a

increased by the mddad needs of personnel support and equipaent oain-

tenance.

1s aid.tion, the lizited logistic infrascructure increases the
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need to deploy suppert forces for both combat and mobllity operaticna.
The capacity of ports and airfields on the south side of the Perzian
fuif 1s adequate to support deployzent even with the expanded mobility
forces considercd in the alternative programs. If these facilities are
significantly damaged or destroyed or if the Soviets sycceed in blocking
access to the Persian Gulf, we would probably experience port anc air-
field constraints. In addition, because few roads cross the peninsuia,
the demand for intratheater airlift would increase substantially, and

the ability to move oucsized cargo into austere airfields would show a
considerable benefit.

1.3.2 SOVIET INVASION OF IRAN (SCENARIO I1)
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_.A1rlift essenciaj, in addition,
airfield that.can ac

1

(V) As on the Arabian peninsula, the harsh climacte and lizited
logiscic infrastructyre in Iran increase the numbers of support forces
that musc be deployed. Port capabilitiea are quite limitad so that we
st have a capacity to move cargo. over. the. beach or through austere
i:orts. The aubstancial distance. from.ports to some operating locations
aud the very poor Cross-country transportation system makes intratheater
althougi mose destinations are near an
Commodate must types of carga aircrafc, limits on

tapacity ac some of thege dirfields gives added importance to the
ability ¢o 1a_r§d at austere airfields...

1.3.3 NATO-WARSAW PACT CONFLICT (SCENARIO. 1II) .
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(U) Soviet Invasion of Iran: Lift Demand (All Tonnage)
and Distribution of 1986 Potential Cowmon-User Airlift
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1.3.4 REGIONAL CONFLICT IN THE PERSIAN GULF WITH A PRECAUTIONARY REIN-
FORCEMENT 1IN EURCPE (SCENARIO IV)

u!):'c

CAPABILITIES OF CURRENT FORCES
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e
es

¥

1(L‘-) Tonnage is one measure of the magnitude of the job to be done com=-
fared to the gross capability of =mobility svsrems. Other displays in the
complece study shov ability tc close specific units compared to their
required delivery dates. Tt
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(") Figure 1.4. (U) NATO-Warsaw Conflict: Lift Demand (All Tonnage)
and Distribucion of 1986 Potential Common=liser Alrlift
Cargo
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y‘ Figure 1.6. {U) 1982 Desand, Capability, and Shorcfall by Scenario
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1.5 CAPABILITIES IN THE 1986 "BASELINE" FORCES

(U) The study tock as a baseline those programs presenced to
Congress in testimony on the FY 81 or earlier budgets that produce capa=-
bility in 1986, Components of the baseline program are described below.
Figure l.] shows the capability of the baseline program to meec the de-~

wands of each scenmario. As is evident, significant shortfalls remain in
all cases.

Elements of the Baseline : e

- Alrlift Enhancement (C-$/C-141 modification, utilization
rate, and suatainability increases and CRAF enhancement
equivalent to 32 747s). .

ai= e

.. .. -  POMCUS Fill (Completing the fill of six division secs
of POMCUS and adding units as necessary to match in-
‘creases in division structure), . ‘

AF/USMC Prepo in Europe (equipment and suppiles for two
brigade-sized MAGIF3s and numerous AF units).

. Fast Sealift (8 modifled SL-7s for rapid deployment of
combat and support. forces).

. - Near Tarm Prepouuoning‘ Ships (NTPS) plus Maritims

N —_"Prepositioning Ships (MPS)-TAKX ships and unit. equip=

-®meat; ammunicion, and resuppiy for two brigade-aized
MAGTYs. '
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}G) Figure 1.7. 1986 Demand, Baselins Capability, ead Shortfall by Scenario
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1.6  ALTERNATIVE SYSTEMS
1.6.1 GENERAL tr

(U) The development and evaluation of alternative programs builds

on the assessment of baseline 1ift demand ard ~apability for each scenario.

The effectiveness of the baseline force was evaluated. through computer
simalation of the depl&jﬁent of forces over time, where each unit is
described in terms of toﬁs of equipment and cargo. "The difference in
cumslative tonnage becween Lift demand and . capability {or the failure of
units to meet their RDDs) represents a shortfall. It is against these

scenario shortfalls that alternative programs were evaluated.

() 1ne .study evaluated a number of airlift, sealift, and preposi-

tioning systems. The first step was to avaldate the contribution of each

- system in each scenarto. The reduction each would make in scenario short=-

falls when added to the baseline force was computed; costs were estimated;
and other relevant factors were considered. " Based on this information,
systems were then combined into programs and the shortfall reductions
each program would make were computed. and evaluated. The result of this

process is a preferred and an alternative program. e

b oame - . -
[P

ma-mE

1.6.2 DESCRIPTION OF ALTERNATIVES T
(U} -The -study éxamines incremencal system slternacives for the

three mobility modes: airlift, prrpositioning, and seslift. Each mode
contains a set of programs with each progiun atTuctured at saveral levels
of copability. Airlift capability has been norynlizgd to million-ton-
siles/day (MTM/D) (e.g., 44 C-5s provide 10 MTM/D of capacity). Sealift
and prepositioning programs are expressed in terms of tons of saterial
that can be carried.in a single trip‘br *? prepositioned (e.g., 12 Maine

" Class RO/ROs have s payload of 100 KT). Incremental systes siternatives

————ie st 4 e e

for each mobility mode are described below:

Adrlift )
- Alrceraft capable of carxying the full range of equipzent
vith and without austere airfield capability. This could

be a new design or a derivative of an existing aircraft.

15 -
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Increments of capability from L0 MTM/D to 25 MIM/D were

examinecd.

Adrcraft capable of carrying onlv oversized and bulk carge
and operating from major air{ields. This cype of airlift
could be obtained by CRAF Enhancement, purchase of KC-10s
for their cargo capability, and purchase or lease of a
vériety of commercial cargo alrcraft. Increments of capa-
bility trom 10 MTM/D to 20 MIM/D were examined.

Prepositicning

)

as che base program in Southwest Asla for Scemarios [, I1, and 1V ad in

For each prepositioning zeneric alternative 100 KT was used

turope for Scemario 1II. Increments above or below this value were

tested when composing final programs.

Land~based prepositioning of unit equipment

Maritime prepositionirg of unit equipment 1in ships
similar to chose being acquired for the existing MPS
program

Land-based prepositioning of resunply and armmunitien

Mariciuze prepositioning of resupply and ammunirion

Sealift

Very fast sealift of the sort that might be provided by
surface effects ships. Two versions were examined: one
with a payload of 3 XT and a speed of &5 knots full or
expty and one with a payload of 7 KI with & speed of 15
knots full or 50 knots empty. in each case sufficlent

ships were procured to move 100 KT per trip.

Dedicated fast sealift of the sor: provided by the 5L-7
(enough ships to move 100 KT per trip}.

Dedicated RO/RO ships {enough to move l00 KT per trip).

16
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l.6.3 MEASURES oF SFFECTIVENESS AND COST

(U) This study used three means in conjunction with cost to assess
the value of various programs. The first means is characterized by the
cumslative tonnage demand, capabilicy, and shortfall araphics as shown
earlier (Figs. 1.5 and l.6). Comparison of these graphic products pro-
vides a simple, though not very accurate, interpretation of relative
pProgram contribytions.

(U) A second means for evaluation is de-ived from comparison and
rTeview of graphics on unjic closures. Filgure 1.8 provides such an example
using a comparison for closure of Army units between 1982 and 1986. This
provides the analyst an added dimenrsi~n as to what is occurri-g within

the mobllity system beyond simple aggregated tonnages.

(U) In generai, previcus studies have usually oniy weasured the
valye of a Program by the extent ro which it reduced the cumilative tonnage
shortfall (i.e., the shaded area between the demand and capability curves).
Thia mechod would glve equal credit ta a program that wade a reduction
early und one that made a sizilar reduction later; as long as they made
equal reductions {n areas, As vags noted in the-scenario descriptions,
however, the tizelv arrival of forces may preclude the need to deploy
many more forces later to force entry and recover lost territory and

24y prevent or limit damage to the terrirory and popularion we wish to
defend.

(U 1f classie attack-defense force ratios are applied .n Scenario
I, fallure to meet che schedule for the approximate four divisicns re=-
quired in the firsc 25 days to face five enemy divisions could require

a 15-divisicn force to drive Ehese enenﬁ fotces out at a later time.

"7 In Scenario IT, the approximate 6-2/3 division force required to face as

Zany as 13 Soviet divisions after 15 days cahld presumably have to be

- -expanded to about 40 divisions to retaka Scutherw [ran if it were lost.

These forces are- far bevond whar the United Statea will have available
during peacetime. The expense to recruit,. train, equip,.and maintain
such forces would be large. Both the actual expense and the American

17
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ﬁ) Figure 1.8. (U) Scenario I, Major Army Unit Movements: 1982 and 1986
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disposition favor 1 relatively small, highly trained force which can be
moved rapidly to any trouble 3p3c in the worid. (Whether their equip-
sent would be moved with them depends on what prepcaitioning decisions
are-made). Congequencly, programs that reduce eariy shortfalls ars more
valuable than those that make sdnéﬁa'tmlax:ger teductions at a later date.

A measure of effectiveness was developed‘ for this study which weights

" the-shorcfall each day on a decreasing scale, thus increasing the value

of programs that reduce early shortfills. It provides a means to assess

not"anly the value of delivery early, but.the value of delivery on time.

(U} The weighted measire of effectivenesa was used Lo compute the

value of shortfall reduction that could be achieved by various incremencs

_of airlift, sealift, and prepositioning programs in each of the four

. Sscenarics. Costs were also estimated for eai:h of these incremental

programs, including the cost to procure each system and operate it for
20. years (Table 1.1), The weighted shorrfall creduction and costs were
tm{ compared to give a relative a'ppreciat.ion for the potential cost
effec:ivc.z;t;is; ;-; s;ch;:_:-;g-ram:hawc;;l ;;;nn of scenarios. 3uch a
measure is scenario depande.nc. yet the measure makes 2 significant con=
tribution to our ability to analyze and undcrstand the value of time and
timeliness in comparing alternative noh'tiity programs. A detailed dis-
cussion of this measure of effectiveness and its application is found in

Vol., 2.

(U) The scudy also conducted a limited evaluation on the value of
providing tanker support to airlift aircraft. 1t did not examine tanker
support in the concext of self deploying fighter aircraft however.

Aerial refueling increases payload.in some cases, and decrezses cycle
time by eliminating enroute stops and permitting more direct rnutes. Ia
the scenarios in this study, enroute basing and overflight rights are
assumed to be available in all allied or n&mlly friendly nations.

(All scenarios involve major threats to Persian Gulf oil or the NATO
itself.) For the types of unita deployed by air in the study, therefore,

19
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TABLE 1.1 {U)
THEHLMLNTAL ML ITY PROGRAM AL TERNATIVES COST DATA
Egs!s _(hlj_l_l_lﬂ!!.-i__t_gl 1982 bollars)

i

. THaD Proc T267Yr 043 PRI
ATRLLET )
tutwhze, Austere Alrtleld Capable .
1 Hm/o n.5-1.3 .o 1-0.5% Hoo-10.4 14, . H-18.2
1% Hin/h 0.5-1.1 B.7-9.13 1.9-15.6 21.1-2b6.2
20 Hm/n h5-1.3 I.o-1l.6 19.9-20.9 271.4-33.4
19 HIM/D 0.5-1.) 13.3-14.) 20.0-25,1 33.7-41.7
Overslse, Makn Al rbase |.'.||mhle’
o HTH/D 0=0.% 4.8-95.8 H.4-9.8 1.7-16.1
Iy MTHL 0-0.% b6.5-7.4 12.9-14.2 19422,
20 HIM/D 0-0.9% 8.9-9.9 17.3-18.9 20.2-29.1
CORFOSTTIONINGS
o i..fn.l:ll.-:;.;;lnl‘rupualHnnlng ul Unit .
Equl pmuat (JOK tous) 1] 1.1-1.13 . 4-0.9 1.5-1.4
Hordtlme Prepositioning of Uunll
Equl pment (100K tony) 0 1.1-3.6 1.3-2.10 4.4-5.7
Land~Based Preposlitontag of Resopply
and Ammo (LOUK tons) 0 h6~0.7 t.4-1.5% l.0-1.2
Marictmé Prepostitioning of Hesupply
sl Ammer (IOUK tons) 0 1.2-1.1% 1.3-1.4 2.5-2.7
SEALLFT®
T TWery Fast  Ships (100K (ons) 0.5 1.5-9.9 5.6-13.2 9.6-23.1
edicated Fust RBFRO Ships (1OOK 1ans) 0 1.4-1.6 1.1-1.2 2.5-2.4
Bedicared RUJHO Ships (MK Lous) L] 0-2,1 2.9-1.7 2.9-3%.0

'F.)u:u.-pl tor an austere tleld capable alrlifter, costs do not reflect Intratheater movements froa

AN SN e poepositiontiog locat funs.

L cum depetds on whelher o new desipgn or o declvatlve I3 chusen.

e cost gepemds on whilch particalar afscratt I8 procured.

dpie procurcaent vost depends on what type of ualie are prepositloned. Inaddition, total cast lor

mar it tav—bancd alternatlven. depemls on Lhe type of ship vaed--existlop, aodlfled, or new-—dml whether
chartered or upurated by HSC.

Y cuwt depends oo what partlcular ship te selected In cach category.

;;.J k__,j l;;.J t\.ﬁ) '\__;‘ Nl - — . — —. - -

QaL2SSVIJNN




. e —— e =t —— A R - —r————— b —

UNCLASSIFIED

pavluads are usuaily constrained by floorspace not range between bases.

ané refueling provides little improvement in payload. This would cer-
tainly not be the case in all scenarios, however, and other scenarios,
particularly those where we might expect base.and overflight rignt
denial or where heavier forces are required earller, should be examined
before a conclusion is reached on the merits of procuring tankers to
support airlift. For the scenarios used in chis study, rcfueling would
provide about a 1-3% lncrease in productivicty through cycle time redyc-
tions. Becausa this improvement ls so small, no tanker alternative is
included in Table 1.l.

1.6.4 OTHER CONSIDERATIONS

(U) The weighted measure of effectiveness is useful in struéturing
composite programs, yet we cannot merely find the system that makes the
largest reduction per doilar and buy enough of it to eliminate cthe
shortfall. For example, attemots to satisfy all the shortfalls with a
program that doesn't contribute very early make little sense (e.g., no
mattet how much "fasc sealift™ we buy we cannot satisfy the shortfalls at
C+10). On the other hand, attempts to sacisfy all the shercfalls wich a
program that produces early deliveries may be not only unaffordable but
also infeasible due to operatiocnal limitations. (For example, 130 MITM/D
of additional airlift--spproxicateiy 690 C-5 equivalents-—would be needed
to eliminace the shortfall in Scenario 11.} Furthermore, because pre=
positioning i3 complemented by airlifc, combinations of these twvo systeds
often produce a greater reduccion than the sum of their reductions when
conaidered separately. These points are illuscrated in the next two

figures.

Flgure 1.9 depicts the results of the baseline simulation (1986
capabalizy) for Scenario II. The- shaded porticn identifies the short-
fall betueen fcrce closure capability ard 1ift demand in terms of cumu~

lative connoge. Along the abscissa, the [{gure shows the approximate

eatlies: closure possible from the varicus generic elements of mobility.
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(1) The generic clements of mobility not only complement each
other over tize dut also are mutually supporting. Alrlifc deploys the
passengers Ior prepesitionting and sealift, as well as residual cargo for
prepositioning-—certain items that are quite expensive ard difficult to
maintain in storage. Iln addition, when prepositioning sices or ports
are distant from operating locations, airlift can provide intratheater
transportation. In some instances sealift might also provide intra-
theater transnortation for prepositioning; in a sense this is what

maritime-based prepositioning is. Figure 1.10 1llustrates these interactiocns.

SEALIFT

Ja DESTIMATION
TRANSPORTATION

(L) Figure 1.10. (U) Mobilicy Interrelationships

—_—

(U) TFigure 1.11, extracted from Scenario IT results, illusiraces

the inceraction between airlift and other generic alternatives. Th2 upper
left frame shows.che contribution of 20 MTM/D about 1986 baseline air-
lift capabilfity. Obtviousiy, an "airiift only" solution would be unaf-
fordable. On the other hand, additicnal airlift in coneert with prepo-
sitioning produces major improvements as shown by the frame in the upper
right-hand corner. The add{tional airlift not only accelerates closure

of other forces but produces an improvement of over 5 days in closure of

23
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Airtift begins early but delivers relatively small zoounts of tonnage.
On the other hand, airlift in concert with preposizioning can close
substantial amounts of tconnage commencing appruximately with the scart
of the second week of deplovment., Although Lt is possible to achieve
earlier closures, certain operational limitations (e.g., the time re-
quired for break out and marry up) as well as some scenario assumptions
(in this case, not sailing prepositioning ships from Diego Garcia wncil
C-Day) become the limiting factor. l!lot until approximacely the end of
the fourth week are substantjal amounts of shipping able to arrive.
Assuming a prelvading of ships during warning zime or avaiiability of
Suez, closure cculd be accelerated by 5-7 days. Conventicaal sealiit
from CONUS begins to deliver massive tonnage coward the end of the fifth
week. Again, with Suez open, closucs; would begin somewhat earlier.

(Earlier deliveries by conventional sealift are [rom the Western
Pacific.)

[~ T

L 1

l"% Figure 1.9. (U) Illuscration of Generic Mobility Options
22
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the prepositioned forces. With no additional airlift but more prepo-
sitloning the closure of the original prepositioned force would still be
at C+15 and additional prepositioning programs would close later in
inerements separated as a function of the number of days ic would take

the aarlift to move the residual cargo.

(U) The luwer left-hand frame highlights the contribution of fast
sealift in combination with 1986 baseline and expanded airlift capabilicy.
lt is cbvious that additions to sealift would only lengthen the vertical
dimension of this syscem's contribution. but would have little impact

on the 3-4 weeks of delay in force closure.

(¥) The lower right-hand frame takes this examination to the last
step wherein the contribution of conventional sealift is shown added to
1986 bascline and expuaded airlift capability. In general, it starts
late, but produces massive tonnages commencing after the first monch of
deployment. (The small early contribution results from deliveries from

western Pacifiec origins.)

U} 1If we were concernea with only one conflict and if we had the
optiun of prepositloning at or very near wartime operating‘locations.
then the luvast cost program for meecing demands that cannot be met by
sealift from the civil fleet wouild be massive land-based prepositicning
with just enough airlift te move passengers and residudl cargo. We do
not alwavs have the option of land-based prepositioning, however, and
such.a system would not have the flexibility to cover several scenarios.
Consequently, the most effective solution, considering cost, will be a
mix of airlift, maritime-bysed preposicioning, military sealift, and
reliance on the c¢ivil air and sealift fleets--each element sized to meet

demands in che time period for which ii Is the ioweat cost system,

(U} The cost and ¢ fe:tiveness data are major factors in choosing
specific systems within each category; however other factors are also
germane to the decision. Alone among Che sealift alternacives, there is

some technical risk in the surface effects ship (which showed high
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productivity values) and a substratial foree could not be available be-
fore about 1990. Although land-based prepositioning is significantly
less expensive than maritime-based, we do not always have that option

{e.g., lran) or cannot now be surc we can develop 1it.

{U} The proper outsize/oversize mix for airlift is- scenario de-
pendent, Over the entire deployment about 30-407 of unit equipment is
outsized. Since oaly about a third of the paseline force airlift capa-
city is outsized, it would seem that any addition to current 1ift capa-
nility would require a proportional addition te outsize capability.
However, for th~ scenarios cansidered, cargo requirements in the first
15 days do not have these "standard” outsize fractions. Feor Scenarfo I,
the outsiz: fraction is 20%; for Scenmario II it is I6%: for Scenario 1ill.
it is 277: and for Scenario IV it 1s 22X. This means that baseline over-
size and bulk capacity could be substantially increased without adding
any outsize capabilirty. Achieving added capability by purchasing exist-
ing commercial freighters could be economical even considering the addi-
tional capacity needed to make up for the lack of austere field capability.
On the other hand, there are diminished benefits to adding additional
oversize capability without providing adequate balance with outsize capa-
bility. In additton, such an option would provide nothing for intra-
theater airlift and would provide no flexibility to handle a larger out-
size fraction in other scemarios which may be of interest in the future.
These conclusions are not intended to preempt the source selection
process on types of aircraft, but rather provide some rationale support-
ing acquisiton of derivative systcms that could be acquired earlier o
be bajauced with the later acquisition of an outsize system. Clearly the
acquisition of an outsize system that also efficiently carries bulk and

oversize cargo produces the greatest benefits.

() The questicn of whether airlift should be able to operate in
airfields with relatively short, narrow rurways and limited ramp space--

qualities which characterize the majority of the world’s airfieldg--has
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been a matter of some controversy. The primary benefit of being able

ta use small, auscere airfields is a function of the distance from the
major pores of debarkacion to clie forward operating areas. The time saved
by airect dellvery of material to forwvard airfields is equal to the time
tequired to close that material between the port and the forward airfield,
plua the trans-shipment time avoided by not transiting through the port.
Our:analyais of the benefits of being able to use austere airflelds in
Sceparios [ and Il showed a 7-15% productivity advantage for direct de-
livery. Since flexibility and timeliness are dominant characteriscics of
~ airlifr, these sdvantages are directly transferrable to the amount of air-
lift: which musc be purchased to accomplish a given objective. Ability to
operate in austere runway environments, particularly with aircraft that
can. tr2nsport cargoes up to outsize, improves che effectiveness of ‘other
mobility aiternatives vhich deploy carge to major air and sea ports of
debarkation and thus. require transhipment to forﬁnd locations.

1.7 CONSTRUCTION OF ALTERNATIVE PROCRAMS
(U) A given mobility program will produce very different resuits

in differenc scenarics. Thus, the "best' program for one scensrio may
turn out to be marginal for another scemario. The effects of combination
of alternatives may produce results very di_.ffe.rlent from the results
achieved by sizply sumning the effects of e;ch altem:xvé. Not only are
there synergistic effects between programs (i.e., airlift and preposition=
ing), but there are also cases where various mobility components compaeta
for movement of the same material. A detailed-examination of the nature
of the shortfall in each scepario was ugdm to identify the types and
amounts of capability needed in. each scm:io_. The following describes,
by -scenario, the inaights gained. 3 -

s i T T Aeannd
P e L 1.

Scenaric I t

3
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(U} Throurhout the deplovment, the Arov dominates the shortfall.
However, it is difficult to identify candidates for prepositioning of
unit equipment in this scenario, because significant portions of unit
equipment are not suitable for prepositioning (i.c., large number of
helicopters). In addition, as we accelerate unit closures, sustaina-
bility becomes more demanding. Thus, prepositioning of ammunition and
resupply, bevond that which accompanies forces, would be very useful.
Prepositioning at operational locations may not be feasible, buf prepo-
sitloning in iocations such as Egvpt maf be viable. Adirlift fro= Egypt
{one-gixth the distance to the Persian Gulf from the US) could then be
accomplished in significantly less time than atrlift from CONUS. Mari-
time~-based prepositioning is also practical. Although about twice as
expensive as an eguivalent land-based option, it provides added flexi-
bility, and avoids the inherent problems of land-based prepositioning
in the Middle East.

(V) This scenario could absorb large increases in airlift and chus
several levels vere tested. Beyond 15 MIM/D, incremental increases in
capability produce substantially smaller benefits per dollar. Twenty
MTM/D was.selected largely due to the fact that, with this level of air-
11f¢ and some judicious use of warning to move maritioe based prepositiou~

ing., shortfalls could be reduced considerably.

(') Based on the foregoing, the preferred program would contain

(beyond 1986 basc!ine capability) approximately 20 MIM/D of outsize/
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oversize cargo aircrafc capability, and maritime or land-basad prepo-

sitioning for up to 153 KT 'of resupply and araunition, and up to 100,

KT of unit equipmenc.

Scenario II

PE

J

Scenario II1!
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1.8 ALTERNATIVE PROGRAMS

1.8.1 EVALUATION

(U) TFrom the aforewentioned considerations, two altermacive pro-
grams were structured. Both programs preposition 130 XT of munitions
and resupply in Southwest Asia, provide for additional MPS for a third
brigade~sized MAGTF prepositioning program, and add varying levels of
additional airlift and dedicated seaiift. Program A adds 20 million-ton-
miles/day (MIM/D) of outsize/oversize airlift and 100 XT (payload) of
dedicated RO/RO shipping. Program B adds 35 MTM/D of outsize/oversize
airlifc and 270 KT of dedicated RO/RO shipping. 4An excursion to Program
B adds an additional 100 XT of prepositioning in place of the additlenal
airlift. Figures 1.12, 1.1}, and 1l.l4 show the ability of two programs
and the excursion, respectively, ta meet the acenario demands. Table 1.2

summarizes the components ior each program and the excursion.
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(U) Program A: Lift Démand, Shortfall, and Shorrfall
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{¢) Program B:
Reduction

Lift Demand, Shertfall, and Shorcfall
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{U) Program Excursion:
Shortfall Reduction
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TABLE 1.2 (W)
MOBILITY PROGRAM COMPOSITION (u)

Baseline {1386)

- Currenc Airlift Erhancewent Programs--the C-5 wing modifi-
cation, additional C-141/C-5 spares and crews, and the CRAF
tihanceTent Program

- The SL-7 Fast Nedicated Sealift Program (8 fast RO/RO ships)
-~ Six divisions of POMCUS in NATO
- Additivasl USAT 1nd USMC Prepositioning in NATO

= Maritize Prepositioning Shid Prograz--as a folluw-on to the
current Near Terd Program--for twn brigade-sized MAGTF

Adaitions to Baseline
- Preograz A

¢ 130,000 tons of prepositioned muniiions and resupply
in Southvest Asia

o MPS for a third brigade-sized MAGTF

s 0 sillion-ton-niles per day of additional outsize/
aversize airlif: capabilizy

e ODedicated RG/RO shipping with capacicy for 100K tons

¢ Provisicn of adeguate support to che Armv's D-day
force in Europe through some combination of preposi=~
tioning, host nalion suppar:, or other zobility means
to be developed after further negotiacions with
European allies

- Program B. In addition te Program A:

e« 15 million-ton-miles/day of additional outsize/oversize
a.rlifr capabilicy

e Dedicated PO/RO shipping with capacity for 170K tons

- Excursicn--In place of all the additional airliftr (3% MTM/D}
i1 Progras 3:

e 100K tenms of prepus:tioning.in Southwest Asia
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(U} Neither program fully meets the demands of Scemaric i, and
Program B does only marginally becter than Program A despite a 55-651
increase in costs. ln Program A or B performance would be improved
slightly by callup of CRAF LII (only Stage II is calleﬂ'up in Scenario
1), and a large improvement would result from sailing the prepositioning
ships from Diego Garcia to the Persian Culf during warning. In Program
3, the additional airiift provides oniy marginal improvement without
substantially nore preposictioning and most of the additlonal sealift
goes unused because sealift capacity exceeds the amount of cargo to be
moved. In the program excursion there iz not enough airlifr to realize
the full benefits of prepositioning and most of the additional sealift
goes unused as in the case of Program B. Callup of CRAF III would not
provide enough additional airlif: to complement the prepositioning, and
early sailiog of the preposicioned ships wouid have littls benefit as
long as airlift is the constraining factor.

(U) Lf maritime preﬁosicioning ships had been assumed to sail on
warning and the Suez Canal had been assumed open, Program A would becter
weet the demands for Scenario II. Uﬁder these same circumstances Pro-
gram B would perform only marginally better., The program excursion
would essentially meer the demand after C+20, but the early shortfalls
would remain because airlift would still be insufficient to realize the
full benefits of prepositioning. '

(U) Both programs do about equaily well in meering the demands of

Scenarie L1I, but the program axcursion is unable Lo close POMCUS units

on -schedule withouc additional airlift and. ¢hus shows markedly reduced
performance. '

(UY Both programs and the excursion perform about the same in
Scemario IV. The split theaters and shortfall over an extended period

diminish some of the importance demonatracted by early arrival in the
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-ther scenarios and thus incremental shipping altarnatives demongtrate

greater productivity.

In general, flexibility, deterrent value, vulnerabilicy, pro-

curement schedule, public acceptability, and operational constraints vary
amor~ programs and scenarios. Taken in the otder shown, the differences

are as follows:

Flexibility - Slight edgc to B in that the additional capa-
bility in all categories can be a hedge against obstruction
of or attrition in any singic mode. Both prograns are signi-
ficantly more flexible than the excursion particularly where

destinations are not immediately accessible from oceans.

Deterrent Value - Slight edge to B, then A, over the excur-
sion due to the increased ability fer early response pro-

vided by airlift.

Vulnerability - Very scenarioc dependent. In Scerario [
neither airlift, sealift, nor prepositioning programs are
particularly vulnerable. In Scenarios lI, 11I, and IV, the
cuncenttation of large quantities of equipmenc aboard a few
ships, as opposed to the small size and large numbers of
individual airiifted cargocs, would provide an edge to Program

2, then A.

Procurement Schedule - The airlift programs, in particular,

could extend realization of capability for both Programs A and
B over the excursion; houeQer. partial capability could occur
on a virtually coincident schedule with addicicnal shipbuilding

"if derivative aircraft are acquired.

Accuptability - No particular distinctien is apparent for any

——————

of the programs since there is no domestic or foreign

perference,
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Uperational Constraints - Borh programs contain possibilicies

for operational constraints to decract from capability a~
greater levels are achieved. At thisg. point though, neicther

program has an advantage.

1.8.2 COSTS AND SCHEDULES ]

(U) The:exact costs and schedules for Programs A and B will depend
un details that have not yet been decided. First, the mix and types of
airlift aircrafc are uncercain. In all cases, except Scemarie [, a:
least half of the additional aircraft must have outsized cargo capa-
bility to avoid an outsized cargo constraint, I[n all czces, the capa-
bility to deliver cargo directly to austere airfields would improve
closure times and provide a hedge>against logs of che airfields and
ports closest tu destinaticns. Table 1.3 Aiaplays a range of costs for
each program. For airlift components the upper bound consists of a
prograﬁ in which all additicnal airlifc i3 oytsize cargo capable. the
lower tound consists of an oversize/outsize mix with at least half
outsize capable. For prepoaitioﬁing components che range is determined
by (1) all land-based (low), or (2) maritime-based (high). These schedules
are based on fastest feasible schedule from a pt. :tion scancpoint, yet
competition for funding with other programs could result in a slower
schedule.

(¥) For both programs, near tern producibility for additional
sealift and prepositioning programs would provide nearly full capability
well before 1990 and thus serve to shore up some early and mid-term

scenario deployuent-objectives.'

rewaA L el 0T 0 L 4

1.8.3 ADDITIONAL FINDINGS
(U) The following are additions to any of the Programs above for
which this study has shown some positive i:enefits and that we may vish

to adopt, increase, or accelerate after further study.

37

UNCLASSIFIED




Q314ISLVIONN

BL

TABLE 1.3 (u)
PROGRAM COST SCHEDULE (TOTAL ACQUISITION AND GPERA, [ONS COSTS) (u)

83 84 83 86 81 g8 8 %0 41-90

PROGRAN A

Atclife! 0.5-06 1.5-3.2  2.6-4.) 1.4-4.5 3.1-0.7 1.0-6.6 0.7-0.7 1.0-0.7 15.8-15.1

Seal 1F12 0.1 0.5 0.6 0.6 0.7 0.1 0.1 0.: 2.8

Prepositioning) 0:3:0:5 1.3-1.7 1.2-1.8 1.0-).9 0.4-1.i 0.4-0.5 0.2-0.) 0.2-0.) _5.0-8.1

Totat? 0.9-1.2 3.3-5.4  4.4-6.5 5.0-7.0 1.8-4.9 1.1-3.6 1.0-1.1 3.0-0.4 22.9-26.7
PROGRAM

Atetifed 2.1-2.3 4.1-5.2 5.1-6.7  3.6-4.8  3.5-1.1 3.5-1.1 1.2-1.2  1.5-1.2  %4.5-23.6

Sealife? 0.3 0.8 1.0 1.0 1.0 1.1 1.t 1.2 7.9

Pieposit toning? 0.3-0.5 1.3:1.7 3.2-1.8 1.0-1.9 0.4-1.1 0.4-0.5 0.2-0 , 0.2-0.3  5.0-a.1

Total® 2.7-3.1 6.2-7.7 1.3-9.5 5.6-7.7 2.5-5.6 2.6-5.1 2.5-2.6 2.6-3.0 16.1-40.2
EXCURS 0N

Atetifel --- --- --- --- - - .- -—- -

Sealife? ' 0.3 0.8 1.0 1.0 1.0 1.1 1.1 1.2 7.5

Prepusit lonlng? 0.4-0.6 1.4-2.0 1.6-2.4 1.2-1.5 0.6-1.5 0.7-0.8 0.2-0.4 0.2-0.4  6.1-9.6

Totald 0.7-0.9 2.2-2.8 2.6-3.4 2.2-2.5 1.6-2.5 1.8-1.9 1.3-1.5 1.4-1.6 13.8-17.1

l(U) To the extent that CRAF Enhancement could satisfy some of the additlonal carge capaclty these costs cuuld
be reduced.
2(u) costs are based on RU/JRO ship acquluitlon. To the extent that ships could be leased/chartered costs could
be substantislly reduced. )
3(u) conslets ofs TAKX fur 1 brigade; 130K tons reaupply and ammunition (land-based vs. maritime-bused);

120K tone for early Avoy support for NATO. .
4(u) consists of: TAKX Ffor | brigade; 130K tons resupply and ammuniticn (land-based vs. moritime-based):

20K tuns unit equipment {land-based vs. uatltlme-based{--l!ﬂl tons for NATO, 100X tons for Persian Gull.

S(u) Hange for total i@ sum of highest possible and lowest poesstble cost for each year.
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Enroute and destinacion base capacity including POL
. Adaptive systems for improved container ship utilization

Acquisition of systems to improve ship offload in austere

regions
. Very fast ships (surface effects gships)
. Acquisition of heavy equipment transporters for armored/

mechanized forces,

(U} - The first measure highlights the need to adequately provide
base and POL capability for all mobility programs consistent with
added capability. Failure to do so could resuit in an overstacement of
aocbility capability. Conversely, limiting the type and size of recom-
mended programs to those for which base and POL availabilicy {s how
certain could preclude implementation of the preferred strategy of
forward defense.

(U) The second measure results from a need to better utilize our
vast container ship resources. Iﬁ scenario simulations, deapite that
shortage of milftarily useful ships, large ﬁuanra of fast container
ships went unused since loading of unit equipment was not readily
accommodated. It appears that emphasis on syatems that improve con-

tainer ship utilizacion (flat racks, SEA SHEDS) merit attention.

(U) We have already proposed inittatives in budgets and programs
to improve ship offload capability in austere environments. but addi-
tional emphasis may be needed in this area as we enhance our sealift
capability, In many regions ports will either be wnavailable ar inade~
quate, and thus, logistics over the shore (LOTS) programs should receive
heightened visibility. In addition, most of':he underutilized conctainer
ships identified in the second memsure, are also non-self sustaining,
hence, programs are also required to enhan:c our ability to offload
these ships in developed porcs.

.. BT
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(U) Very fast ships (surface effect ships) demonstrated great
productivity in 511 scenarios. They were not included in Program A or ,
B because cost and technolagical feasibility are uncertain, and measyre-
able capability may not be achievable before early 1990s. Yet develop- '
ment programs should be continued to reduce these uncertainties in light ’
of the potential for high productivity, reducag vulnerability, ard the

additional dimension they could provide surface delivery of cargo.

{U) The intratheater analysis highlights the importance of the ]
ability to mave forces over potencially extended ground LOCs. Extended
ground movement cf arwor/mechanized forces is slow and increases de-
structive wear on combat vehicles. The provision of heavy equipment )

transporters for tracked vehicles could greatly enhance capabilities in

the near term, particularly in austere environments. )
1.9 RECOMMENDATION
(U} Neither program is able to satisfy all unit closure require- }

wents., Program A is recommended as the preferred program. Although it

has somewhat less capability than Program B the cost is significantly ‘

———r

less. Although the excursion to Program B is of even less cost than

Program A, it fails to provide the rapid deployment necessary to imple-

S ”

ment the defensive strategies outlined by the Joint Chiefs of Staff in
the study scenarios. The extended delay caused by overreliance on

shipping in this excursion would probably invalidate the defenaive '

strategy with the level of combat forces specified. Rapid deployment

in support of US force projection strategy is essential. The abiliry ::;)
of the US to move forces quickly, while malntaining the capability for

large reinforcement later not only enhances deterrence, but if deter- )
rence fails, may make the difference between defeat and a successful 1::)
defense.
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SECTION 1
INTRODUCTION

1.1 BACKGROUND

1.1.1 Congressional Directive
(U) The Defense Authorization Act of 1981 required a study

detailing overall US mobility requirements to include a determination
of the mix of airlift, sealift, and prepositioning programs which will
provide an acceptable US response capability for military contingencies
in the 1980s. This study is the résult. An extract of the réievant
portions of the Defense Authorization Act, 1981, comprises Appendix A.

1.1.2 Study Directive
(U) The Deputy Secretary of Defense established the study
organization on 27 June 1980. A copy of his implementing instruction

comprises Appendix B.

1.1.3 Organization
(U) Overall supervision of the study was provided by a steering

group chaired by the Deputy Secretary of Defense and including

representatives of:

Secretary of the Army

Secretary of the Navy

Secretary of the Air Force

Chairman of the Joint Chiefs of Staff
Under Secretary of Defense (Policy)
Under Secretary of Defense (R&E)
Assistant Secretary of Defense (MRASL)
Assistant Secretary of Defense (PASE)

(U) Responsibility for supervision and coordination of the
project was given to the Under Secretary of Defense (R&E), Dr. William
J. Perry, who established a working group under the chairmanship of
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Brig. Gen. Donald A. Vogt, USAF. The working group was responsible for

the execution of all study tasks and included representatives from 0SD,

0JCS, and the Services. The organization chart is shown in Fig. l.1l.
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1.1.4 Organization of the Report
(U) The main body of the report is organized into ten major

gections. Section 1 introduces the study, and Section 2 provides a
general comparative analysis of the five major alternatives for deploy-
.ment: forward deployment, airlift, sealift, and prepositioning (land=
based and maritime). Section 3 discusses the selection of scenarios.
Sections 4 through 7 address mobility demands, capabilities, shortfalls,
and impacts for four representative scenarios: Regional Conflict in the
Persian Gulf, Soviet Invasion of Iran, NATO--Warsaw Pact Conflict, and
Conflict in the Persian Gulf with a Precautionary Reinforcement in
Europe. Section 8 is the intratheater movement analysis. Section 9
contains a discussion of selected mobility alternatives. Section 10 is
an evaluation of mobility alternatives resulting in a preferred and

alternative program.
1.2 MOBILITY HISTORY

1.2.1 General

(U) Because Western Europe 1s vital to our national interests,
the United States is committed to its defense. Since World War 1I, NATO
has been the instrument of this commitment, and it has been emphasized.
On the other hand, NATO is not our sole concern. There are other
regions where our interests are also at risk. Indeed many believe the
likelihood of éonfrontation is greater elsewhere than in Western Europe.
The United States has based its conventional forces strategy on its
ability to deploy combat units rapidly to reinforce forward deployed
forces or support nations requiring our assistance. Our influence world
wide has become increasingly dependent upon our ability to pro ject
forces in support of our national interests and commitments. Mobility

.18 central to our force projection strategy.

1.2.2 Historical Perspective

(U) In the late 1960s and early 1970s, U.S. defense programming
sought to achieve the simultaneous capability to reinforce NATO and

another location due principally to pressures of the Vietnam war.
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However, neither the forces nor the capability to deploy them

materialized.

(U) During the 1970s, because of the monotonic increases in the
Soviet-Warsaw Pact threat, estimates of the forces needed for NATO
reinforcement grew significantly while estimates of the time avallable
to move these forces decreased. These changes placed a high premium on
the speed of our European reinforcement and profoundly altered mobility
planning. By the mid-1970s it was generally recognized that our mo-
bility capability was not adequate for NATO reinforcement. Several
analyses conducted at that time including a 1976 Joint Chiefs of Staff
study conducted at the request of Congress,1 recommended several
mobility initiatives which were subsequently adopted. These included
airlift improvements, additional programmed prepositioning and initia~-
tives for augmented host nation support in the form of ships, alrcraft,

and allied support persomnel for the reinforcement of NATO.

(U) During the 1970s, our planning for non-NATO contingencies
also changed substantially. Initially, we were concerned primarily with
threats to North and Scutheast Asia. Later in the decade several fac-
tors, including a growing awareness of the Free World's dependence on
Persian Gulf oil and an increased Soviet propensity to use force
(directly or by proxy) outside the Soviet bloc, caused us to shift our

attention to Southwest Asia.

(U) The US policy objective is to be capable of concurrently
supporting a major NATO-Warsaw Pact conflict and a lesser non-NATO
contingency, with implied emphasis on the Persian Gulf region.

1(y) "strategic Mobility Requirements and Programs - 1982."

N
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(U) While our present mobility programs, in concert with contri-
butions from our NATO allies, will make substantfial improvement in our
gbility to reinforce and sustain Europe, there are stfll significant
shortfalls. In addition, their adequacy to support deployment to other
locations is in question. Furthermore, they do mot provide the capacity
for simultaneous reinforcement and support of NATO and another region.
Yet the dependence 6f Europe on Persian Gulf oil and the ability of the
USSR to threaten Europe and the Persian Gulf simultaneously, demand that
we be able to reinforce and support both regions concurrently.

1.3 PURPOSE

(U) The purpose of this study is to identify, through use of
representative scenarios, military mobility requirements for deploying
and sustaining US forces during the 1980s, and to develop recommended

programs to meet these requirements.
1.4 LIMITATIONS OF ANALYSIS

l.4.1 Introduction

(U) From the outset, a deliberate effort was made to develop
plausible scenarios and thoroughly debate all assumptions that would
affect the analysis. Scenarios developed for the 1986 time frame are
the basis for force deployments in the three years studied: 1982, 1986,
1990. We believe that these scenarios, together with the assumptions
used, represent a rational basis for analysils and for the development
of future mobility programs. Specific assumptions are detailed in the

“Catalog of Data and Assumptions” (Appendix c).

7 (U} The establishment of strategy and the requisite force to
accompliéh that strategy is an iterative process."This'study represents
one iteration of that process. Time did not allow reconsideration of

the strategy and/or composition and flow of forces.

1-5
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(U) The scenarios, forces, and strategy in this study should not

be construed as representing the strategy or war plans which will be

used in 1982, 1986 or 1990. The scenarios, forces, and impacts derived

here are representative projections to the extent we can forecast them.

Furthermore, the time lines we postulate for the forces to move, join up

and deploy are reasonable but cannot be accomplished in the real case

without considerable planning, training, and exercising.

l.4.2 Items Not Included

(v)

From a general perspective the study was bounded by the

following considerations:

(U) Forces. Lift demand has been restricted to include only
programmed forces and materiel in hand for each period. Thus
if more forces are programmed in the future, additional
mobility capability must also be provided commensurate with

the planned uses of the new forces.

(U) Nuclear Scenarios. Only conventional conflicts are

considered. While it is recognized that deployments to
contingency areas where interests are vital could result
in the use of nuclear weapons, our sfrategy is designed to
provide a credible conventional capability, raising the
nuclear thresheold.

(U) Detailed Trade—Offs on Lift System Designs. Generic

designs and parametric costs for 1ift systems are discussed.
However, the study does not specify detailed hardware

requirements, but rather focuses on mission requirements

leaving particular hardware solutions to the procurement

prdcess. .
(U) Refueling for Self-Deploying Aircraft. Refueling

congiderations were restricted to those associated with

airlift aircraft. Results are discussed in Section 10.
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1.4.3 Limitations

(U) The following elements were not considered in the analysis,

chiefly because of the compressed study schedule or because of diffi-

culties in obtaining reliable data.

Unit Readiness. Units are considered available for movement

when lift is available to move them, consistent with the

required time-phased arrival priority within the combat
region.

CONUS Transportation. Detailed evaluation of CONUS trans-

portation systems to support deployments was not made.
Standard planning factors based on CONUS location of units
were used to provide estimates of unit movements from CONUS

origins to ports of embarkation.

Port Denial. Denial or closure of sea and aerial ports

of embarkation and debarkation was not evaluated.

Support Forces. This study does not evaluate the adequacy

of support forces to sustain the combat force. This is the

subject of a separate ongoing DoD analysis.

POL and En Route Basing. The adequacy of POL stocks and en

route basing to support force deployments were not considered
as constraints. However, their implications have been addres-

sed and are presented in Appendices D and G respectively.

Equipment Redesign. Although considered as an alternative in

developing programs, the redesign of combat forces and their
ﬁeapon systems to complement lift systems was considered
beyond the scope of this study and is the subject of other
DoD efforts.

3l
UNCLASSIFIED QJ’O



UNCLASSIFIED

. Movement from SPOD/APOD to Operational Location. With the

exception of a simple analysis in Section 8, no detailed
analysis of port reception capability nor in-theater
transportation capabilty to move forces from debarkation

points to the desired operational location was conducted.
. Attrition. Attrition was not evaluated except in NATO

scenarios due to the lack of a credible data base. However,

the effects of attrition are discussed in Appendix I.

l.4.4 Movement Simulation

(U) The allocation of lift capability and subsequent force
closures for all scenarios are determined through a computer simulation
model. For intertheater deployment, this simulation does near—optimum
allocation and scheduling of mobility resources, attempting to meet thel
required delivery dates (RDDs) imposed by the scenarios. While it is a
plausible representation, the simulation is not necessarily consistenp
with an actual operational plan. A detailed description of the computer
simulation is contained in Appendix E.

1.5 COMMENT ON STUDY ASSUMPTIONS

(U) As pointed out in Section l.4 and Appendix C, certain assump-
tions were fequired to perform the analyses in this study. This situ=
ation is different from that of a field commander engaged in operations
planning. The commander is constrained by many factors, and must plan
for "worst case" situations in going to fight “"now." Assumptions gener-
ally used in mobility analyses cannot be used by field commanders, or
the latter will face greater prospects of an infeasible operaﬁions plan.
However, mobility analyses, if limited to only those assumptions which -
could reasonably be made by an operations planner, would fall to accomp-
1lish the objective--to measure the potential of current and programmed
11ft forces, and to quantify additional mobility resources required to
meet the estimated 1{ft demand.

1-8
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(U) Four assumptions made in this study warraat comment. They
are: (1) unconstrained en route basing, (2) unlimited POL support, (3)
unconstrained port throughput, and (4) no attrition for the Southwest
Asia (SWA) cases. Limited sensitivity analyses were accomplished to
determine if these assumptions caused over optimistlc expressions of
current capability and, therefore, underestimates of additional resource
requirements. These analyses are contained in Appendices G, D, H and 1
respectively. Additional work is underway as part of other studies and
actions in support of the RDF concept by 0SD, JCS5, RDJTF and others. A

summary discussion of our examination of these assumptions follows.

1.5.1 En Route Basing

Given the many combinations and permutations of base denials,
it is virtually imposgible to define a guaranteed basing structure.
There has been considerable diplomatic effort in recent months attempt-

~ ing to gain the best possible commitments from the countries involved.

It seems, based upon perceptions of
the allies' points of view, that they would grant rights if the situ-—
ation were one of an attack on a SWA nation which threatened the flow of
0il to the West. This, of course, is in contrast to the 1973 war where-
in the US was helping Israel against the Arab nations which have the
closest ties to Europe and control the flow of oil.

There are several routes to SWA which provide considerable
flexibility. The most optimistic projections for overflight and basing

rights are for
" Together, these make a rather substantial

route structure. If contribute, routing can be
virtually unconstrained. Again, these routes cannot be guaranteed but

the chances look good. Other possible options are: Pacific routing,

D)



which also presents political difficulties and is longer~-but can handle

overflow--and also sub-Saharan Africa via

(U) Considerable work is ongoing in NATO and in bi-lateral talks
to ensure routes and to improve en route facilities. Additional discus-

sion of en route basing can be found in Appendix G.

1.5.2 POL Availability

The availability of fuels and lubricants is a major con-—

sideration in making plans and arrangements for deployments to SWA.
Although tanker availability is a major factor, the primary factor 1is
gsources of supply. We examined a "realistic” sources case for 1982,
Scenario I. The results and assumptions used are at Appendix D. Tﬁe
overall conclusion is that we can support the 1982 force. This indi-
cates the importance of ' A
further conclusion is that a parallel effort is mandatory to insure that
POL is made available in concert with mobility improvements. Several
efforts—

would help meet these needs.

The POL situation requires the National Command Authorities
to be sensitive to the developing situation and to make timely decisions
to solicit support of friendly nations, to dispatch military-controlled
tankers as earlf as feasible, and to requisition additional US flag

tankers when necessary.

In view of the above, the NCA, confronted with a deploymént

decision, must:
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1.5.3 In-Theater Throughput
A first order analysis of throughput capability in the

Persian Gulf area was conducted for Scenario I and for the major sector
of Scenario II. The analysis should be viewed in three parts: seaport,

airport, and forward movement capability.

(a) Seaport Throughput. The ports analyzed appear to be
adequate. Sufficient berths are available to handle the
time-phased ship arrivals. Certain peak demands for cargo

of f-1load exceed minimum capacity, but not estimated surge

capacity. See Appendix H for a further discussion.

(b) Airport Throughput. There are several major airfields

in the area

- 3{




Since continued access to the major

fields is required, they must be provided early protection.

(c) Forward Movement. Our analysis indicates that a combi-

nation of intratheater airlift and road movement can accom=
modate the large movement requirements generated by the
intertheater arrivals for the cases analyzed. In addition
to our need for outsize intratheater airlift capability, the
provisicn for some sort of heavy equipment transporter is
probably necessary to wove heavy tracked vehicles over long

distances.

1.5.4 Attrition and Protection of Ports and LOC's
(U) Attrition of airlift increases the requirement for aircraft

but usually does not have a great effect on equipment requirements,
because relatively small increments of equipment or personnel are em—
barked on any one aircraft. For sealift, however, if a ship is sunk it
is mot only a major loss of mobility assets but a major portion of

a unit's equipment may be lost. There have been no major studies of
attrition for SWA scenarios so the effect on mobility forces cannot be
fully determined. A rigorous analysis of attrition-—especially for SWA
cases——would be influenced by major uncertainties in underlying assump—
tions such as: the likelihood and nature of war-at—sea, the probabllity
that the conflict could be geographically contained, and the degree of
allied support. For a major deployment of forces 6,000-13,000 n mi

. away from the major supply base, protection of the lines of communi-
cation 1s obviously critical. See Appendix I for a further discussion.
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SECTION 2
GENERIC ALTERNATIVES FOR FORCE PROJECTION

2.1  INTRODUCTION
(U) Rapid deployment in support of national objectives is key

to U.S. force projection strategy. The ability of the United States
to move forces quickly not only enhances deterrence, but, if deterrence

faile, may make the difference between defeat and a successful defense.

(U} The objective of force projection is to be capable of mov-
ing an effective combat force into a designated region of the world and
sustaining that force for as long as the situation demands. The assess-—
ment of our mobility capability is not & simple time-distance—-volune
transportation problem. The design of an effective force projection
system is a complex integration of (1) mobility forces, (2) time-phased
force requirements, (3) force configuration, and a host of other con-
siderations such as force readiness, use of warning time, travel
constraints, unloading, marry—up, and forward movement that often have
a dramatic effect on total system capability. The blend of these con-
siderations 1s complex, and, in this study, is addressed through the use
of simulations adjusted with assumptions derived from other studies.
Although this study has been structured to make a quantitative assess-
ment of the contributions of various mobility proérams against the lift
demand associated with representative scenarios, judgment as to programs
or mixes of programs that best satisfy these demands goes beyond a
quantitative assessment. Thus, this section is intended to introduce
the reader to the mobility process in order to provide a qualitative
basis from which judgments can be made. Figure 2.1 provides a graphic
portrayal of various generic components and their relative contribution
" and status as a function of time measured from the day deployment -

commences (C-Day). These components are discussed individually in
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(U) To appreciate the scope of force projection, consider a force
with a manned strength of 150,000. This could be an austere combat
force package of approximately four light ground combat divisions (Army
and Marine), five tactical fighter wings, (Air Force and Marine) and
minimum air/ground supporting forces weighing about 270,000 tons. (1f
the forces were heavy armored and mechanized the tonnage might be from
150-200% of that amount.) By way of comparison, if the ground component
of the light force were marshaled in a parking lot with only 6-inch
spacing between vehicles, it would cover more than 60 acres. Assuming
that this force has no prepositioned stocks, sustaining support could
easily double the tonnage required during the first 30 days of conflict.
In addition to these dry cargo requirements, a force will need to be
supported with bulk petroleum and perhaps potable water--additional but
essential requirements delaying closure of additional combat forces.
Figure 2.1 indicates that a combination of forward deployment, prepogi-
tioning, and airlift can satisfy timely 1lift demands. Sealift, once
started, produces massive deliveries of forces and sustaining support.
In short, forward deployment, prepositioning, sealift and airlift are

complementary, and all are necessary elements of our mobility forces.

(U) But solutions to mobility shortfalls should not be restricted
to adding only 1lift capability--both requirements and capabilities are
adjustable. From a generic sense, a shortfall can be decreased either
through increasing mobility system capability or operating tempo, and
the movement requirement can be reduced by forward deployment of troops,
prepositioning, host nation support, or simply accepting a relaxed force
buildup schedule and its resultant risk.

(U) Before examining the 1ift demands and capabilities from each

of-the study scenarios we will revieﬁ briefly the speéific and complé-

mentary characteristics provided by different generic alternatives.

17
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(U) Major components of the US mobility programs are forward-
deployed forces, alrlift and sealift forces, and prepositioned equip-
ment (both land-based and afloat). Obtaining the "right” mix or bal-
ance of these elements is a complex problem and is scenario dependent.
Factors affecting the mix include: (1) the deterrent value, (2) time-
liness and flexibility of response, (3) vulnerability to disruption by
political and/or military action, (4) public acceptability at home and
abroad, and (5) affordability. Providing a viable reinforcement capa-
bility for the US must not only satisfy all the unique, and perhaps,
very different lift demands of varying scenarios, but satisfy to one
degree or another the above considerations. For instance, a large
commitment to forward-stationed forces without an ability to reinforce
and sustain them may represent little deterrent value; or commitment
to provide the capability to project rapidly a large number of forces
worldwide from the CONUS base may represent tremendous flexibility but
may be overly costly. Mobility forces are complementary and interde-
pendent and must be kept in that perspective. Military planning must be

flexible and affordable and avoid too much reliance on any one option.
2.2  ALTERNATIVES

2.2.1 Forward Deployment

(U) While mot a mobility program in the context of this study,
the presence or absence of forward stationed forces in the objective

area significantly affects the design of the mobility mix.

2.2.1.1 Land Based

(U) Forward deployed forces, such as in NATO and Korea, serve as
a strong deterrent to an aggressive enemy. Military action against the
host nation virtually guarantees U.5. involvement. The role of forward
deployed forces is to halt or delay an enemy advance and to secure re-
ception and logistic facilities for reinforcement. These forces provide
the fastest possible response for contingencies in the area where sta-

tioned. However, since land-based forces are committed to the host
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nation, they may not be available for deployment to another crisis or
contingency area. In the absence of in-place forces, proper planning,
optimal use of warning time, and a rapid reinforcement capability must
be used to halt a swift enemy advance. Movement of these forces from
peacetime to wartime locations is the least vulnerable to enemy action
of all other reinforcement alternatives and is not dependent on consent
(political vulnerability) of third nations. However, maintenance of
these forces 1s expensive and large increases are politically sensitive
aﬁd potentially unacceptable (both at home and abroad). Therefore, the
number of in-place forces is usually minimal. The forward deployment of
land-based forces will not be further considered as an alternative to

satisfy any mobility shortfalls addressed in this study.

2.2.1.2 Afloat

(U) Seaborne ground combat forces embarked aboard amphibious
shipping provide the capability for rapid reaction, while maintaining a
stand—off presence within potential crisis areas. The rapidity of the
reaction of afloat forces is directly related to the use of strategic
warning time and the principal conduct of activities is initially
limited to littoral areas. Afloat amphibious forces have an inherent
logistic support capability for the initial period of operations, as
well as a means of projecting power and supply support ashore in un-
developed areas. Forces afloat are approximately as vulnerable as

sealift.

2.2.2 Airlift

(U) Speed and flexibility are airlift’'s major attributes, These
characteristics promote a generalized deterrent value, particularly when
combined with forces whose movement characteristics and readiness
enhance rapid delivery. Although airlift is vulnerable to disruption
by military action against aircraft and alirfields, the ability to
rapidly change ports of debarkation can avoid complete shutdown provided
alternative APODs are available in the objective area. On the other

hand, denial of base and overflight rights could seriously degrade
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airlift operations. Airlift is more costly than other 1lift alternatives
given a cost comparison based on ton-miles. Airlift can move only
limited tonnage in comparison with other lift modes but 1is competitive

when measured in terms of the premium in time which airlift provides.

2.2.3 Sealift

{(U) In a major contingency, commercial sealift will carry most
of the follow-on forces and supplies. It is relatively flexible, has
massive capability, and is absolutely necessary for sustaining support.
It is slower than other mobility alternatives although response time
varies primarily with the type of ship. Fast sealift options may reduce
transit times significantly. By virtue of its potential capability, and
because a limited number of ships might be positioned during periods of
heightened warning for reception of early deploying forces, it possesses
some deterrent value. It 1s the least cost means on a per ton-mile
basis. Sealift may require weeks to deploy forces, considering the time
required for overland movement (both CONUS and in-theater), marshaling
of assets, loading, and unloading. In addition, refueling (bunkering),
passage of straits or canals, port access, and port facilities may
present severe limitations. Sealift is approximately as vulnerable as
airlift, but the loss or denial of one ship could result in the destruc-

tion of a large materiel tonnage.

2.2.4 Prepositioned Equipment and Supplies

(U) There are two basic types of prepositioning programs, land-
based and maritime. Each of these could contain combat unit equipment,
war reserve materiel, or materiel for dual-based units. Prepositioning
is valuable as a deterrent because the visible evidence implies a
national commitment. The deterrent value of land-based prepositioning
is limited, however, to the regiﬁn in which. equipment is located.

(U) Timeliness of prepositioning is dependent on airlift to move
passengers and residual equipment to the theater. Thus, to have a
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timely impact, prepositioning must be designed with other airlifte

demands considered.

(U) Land-based prepositioning equipment is considered vulnerable
prior to break-out and marry-up with reinforcing troops, but probably no
more vulnerable than the ports of debarkation that would have to receive
forces delivered by other modes. In addition, flexibility 1is less than
with other modes since difficulty could be encountered if materiel were
needed in a distant region or the host country would not permit removal
(political disruption). In general, land~based prepositioning is one of
the least-cost mobility program alternatives. It includes not only the
cost of the prepositioned equipment, but also construction, controlled

storage, and maintenance.

(U) The concept of maritime prepositioning allows some hedging on
the location of the crisis and is more fléxible than land-based pre-
positioning. Stationing ships in the vicinity of a crisis provides an
in-theater presence and measured deterrent below the provocative level’
associated with overt physical presence ashore. Maritime prepositioning
{s vulnerable to disruption by military action, and can be slowed by
denial of canal/strait transit and bunkering rights, requires dehumidi-
fied salt free storage, and is dependent on an adequate and secure port
discharge capability or built-in capability to discharge over—the—shore.
It is also dependent on airlift for the timeliness of its contribution.

2.3 THE MIX OF MOBILITY FORCES
(U) The best mix for any particular contingency is scenarilo
dependent. Scenario considerations that influence the mix of mobility

forces include: national objectives, crisis location, threat, environ-—

"'mehi; distance from embarkation sites, deployment force size and com—

position, urgency associated with deployment, basing and overflight
rights, availability of open sea lanes and bunkering, and access in
the region to include proximity and capacity of sea and aerial ports of
debarkation. The proper mix of future mobility forces must provide a
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range of capability and flexibility to cover a wide variety of the most

probable contingency situations.

2.4 THE VALUE OF EARLY ARRIVAL

(U) The force requirement for any potential conflict scenario
1s directly related to the expected threat and US objectives. Through
forward deployment we hope to have sufficient capability to deter an
attack. However, the expense and political acceptability of land-based
forward deployment severely restricts the number of locations where
we can have in-place deterrent forces and the size of these forces.

Further, the vagaries of the strateglc warning and response process may

not allow for the deployment of a force adequate to deter an aggressor.
The logical result is that we must then have the capability, when
interests are vital, to move forces quickly to the conflict area to

protect these interests.

(U) It is intuitively apparent that timely arrival of forces
at the site of an impending conflict, or early reinforcement after hos~
tilities have begun, can have a larger influence on subsequent events
than forces delivered later. The decision by an enemy to press an
attack may be modified or even abandoned in the face of evident willing-—
ness by the defender to commit forces quickly. Most attack plans have
narrow time windows for achieving critical goals such as capturing key
terrain, resources, or installatioms. Early reinforcements can frus—
trate those plans and greatly increase the risk to the enemy of perse-
vering, thus decreasing the requirement to recapture lost territory. To
the degree that early reinforcement is adequate and effective, the ex-
tent of hostilities may be greatly reduced overall and result in
significantly less a;tr;tion in lives and equipment. .

" (U) While the relative force size required to defend versus
retake territory is not subject to precise computation, classical force .
ratios indicate that forces can hold ground even at a 2-to-l di{sadvan-

tage and can successfully advance when they enjoy a 3-to-l advantage.
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Thus, the force required to dislodge an enemy from seized territory is
six times as large as the force required to defend the area in the first
place. Therefore, if we fail to achleve a mobility posture that will
permit us to deploy sufficient forces in time to defend that which is
vital, we implicitly accept the greatly increased cost of providing a
force at least six times as large as that originally required. This
alternative would also subject the vital interests to destruction by the
enemy. Therefore, regaining the territory would not produce the same
benefit as arriving early and achieving a successful defense. This
additional cost should be balanced against the cost of mobility forces

which can assure timely arrival.

(U) While all of the above benefits are easily recognized intui-
tively, they are difficult to demonstrate quantitatively. The many
possible scenarios complicate the inherent uncertainties; and broader
political questions further compound the difficulties. The acqﬁisition
of mobility forces to assure early and timely arrival, however, can
involve expenditures of tens of billions of dollars. Thus, quantitative
measures of the benefits of early arrival could have an important
influence on the composition of future forces. A further discussion

is contafned in Appendix F.

2,5  SUMMARY

(U) The effectiveness of our force projection capability will be
dependent on our ability to make available, in a timely manner, that
amount of force necessary to satisfy our strategy. The sum of our
mobility programs must provide a mix of speed, sustainability, flexib-
ility, and effectiveness at an affordable cost. Each program—--airlifc,
prepositioning, and sealift--complements each other to varying degrees

based on the scenario and as such they are interdependent.
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SECTION 3
SCENARIO SELECTION

" 3,1  INTRODUCTION

(U) There are a large number of potential trouble spots in the
world which may require rapid deployment of US military forces in the
1980s. The Middle East, Persian Gulf, Europe, Korea, Africa, the
Carribbean, and Central and South America are certainly included in this
array. The required force levels and speed of deployment vary widely,
depending on the scale of the incident and US interest and objectives.
The forces to be confronted range from small groups of terrorists,
through nationalist troops (either local supported or surrogates), to
armed forces of the Soviet Union. The number and capability of these
forces could include a few hundred individuals armed only with light
automatic weapons, or several divisions with armor, artillery, and
logistics support, or a full-scale, multi~- division deployment of Soviet
airborne, seaborne, and aitmobile resources. Geography and Soviet
deployment capability would limit the size and the rate of build-up of
multi-divisional forces. Because of the general nature of these threats
and the volatility of third world political structures, particularly in
the Persian Gulf, it is appropriate to consider specific potential
threats. To do this, four representative scenarlos have been developed
in an attempt to bound the mobility problem. Additional scenario

development was constrained by time and resources.

(U) There will be far wore scenarios of lesser scope to which
the United States could respond than the ones shown below. Under these
scenarios, most requirements could be satisfied with current or
pro jected mobility forces. Since the sélectiﬁﬁ of scenarios involves
predicting the future in some detall for analysis purposes, it pro#ides
the scenario selector with the opportunity to stack the deck to force a
desired outcome. With this pitfall in mind, the scenarios selected for
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this analysis are believed to be representative of our most critical

international concerns.

(U) The timing of decigion making is a prime concern in mobility

_ problems. Obviously, movement of a combat force prior to a crisis
permits early application of combat power against an enemy. A decision
to move combat units early requires assurance that a potential enemy
will behave as predicted despite US actions. There is an inherent
danger in preconflict positioning of forces however, since the deploy-
ment of US combat forces to an area could be considered preemptive and
used as an excuse for another nation to attack. These potentially
dangerous concerns that the decision maker must consider prior to
displaying military force leave the military planner with little option
but to assume that major deployment decisions would occur after the
onset of hostilities. Deployment go-aheads may actually occur prior to
hostilities, but, in general, plans should not be critically dependent
on the availability of specific amounts of warning time. The scenarios
used in this study include a variety of deployment actions from 30 days
before hostilities begin to 1 day afterward. We used these only to show
the impact on combat force build-up, recognizing that varying the timing
of activities could alter the international political and military

decision processes.

3.2 SCENARIO SELECTION

(U) Four scenarios were developed by the Joint Staff and Services
as potential crisis situations to demonstrate mobility requirements for
the timely deployment of US forces. The forces used are those program-
med for end=-FY 1986; thus, forces that are doctrinally necessary but
unfunded are not included as lift requirements. In addition, these
_ forces are assumed to have been modernized and would be representative -
of forces throughout the 1980s and into the 1990s. The scenarlos are
base cases against which to evaluate DoD mobility programs in three
scenario years (1982, 1986, 1990) and to perform sensitivity analysis.
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(U) Each scenario was developed assuming the crisis would occur
at the end of FY 1986 and reflects DIA pro jected enemy force capabil~
ities for that year. The politicai situations were developed from a
1980 viewpoint assuming a static trend until 1986 (1i.e., no convulsive
internal change in any of the principal players).

The Scenarios are:

Regional Conflict in the Persian Gulf (Scenario I)

In this situation a Soviet-backed indigenous force is
attempting to deny access to petroleum resources. After a
build—up of tensions, an armed conflict occurs that causes the
governmenﬁs of

to ask the United States for support with combat forces.

The force package to be deployed in this scenario is of
the approximate size of the original Rapid Deployment Force
(RDF) The relatively long build-up period
prior to the actual conflict provides time to use naval options
fully, thereby demonstrating the benefits of an early decision.

Soviet Invasion of Iran (Scenario 1I)

) In this scenario the Soviets attempt to gain control of
Iranian oil fields and Persian Gulf sea lines of communication
and to establish a pro-Soviet Iran. Following a series of
counterrevolutions, the Soviets introduce military forces into
Iran. The ultimate Soviet objectives are to install a Tudeh-led
government, capture the Iranian oil fields, position Soviet
forces on the Northern shore of the Persian Gulf to control or
influence other Persian Gulf nations, and establish a pro-Soviet

Iran.

The force package of this scenario 1is larger than the
original RDF as a result of the increased threat to be faced.
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Warning time 1s less than in Scenaric I, therefore requiring a

reactive decision sequence.

NATO-Warsaw Pact Conflict (Scenario III)

This scenario is the classic conventional Soviet-Warsaw Pact
'._assault against Western Europe. It is based on a2 warning time of
days, full US mobilization, and the rapid introduction of

massive US forces. It is not, however, the NATO scenario
previously used.in defense programming since it assumes a total

force commitment.

Regional Conflict in the Persian Gulf with a
Precautionary Reinforcement in Europe (Scenario IV)

Scenario IV 18 a combination of Scenarios I and IIL. To
divert US efforts away from the Persian Gulf, the Soviet Union
begins mobilization of Warsaw Pact forces days after the
United States begins deploying forces to the Persian Gulf. This
gcenario tests the US policy objective of simultaneously deploy-
ing to a NATO-Warsaw Pact conflict and a lesser non-NATO contin—
gency. Issues of prioritization and allocation between theaters

of operation are considered.

(U) All scenarios focus on a particular threat and response
independent of other worldwide demands which could cause a reduction

of the combat, mobility, and support forces considered here.

(U) In situations requiring partial mobilization, the President

{s assumed to call up 100,000 reservists/guardsmen.

(U) Political decisions permitting full use of available warning
time for poéitive military actions will enhance the effectiveness of
mobility forces in meeting time-phased force deployment requirements.
Timeliness of postulated political decisions regarding mobilization and
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deployment are considered to be optimistic estimates of potential US

responses to international events.

(U) The duration of each contingency will be 60 days from the day
deployment commences (C-day)-.

(U) Accomplishment of force deployment objectives will require
intratheater as well as {ntertheater 1ift capability. Specific intra<
theater lift requirements are primarily dependent upon the battle
situation and the progress of the intertheater deployment; aspects of
intratheater movement are addressed only to the degree they impact on -

intertheater requirements and capabilities.

(U) These scenarios are presented to demonstrate typical deploy--
ment, employment, and sustaimment demands on programmed US mobility
forces. The forces committed may be inadequate to achieve all stated
objecti@es; however, given forces constrained to the programmed level
and a political decision to deploy those forces, they represent force
dispositions likely to be recommended by the Joint Chiefs of Staff.

3-5
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SECTION &4
REGIONAL CONFLICT IN THE PERSIAN GULF
(SCENARIO I)

4,1  SITUATION
A Soviet-backed indigenous force 1is attempting to deny
continuoué access to petroleum resources. After. rising
tensions, an armed conflict occurs that causes the Govermments of
to ask the

United States for support with combat forces.

4,2 THREAT ANALYSIS
_ A_Soviet-backed and Soviet—equipped invading force will
attack

Thelr 6bjec£ive may'be to obtain more oii for the USSR or simply Eo deny
the oil to Western nations. If the invading force succeeds in its
mission and the United States attempts to recapture the oil fields, most
petroleum facilities and supplies will likely be destroyed.

4.,2.1 Land Forces
The invading force will initially attack with the equivalent

of mechanized infantry divisioms, armored divisions, and
additional divisions will be in reserve.

4.2.2 Air Forces
The invading force will use Soviet-made fighters,
helicopters, and fixed-wing transports in the initial attack.

4.2.3 Naval Forces .

The indigenous force will use coastal patrol boats and will
have a limited amphibious landing force capability. Soviet Indian Ocean
Squadron (SOVINDRON), which normally consists of
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%will probabiy be édéﬁénted -SOVINDRON,
_a potential threat to US Navy and gealift forces, could at any fime
assist the enemy force. Navy force sizing must be able to counter this

threat.
4,3 ENVIRONMENTAL CONSIDERATIONS

4.3.1 General

(U) Mobility and logistics considerations in Southwest Asia
planning are shaped by the extreme distances to the area from the United
States, by the harsh geographic and climatic conditions, by the lack of
a modern industralized logistic infrastructure in countries of the
region and by the negligible US military access to facilities in nations

on the Persian Gulf.

(U) Direct air routes to the Persian Gulf are nearly 6300 n m!
from the East Coast of the United States. Sea routes from the East
Coast to the Persian Gulf are about 8000 n mi via the Mediterranean-
~ Suez Canal and over 12,000 n mi around the southern tip of Africa. From
the West Coast the air distance is about 9000 n mi and the sea distance
ig over 10,000 n mi. These distances, compared to the more familiar
3500~n mi LOCs to Europe, not only result in-gieatly extended deployment
closure timés, but also impose tremendous burdens.in establishing and
maintaining the LOC. Landing and overflight rights, jet fuel avail-
ability, port availability and cargo ship bunkering facilities assume

~critical importance.

(U) The region is characterized by rugged mountains, sandy
'deaerts, extremes of temperature, and a general 1ack of potable water -
sources. These factors not only will affect the number . and types of
forces which can be employed, but also will require’special attention to
such things as equipment maintenance, water production and_purif:l.ca—-

tion, and special climatic or protectivé clothing.

- @
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(U) While each regional country is making headway in developing
a logistic infrastructure, and while the major urban centers are taking
on an increasingly Westermindustrialized flair, none of the countries
can be expected to provide a significant portion of US military logistic
requirement. Regional transportation networks are of limited capability
and many are already overloaded with peacetime requirements. Medical
facilities and services range from minimally available in large cities
to non—existent in rural sections. The relative lack of excess
capabilities, and a generally low level of technological development and
experience, limit the extent and nature of host nation support that can

be provided.

(U) In summary, there are several problems in planning for ac-
ceptable levels of logistic and mobility support for operations in
Southwest Asia. The following paragraphs catalogue in greater depth
logistic and mobility comstraints.

4,3.2 Saudi Arabia
(U) Saudi Arabia is a land of 2 million km2, 98% of which is

desert with less than 5 in. of annual rainfall. There are no peren~

nial streams. Vegetation is sparse and large areas are barren. In the
desert plains, dust storms and sand storms are common and severely limit
visibility. . The abrasive action of sand and dust necessitates frequent
repairing of equipment. Extremely high temperatures from May to

September ranging from 90 to 115°F (mean daily maximum) reduce personnel

efficiency. Surface water commonly is scarce.

(U) Highways are the primary means of surface transportation
with Riyadh, the capital, as the focal point of the network. A 5200—
mile road system interconnects the more 1mportant localities near the
Persian Gulf, along the Red Sea, and around Bur§ydah,and Ha il. Much of
the network serves to connect Riyadh with the oil fields and the Persian
Gulf seaports. The southeast is virtually without roads. Highways

connect all neighboring countries. A construction program annually

4-3
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improves about 600 miles of highways. Even on the highways, moving
vehicles produce clouds of dust which limit visibility. A major problen
ig the blocking of roads by windblowm sand.

(U) Only one railroad is in operation, a 4-ft 8 1/2" gauge, US-—
built line from Riyadh to Ad Damman via oil fields which traverses 352
miles. It has a 34.4 short-ton axle load limit and a 955 ft minimum

radius of curvature. General purpose yards lie at either end.

Saudi Arabia has six major Gulf and Red Sea seaports which
have been developed primarily to serve the petroleum industry. Located
along the east coast of the Arabian Peninsula are the seaports of Ras
Tanura, Ad Dammam, and Jubail. Ras Tanura is the principal shipping
port of Saudi Arabla but with limited capability for military use. Ad
Danmam is a general cargo, deep-water port and is readily adaptable to
support naval operations. Jubail is a new port under construction

which, when completed, will become Saudi Arabia's largest port.

Red Sea ports, of which Jidda 1is the most important, are
generally less developed. Jiddah is well‘developed and can support
naval operations. Yanbu and Qizan are small ports with large expansion
programs underway to be completed within the next 12 months. There are

gseven minor ports in the country with small cargo handling capacities.

(U) The airfield system has.a total of 99 usable airfields. Of
these, 20 are not considered availsble for military airlift operations
because they are relatively short and/or narrow, measuring less than
3000 ft long or 90 ft wide. Seventy-nine are at least 3000 £t by 90 °
feet and are considered militarily useful, and 28 of these are 5000 ft
by 148 ft or greater. In terms of surfaée composition, 35,9f the 79 ére'
asphalt, 2 are concrete and the remaining 42 are unpaved (compacted
gand, gravel and earth) while 23 of the 5000 ft by 148 ft fields are
asphalt and 5 are unpaved. Most airfields have limited parking ramps
and narrow taxiways with the exception of those agsociated with
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scheduled airlines or routine military operations. Four airfields are
categorized for military use only (Khamis-Mushait, Gizan, Nejran,
~Tabuk) and an additional four (Jiddah, Riyadh, Dhahran, Taif) are
jointly used by military and civil aircraft. The three major inter-—
national airports serving Saudi Arabia are located at Jiddah, Riyadh,

and Dhahran.

With the abdication of Iran as the policeman of the Persian

Gulf, the Saudis have become increasingly alarmed by the rising
influence of Soviet support for the Yemen Arab Republic, the Peoples
Democratic Republic of Yemen and the Iran-Iraq War, and by the Soviet

invasion of Afghanistan. Despite their wealth and political influence,

the Saudis look to the US as the only country with the military
capability to defend their sovereignty. Army strength stands at
and their marginally effective air force numbers only' Her
population of 8 million permits them little capacity to mobilize

additional defensive units.

For the location of airfields, ports, railroads, and roads

see Fig. 4.1.

4.4 ASSUMPTIONS
(a)

' (b)‘ - . - . J e P——— . e ee— _—— a—— ——— - -




(U) Strategic Mobility Map-—Arabian Peninsula 3

! -

Figure &4.1.
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4.5

(c)

(d)

(e)

(£)

(g)

(k)

SEQUENCE OF EVENTS

The scenario calls for the following time sequence:

§7
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4.6 CONCEPT OF FORCE EMPLOYMENT

4.7 PORCE RATIONALE

», . .

"4,7.1 Army and Marine ?orces'

US Army and Marine Corps force requirements are based on
providing sufficient allied combat power to halt the enemy advance as
far away as possible from the oil field and to restore prewar boundaries

(see Fig. 4.2). Early arrivals of these forces will be critical to a
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Figure 4.2. (U) Ground Combat Force Deployment and Timing



successful defense given the size and mobility of the threat, the very
limited capabilities of forces, and the distances to
threat objectives. Failure to stop the enemy attack early would allow
the forces easy access to oil field and port facilities.

4,7.2 Tactical Air Forces
The state of the air threat will afford a high payoff for

offensive-oriented operations by friendly local forces. ~ tactical
fighter wings will be required to supplement friendly lacal forces to
gain air superiority, conduct an air offensive, provide close air sup~
port, and give air defense for vital assets such as oil facilities,
ports, and airbases. tactical airlift squadrons will provide
intratheater airlift. tactical reconnaissance squadrons will pro~
vide tactical reconnaissance, and

The Defense Suppression (DS) package will include

4,7.3 Naval Forces
(S) During the period of rising tensioms,

would be deployed in the Indian Ocean and Persian
Gulf to demonstrate US resolve and deter Soviet involvement.

Prior to the outbreak of hos-—
tilities, naval forces would begin reinforcement with

Initial amphibious operations would secure vital ports and stra-

tegic maritime land areas and support defensive land operations if

4-10

7l



necessary. additional Marine Air-Ground Task Forces HL
{MAGTF)} will be needed “to augment Marine forces ashore.

4.8 FORCE REQUIREMENTS AND PHASING

(U) Table 4.1 contains the force requirements for Scenario I.
Further details are contained in the Catalog of Assumptions and Data
(Appendix C).

4,9 RATIONALE FOR FORCE DEPLOYMENT SEQUENCE AND TIME PHASING
US Forces moving to the area will quickly establish an APOD
to receive deploying land forces. Fighter and reconnaissance oy

aircraft will deploy
Marine. forces will deploy
afloat will arrive from the US L +'Lf
{east and west coast) and forward-deployed locations and will be im-
mediately available. If the appearance of US forces in the region does

not force a settlement,

MAF are required where the tactical situ-
ation dictates to assist in halting the wmain

attack,

L+

Upon establistment of full logistic support
the combined force would be sufficient to

begin operations to restore the prewar borders.

* .

4,10 MOBILITY FORCES
(U) Afrlift and sealift mobility forces for- each scenario are

contained in the Catalog of Assumptions and Data (Appendix C).
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TABLE 4.1

FORCE REQUIREMENTS ()

ARMY AND MARINE FORCES

Army Div USMC MAF RDD
Totals:
AIR FORCES
Tactical Tactical Tactical
Fighter Recon Alrlifc
Wings Squadrons Squadrons RDD
Totals:

NAVAL FORCES (Phasing not applicable)

‘Battle Groups

Surface Attack Group

Nuclear Attack Submarines
Patrol Aircraft Squadrons
Underway Replenishment Group
Mine Countermeasure Squadrons
Anphibious Task Force '

4-12
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4.11 RESULTS OF MOVEMENT ANALYSIS

4,11.1 General

(U) This section describes the movement analysis in greater de-
tail than will be the case in gimilar presentations for each of the
three succeeding scenarios (Sections 5.1}, 6,11, and 7.6). This is done
to acquaint the reader with the general form of data presentation and to
emphasize the key insights that can be derived from the various dis~
plays.

(U) The movement analysis for each scenario examined the three
specific time frames (1982, 1986, and 1990) and the impact of several
scenario variations (the availability of the Suez Canal, aerial refuel-
ing, convoy policy, and attrition) if applicable to the scenario.
Modernized 1986 forces were held constant for each time frame. Volume 3
[available on microfiche from OASD(PASE)] contains the detailed data
base and simulation results of all the cases that were examined. The
main body of the report displays therresults of a "base line” case and

describes significant differences in other variations.

4.,11,2 Lift Demand

(U) The ~base line" lift demand for each scenario was estab—
lished from the DoD program for 1986 as presented to Congress in testi-
mony on the FY 81 Budget. Other programs for which DoD has tentative
plans are treated as potential program alternatives. Forces forward
deployed or deployed on amphibious shipping are not shown as a require~
ment for common user 1ift.! On the other hand, materiel prepositioned
is included in the lift demand.

(U) The simulation model uses passepger.ﬁircraft to carry ac-

companying supplies 1f they have payload beyond an allotment of 350 or

1(U) For example, 1 MAF (9/9) deployed aboard amphibious shipping
represents approximately 127K tons of dry cargo and 295 kbbls of

petroleum.
s
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300 1b per passenger (NATO or pPersian Gulf respectively), which accounts
for the man, his personal equipment, and some small items of unit equip~
ment. The difference between a passenger's body weight and 350 or 300
1b i{s not included in the lift demand nor shown as lift capability. if,

for example, we assume the average passenger weighs 180 1b, the C+30
1ift demand and capability would each be increased by 10. 7K tons in this

scenario.

(U) Figure 4.3 shows the distribution of unit equipment cumu~
lative tonnage demand by service and the aggregated demand for resupply
and ammunition. Table 4.2 presents the baseline 1ift demand and the -

common—user cumulative demand for 1982, and 1986.

(U) Figure 4.4 displays the bulk, oversized and outsized ton~
nage distribution for materiel required early but not prepositioned in
1986. Bulk cargoes are those that can be accommodated by palletized
loading or placed in storage areas aboard aircraft in a number of con~
figurations. Oversized cargo, such as armored personnel carriers and 2
1/2 ton or smaller trucks, is that cargoe which 1is larger than the usable
dimension of an air cargo pallet {104 x 84 x 96 inches high, or a height
established by the cabin envelope of a particular aircraft), yet can fic
in C-141/C-130 and wide-body CRAF aircraft. Outsize cargo is that cargo
which can currently be accommodated only by the C-5 and includes very
large trucks, large helicopters, self-propelled artillery, air defense
equipment, infantry fighting vehicles, and tanks. In Fig. 4.4 only the
first 15 days are shown, after which time other transportation modes

also begin to contribute.

4.11.3 Defense Progranm Capabili;x
(U) Base line 1ift capability is established under the same

rules used for the base line 1ift demand--namely, it is the capability
in each year of the DoD program as presented to Congress during testi-
mony on the FY 81 budget. Demand and capability for 1982 and 1986 are
ghown in Figs. 4.5 and 4.6, respectively. These include all programmed

UﬂCLAkglglFIED N/ (,c,
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(U) Figure 4.3. (1)) Base-Line Cumulative Lift Demand, Scenario I
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TABLE 4.2 (U)
CUMULATIVE LIFT DEMAND (U)

DAY AFTER C-DAY

5 10 15 20 25 30

BASE LINE
Passengers (000) 75.8 114.7 124.4 131.8 178.4 178.7
Dry Cargo Tonnage (000)
Unit Equipment

Army 26.3 108.4 122.0 126.2 219.4 219.4

Alr Force 17.8 19.0 19.3 20.0 20,2 20.4

Marine 60.7 67.1 67.1 67.1 67.1 67.1

Navy 2.1 2.1 2.1 2.1 56.9 58.4
Ammo/Rsup 0.3 29.4 58.7 105.1 203.6 334.8
Total '107.2  226.0 269.2 320,5 576.2 700.1
ADJUSTED BASE LINE FOR DOD PROGRAM
(Total Dry Cargo 000 Tons)
1982

{-NTPS) 87.3 202.1 241.3 288.6 531.3 660.2
1986

(-2MPS) 63.2 164.8 199.4 242.1 480.2 684.5

i .
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(U) Figure 4.4. (U) Distribution of Potential Common-User Airlift Cargo (First 15 Days),

1986, Scenario 1
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airlift enhancements and sealift programs, but do not include the C-X.
Details on all the elements of programmed lift capability, and
assumptions pertaining thereto are contained in the Catalog of Data and

Assumptions (Appendix C).

(u) Satisfaction of lift demand is measured in terms of force
closure at units' wartime locations. In this section activities of
units after delivery are handled by intratheater movement factors in the

ISDM model and represent a consistent basis for intratheater evaluation.

In addition to the warning period activities explicit within
the scenario description, the 1986 base line simulation includes accele-
rated deployment of Army moved by fast sealift ships (SL-7s). In order
to capitalize on this system,

This is a plausible action in this sce~
nario—-recall that substantial naval forces were deployed to the Indian
Ocean on warning--and serves to highlight one type of activity that
might be considered by the NCA prior to a decision to deploy. The

result is to accelerate closure of the Army units

The base line simulation also includes allocation of airlift
to support the NTIPS (1982) and MPS (1986) programs to insure closure of
residual cargo at a time considered operationally feasible within the
parameters of the scenario This alloca-
tion of 1ift amounted to 9% and 17Z of total airlift for 1982 and 1986,
respectively. The impact of this allocation of airlift was a
- delay for one Army brigade in 1982 and two Army brigades 1n 1986. This
would make available a fully capable Marine air—ground task force
(1 brigade in 1982, 2 brigades in 1986) .earlier than they
would otherwise be available. This is an option available to the

20 @

theater commander.
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' For this scenario the base-line case includes no convoying,
attrition, or aerial refueling. There is no threat that would require
convoying, and attrition of 1lift assets should be quite limited. Aerial
refueling would improve the productivity of military airlift only
slightly because in most cases the nature of the cargo (low density) is

such that floorspace, not payload, i1s the limiting factor.

(U) The shaded areas in Figs. 4.5 and 4.6 represent the
shortfall against which program alternatives will be measured in Secticn
10, Evaluation of Alternatives. The area below the capability line has
been divided to show the contribution of each major component of the

mobility force.

4.11.4 Observations

(a) Major force closure improvements occur between 1982

and 1986 as a function of the following:

. Airlift improvement programs {C5/Cl4l spares,
erews, CRAF enhancements) contribute to an overall

25% improvement in airlift capability.

. In 1986 fast dedicated sealift (SL-7s) provides a
70K ton edrly boost in sealift delivered

cargo
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. . A significant contribution to capability over the

period is achieved by maritime prepositioning. For
1982, the Near Term Prepositioning Ships program
constitutes the equivalent of one brigade-sized Marine
Air-Ground Task Force (MAGTF) (19.9K tons) and 20K

- tons of resupply and anmunition. By 1986 this will
grow to two brigade-sized MAGTFs (95.6K tons of unit
equipment and supplies) on Maritime Prepositioning
Ships (MPS).l A third MPS brigade (22.0K tons unit
equipment, 25.8K tons resupply, and ammunition) is
scheduled for 1987.

(b) In the 1986 case the demand is nearly satisfied by
after C-day although the shortfall

during "is on the order of

1(y) Assumes NTPS transitions {nto the second MPS group as new ships
become available for the program. :
-
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Figures 4.8 through 4,10 portray

the closure of major unit packages and serve as another

measure (in addition to tons closed) of the lift system for

the 1982 and 1986 closure.

(c) Figure 4.7 provides some useful insights into the

activity of the mobility force on various movement demands.

This
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Pigure 4.8. (U) Army Movements, Base Line, Scemario I, 1986
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Figure 4.9, (U) Marine Movements, Base Line, Scenario I, 1986
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Figure 4.10. (U) Air Force Movements, Base Life, Scenario I, 1986
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provides insight into another facet of the syétem. Ninety
percent of the early arriving shipping is containerized and
thus, oriented to movement of bulk cargoes (resupply/am-
munition). Of the ships available to move unit equipment
during this period, 36 were non-container with half of
those being slow, breakbulk, which, even when available by
M+2, produce deliveries (not closure) in 24-30 days. This
only serves to highlight the need to provide a better means
to utilize the vast containership resources that we
currently expect to be available, as well as provide other

militarily useful shipping.

4.11.5 Implications of Warning Assumptions

Each scenario provides some insight into the value of early
decisions in response to strategic warning. This scenario has naval and
embarked marine forces deploying to the region to ghow US resolve--much
1ike the current Indian Ocean Task Force operation, These forces are on
station at the time of attack. Although not deterring conflict, they
allow for early US intervention. This warning period is conm
sidered near the minimum time required to establish a presence of this
size, Although the movement of amphibious forces is not shown as either
a 1ift demand or capability, the movement of an equivalent force by air

to the theater by would have been infeasible.

) Placing US forces on alert and prepositioning airlift
forces as well as sealift resources
permitted increased early aircraft sortie generation and early avail-
ability of ships for loading, improving tonnage closure

£°
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4,11.6 Passenger Lift

In addition to shortfalls associated with tonnage movement,

an analysis was conducted on passenger movement capability to support

deployments.

Figure 4.11 portrays the passenger requirement (solid line) as a func-
tion of required cargo deliveries established by RDDs. The dashed line
reflects passenger demand when balanced with the arrival of equipment
associated with those passengers. Passengers delivered by CRAF

and passengers accompanying cargo are shown by the dotted line. From
the left hand portion of the figure it is observed that the cumulative
shortfalls between capability and cargo cqnstrained demand is
approximately passengers. In an actual operation, we could reduce
this shortfall by getting additional passenger aircraft or by diverting
some cargo aircraft to carry passengers, particularly during periods
when other modes begin to contribute. The right hand portion of the
figure shows one such case wherein, commencing on of the C-~l4l
and 747 cargo aircraft carry passengers. This level of effort is
increased (straight line)} to by The result is a relatively
gmall reduction in cargo closures and significant improvement in
passenger closure. This example highlights the need for operatiomal

flexibility in our mobility planning.

4.11.7 Summary
(U) From the foregoing it becomes apparent that solutions to

the shortfall rest not on any one system (airlift,. prepositioning, or
sealift), but on a mix of geveral lift system as well as apéfational

programs to enhance system performance.

-
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4.12 IMPACT OF DELAYS IN CLOSURE

(U) Meeting the required deployment sequence in all four
scenarios would minimize the military risk to Us forces and provide a
higher assurance of success. Late closures increase the military risk
of achieving the desired scenario outcome and thereby could result in
higher casualties, higher force requirements, or battlefield defeat.
The impacts of late closures were assessed based on inabilities to
achieve necessary force ratios when required at specific key objective
areas. Qualitative considerations are also addressed. However, the
many imponderables of war pertaining to morale, leadership, organiza-
tion, abilities to coordinate air and ground forces and logistic
operations, etc., and their impact on conflict outcome, although not
easily measured, can off-set numerical imbalances. The most difficult
aspect of these scenarios to assess, based on force ratios, is the
political willingness of an enemy to pursue an attack against a poten-—
tial threat greater than that which he may have bargained for when the
attack began. This study assumes the enemy will continue through with
the scenario and only the force of superior opposing arms will stop

then.
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In halting the attack, the prime early objective, that of
gaining air superiority, must be achieved by US forces to‘allow early
delivery of required Army forces, permit Marine amphibious operations,
and limit attacks against airfields and seaports.

Forces tasked to block approaches through the
desert regions must be able to halt an enemy advance quickly to minimize
interruptions and the dangers to the reinforcement operations, stablize

the defense forward of the oil fields, and prevent the capture of

Enemy air interdiction of airport and seaport facilities
c6uld cause further delays in force arrivals be-

yond those shown in this mobility analysis.
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Attacks against if coordinated and intensive,

could force the movement of the primcipal APOD
farther from the combat zone. This possibility would
significantly delay US force introduction and would further tax
intratheater airlift force. Delays may be

measured in terms of months if US reinforcements must travel overland
from surviving port facilities. (Delays may increase the force size
from the one used in this scenario to achieve objectives. Higher US
casualties are also likely.) Meanwhile, may be captured and key
0il facilities may be destroyed and oil production and shipments to
Japan, Europe, and the US would be greatly reduced. It could take up to

3 years, if ever, to completely restore the status quo ante.
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In 1986, damage to the oil producing facilities will occur
but should be less than that in 1982 because the enemy's penetration
will not be as deep due to a more rapid force build—up
by the US. As a consequence, the industrialized nations could be denied
Persian Gulf oill in required amounts for up to 6 months and full produc-
tion could not be assured for up to 3 years. Damage would be minimal if

the objective closure profile could be met.

If force closure objectives could be met, the enemy could

be engaged in force because air superiority would have been at- ﬁ‘
tained The counter-attack could begin Alr interdic-
tion efforts and MAFs and Army divisions, augmented by oZ/

forces, could force a stalemate along the line dépicted in

the scenario chart. This could also result in an early withdrawal by

w g




the enemy. In any case, there will be pinimum disruption of US
reinforcement operations by the enemy, permitting a far earlier
establishment of full logistics capabilities. This situation would
allow sustained, coordinated, and intensive offensive operations.

| Pre-war boundaries could begin to be restored very soon after

Full oil production and shipments could be resumed within weeks.
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SECTION 5
SOVIET INVASION OF IRAN
(SCEMARIO II)

5.1 SITUATION

The Soviets are attempting to gain control of Iranian oil
fields and Persian Gulf SLOCs and to establish a pro—Soviet Iran. The
pro-Moscow Tudeh Party attempts a counterrevolution that 1s initially
successful but is subsequently opposed by another counterrevolution
(perhaps pro-West, Islamic, or possibly nationalistic). The Soviets
then introduce military forces into Iran to restore the failing Tudeh
Government and establish control over Persian Gulf oil resources.
Soviet objectives are to install a Tudeh~led govermment, capture the
Iranian oil fields, and position Soviet forces on the northern shore

of the Persian Gulf to control or influence other Persian Gulf natioms.

5.2 THREAT ANALYSIS

5.2.1 Land Forces . e cee e e
L Of the  Soviet divisions , _

| 7 inearest Iran, will be employed in the {nitial
attack on Iran. Soviet ground anﬂrairborne forces will conduct opera-
tions designed to destroy the Iranian
Army, capture airfields, and establish positions on the Persian Gulf

and Gulf of Oman to prevent sea reinforcement of Iran.
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5.2.2 Air Forces
Soviet alr forces will conduct operations to destroy the

Iranian Air Force, disrupt communications, impede or stop enemy surface

movements, attack enemy naval forces, and support friendly ground

forces. The Soviets will have about fighters, fighter-bombers,
and reconnaissance and EW aircraftf
helicopters which could be employed in Iran. Some of the fighter-

interceptors in this area whose mission is to defend Soviet airspace
could participate in aerial combat over Iran close to the Soviet border.
A Soviet option will include Long Range Aviation (LRA) bomber attacks on
Iran. A force of about 1LRA bombers

,could be used for such missions;

5.2.3 Naval Forces .
The SOVINDRON, which normally consists of

jwill probably be augmented

The

Soviets will attempt surface and submarine interdiction
'portion of Soviet naval

forces will be directed towa;Q_co;ntg:iﬁéﬁ;he movements and reactions

of Western naval forces
SNA could attack naval targets

“in the Persian Gulf, Gulf of Oman, and Arabian Sea. Soviet military _

. operations against Persian Gulf energy resources and oil LOCS

include hostile actions to sabotage oil facilities, to mine or
raid ports, and to attack oil tankers on the high seas.



5.3 ENVIRONMENTAL CONSIDERATIONS

5.3.1 General
(U) The general considerations stated for Scenario I are appli-

cable to this scenario as well.

5.3.2 Iran

(U) Covering an area of 628,000 square miles, Iran constitutes
a land bridge between the Mediterranean, the Middle East and Southwest
Asia. The population exceeds 35 million and is highly concentrated.
About 70% of the country, predominantly the mountain and desert regioms,
is almost uninhabited.

(U) In more than three-fourths of Iran fresh water is scarce
during most of the year; it is plentiful only in mountainous areas.
Ground water is plentiful in more than half of Iran. Biological con-
tamination is common near populated places. The climate of Iran 1s
diversified, primarily because of the influence of topography. Mean
annual precipitation varies from over 40 i{nches along the Caspian Sea
coast to less than 8 inches over the interior and southern coast.
Winter temperatures can be hot in all sections except at the highest
élevﬁtions. Visibility, although gehefaliy gbod'all.year, is occasion=
ally restricted by rainm, snow, or low clouds in winter, by showers in

spring and autumn, and by sand and dust in summer.

~
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(U) 1Iran's road network radiates from Tehran to all major cities
and ports. Improved surfaced roads total 27,000 miles and range from
poor to good condition. Supply and movement of military forces would be
limited by the lack of alternate routes and the continuous maintenance
effort necessary to sustain heavy military traffic over roads intended
only for low traffic volumes. The lack of bypass routes contributes

greatly to the vulnerability of the network.

(U) 1Iran's rallroad network radiates from Tehran and serves
.mainly to move freight between the Gulf ports and the capital. The main
line extends south to the port of Bandar—e Shahpur, with branch lines
from Ahvaz to Khorramshahr and from Qom southeast through Yazd to Kerman
with spur lines to Espahan and the steel mill at Riz. A second line
extends west from Tehran then northwest to the Jolfa transloading facil-
ity where a connection is made with the Soviet Union. A branch of this
line connects with the Turkish railway system. A third line from Tehran
extends east to Mashad with a branch to Gorgan.

(U)Y Iran has 13 ports:

Principal Secondary Minor
Abadan (POL) Bandar Abbas Agaluych
Bandar-e Shahpur Bandar-e Mah Shahr (POL) Bandar—-e Lengeh
Khorramshahr Bushehr Chah Bahar

Jazireh-ye Khark (POL) Ganaveh
Ho rmuz
Jask

(POL)= Developed as POL only ports

(U) All Qf the principal and sécondafy ports except Bandar Abbas
(at the entrance to the Persian Gulf) are located near the head of the
Persian Gulf; the minor ports are scattered along the coast from the
head of the Gulf to the Pakistan border. -
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(U) Iran's airfield system has a total of 149 usable airfields.
0f these 33 (22%) are not considered available for military airlift
operations because they are relatively short and/or narrow, measuring
less than 3000 ft long or 90 ft wide. One hundred sixteen (78%) are at
least 3000 ft x 90 ft and are considered militarily useful, and 44 (30%)
5000 ft x 148 ft or greater. In terms of surface composition 68 of the
116 are asphalt, 3 are concrete and the remaining 45 are unpaved (com-
pacted sand, gravel and earth) while 36 of the 5000 ft x 148 ft fields
are asphalt, 1 is concrete and 7 are unpaved. Eight airfields are
categorized for military use onlyl and 10 are jointly used by military
and civil aircraft.2 To a large extent, geography influences the
distribution of airfields since the mountainous terrain in the central
portion of the nation prohibits construction in those areas. A majority
of the longer airfields (at least 5000 ft) are concentrated along the

Persian Gulf Coastal areas and the western-most sectors of the country.

{(U) 1Iran would be unlikely to request immediate assistance should
a Soviet invasion occur. However, their naive belief in their own
superiority and their largely ineffective armed forces would not with-
stand a vigorous Soviet thrust. Their mistrust of the US would probably
remain paramount until their realization of imminent disaster. Other
countries would be expected to support in accordance with existing

agreements and/or alliances.

(U) For the location of airfields, ports, roads and railroads,

see Figure 5.1

. 1(u). Bandar Abbas (NAS), Chah Bahar, Jask, Khatami, Shahrokhi,

Tehran Doshan Tappeh, Tehran Ghale Morghi, Vahdati.

2(U) Bandar Abbas, Bushehr, Esfahan, Shiriaz Intl, Tabriz, Mehrabad,
Kermanshah, Kish, Mashhad, Masjed Soleiman.
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Figure 5.1. (U) Strategic Mobility Map--Iran
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5.4

ASSUMPTIONS

(a)

(b}

(c)

(d)

(e)

(£)
(g)

(h)

(1)



(1

(k)

(1)

(m)

(n)

(o)

SEQUENCE OF EVENTS

The scenario calls for the following time sequence:




-

5.6 CONCEPT OF FORCE EMPLOYMENT
(U) General-purpose force requirements are based on one objec-

tive--to maintain continuous access to petroleum resources.

5,7 FORCE RATIONALE

5.7.1 Army and Marine Forces

US Army and Marine forces would be required to counter a

Soviet offensive 25
Army divisions, MAF and MAGTFs would be required to
hold Soviet forces forward of a defensive 1ine - , ﬁL

r
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5.7.2 Air Forces

Force requirements for the Persian Gulf region reflect an
expanded appreciation for the importance of protecting the critical oil
reserves and lines of oil supplies. For counterair, interdiction and
close air support missions, tactical fighter wings will be
required. These wings will deploy quickly to bases around the Persian
Gulf and will begin immediate operations
Tactical air forces will concentrate attacks against

- squadrons will provide
intratheater airlift support. tactical reconnaissance squadrons
will furnish required tactical reconnaissance coverage.
_The defense suppression package

will include

5.7.3 Naval Forces. Same as for Scenario I.

5.8 FORCE REQUIREMENTS AND PHASING

(U) Table 5.1 contains the force requirements for Scenario II.
Further details are contained in the Catalog of Assumptions and Data
(Appendix C).

5.9 RATIONALE FOR FORCE DEPLOYMENT SEQUENCE AND TIME PHASING

5.9.1 1 D-Day Through I
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TABLE 5.1

FORCE REQUIREMENTS (U)

ARMY AND MARINE FORCES

Army Div - USMC MAF RDD
Totals:
AIR FORCES
Tactical Tactical Tactical
Fighter Recon Alrlift
Wings Squadrons Squadrons RDD
Totals:
NAVAL FORCES
Battle Groups Underway Replenishment Group
Surface Attack Group Mine Countermeasures Squadrons
Nuclear Attack Submarines - Amphibious Task Force

Patrol Aircraft Squadrons
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5.9.2 After

5.9.3 Army and Marine Forces
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5.9.4 After Field Force Deployment
(U) When the majority of the US expeditionary force is in place,

the roles for mobility forces will be sustainment of deployed forces,
aeromedical evacuation of the wounded, repositioning of forces to oppose
enemy activities, and resupply of forward units and air bases not

located near APODs or SPQDs.

5.10 MOBILITY FORCES
(U) Adirlift and sealift mobility forces for each scenario are
contained in the Catalog of Assumptions and Data (Appendix C).

5.11 RESULTS OF MOVEMENT ANALYSIS

5.11.1 General

(U) Caution must be exercised when comparing results of one
scenario to another--both lift demand and mobility force capability are
sensitive to the scenario. The 1lift demand is created in response to
the scenario threats and the strategy and tactics necessary to achieve
scenario objectives. For example, two conflicts could be postulated for
the same region and, even though a threat may be twice as great, the
movement of threat forces into combat could be at half the pace and
levels of response required early might be equal or even less. Inevit-
ably, attempts will be made to compare Scenario II with I. This appears
logical by virtue of the nearly coincident destinations. Yet, the level
of canflict, as well as the length of the warning period and actioms
taken during it, could be expected to produce a dramatically different
set for demand and capability. Since the total level of response is on
the order of 2-3 times that in Scenario I, one might conclude that
shortfalls in this scenario ought to be at least twice those in the
smaller Persian Gulf contingency. The results that follow do not
' demonstrate such a case, particularly during the very critical early
period of reinforcement. In addition, comparisons of total tonnage over

time and unit closures can mask differences in the nature of cargoes.
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These differences are not fgnored in this study and will be addressed as

part of the evaluation of alternatives.

5,11.2 Lift Demand

(U) Figure 5.3 shows the cumulative tonnage 1ift demand for the
first 30 days of deployment of the unit equipment of each of the Ser-
vices and theater ammunition and resupply. This represents the base
1ine under the same assumptions considered in Section 4,11, Table 5.2
displays -data supporting Fig. 5.3, as well as ad justed dry cargo totals
for 1982 and 1986. These tonnages represent the common-user 1ift demand

in each year for all cargo not prepositioned.

(U) Table 5.3 compares the 1986 case for Scenarios I and II
(this provides the common—user 1ift demand which excludes tonnage for 2
brigade equivalents of MPS). The net effect for Scenario 11 18 a
greater total 30-day 1lift demand, but the sharp increase begins at the
time when productive sealift programs can contribute. Until C+15, the
total tonnages are not dramatically different, although there are shifts
between Service constituency. Scenpario 1 front-loads ground combat
while Scenarjio II front-loads tactical air power. Figure 5.4 provides
cargo distribution (bulk, oversize, and outsize) for 1986. Distribution
of tonnage for 1982 is nearly coincident. Of interest is the similarity
between Sceanrios I and 11 of the tonnage distribution during this early
period——both are dominated by bulk and oversize (70-80%). The deploy~
ment is not constrained for lack of outsize capability, but rather total
capability. By ¢+20 similarities end where this scenario requires

larger amounts and heavier Army forces to meet the threat.

5.11.3 Defense Program Capability :

o Figurés 5.5 and 5.6 portray demand, capability, and short~
£a1l for 1982 and 1986. Capability includes all programmed airlift
improvements and gealift programs but does not include the C-X. Tonnage
associated with prepositioning ig credited after the passengers and

residual cargo have married with the prepositioned equipment and moved
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TABLE 5.2 (U)
CUMULATIVE LIFT DEMAND (U)

Day After C-Day
5 10 15 20 25 30

A, BASELINE
Passengers (000) 91.0 113.3 137.7 208.2 251.4  261.2
Dry Cargo Tonnage (000)

Unit Equipment

Army ‘ 36.6 57.8 89.5 281.9 361.3 373.4
Air Force 26,3 32.7 33.3 35.4 36.7 36.9
Marine 47.9 47.9 47.9 67.1 67.1 67.1
Navy 2.1 2.1 2.1 2.1 56.9 58.4
Ammo/Rsup . 5.4 52.7 103,2 182.7 302.8 416.9

Total 118.3 193.2 276.0 569.2 824.8 952,7

B. ADJUSTED BASELINE FOR DOD PROGRAM
(Total Dry Cargo 000 Tons)

1986 (-2MPS) 74.3  132.0 206.2 490.8 737.8 857.1

TABLE 5.3 (U)
SCENARIO I & II COMPARISON OF DRY CARGO TONNAGE (U)

Days After C-Day

5 10 15 20 25 30
I 1 63.2 164.8 199.4  242,1 480.2  684.5
11 74.3 132.0 206.2 490.8 737.8 857.1
5-17
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to wartime locations. The major components of lift capability are
highlighted. For this scenario, the base line case includes no

convoying, attrition, or aerial refueling and.

Comparisons of these curves with the similar figure in Section 4

indicates greater airlift productivity due to
but later realization of sealift’

The increase in airlift capabllity has a spin—off benefit not

bnly for general acceleration of all cargoes, but particularly the

residual cargo associated with MPS. In addition, these results show a

greater productivity for the fast dedicated sealift than Scenario I.
This is largely the result of the types of units loaded.

The difference in productivity for Scenario I, 1f "tons™ is the only

measure, 1s about 70% that of Scenario II since cargoes associated with

the former are considerably less dense

‘This is a particularly useful illustration to
highlight the importance of warning time activities and sensitivities
associated with force selection and 1lift system compatibility.

Figures 5.7 through 5.9 portray the clesure of major unit

packages. In general,
are the only ones that come close to meeting RDDs in

_both 1982 and 1986. Although . still tend to miss RDDs

in 1986, the imﬁroveﬁent in closure over 1982 1s significant,

with many improving closure

5-21 /07



LEGEND

Intertheater Travel
3 Intratheater Travel (End of Bar = Closure)
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A 1982 Base Line Closure :

+ 1982 Base Line Closure Beyond Range

Figure 5.7. (U) Army Movements, Base Line, Scenario II, 1986
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intertheater Travel
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A 1982 Base Line Closure

Figure 5.8. (U) Marine Movements, Base Line, Scenario II, 1986
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!

Figure 5.9. (U) Air Force Movements, Base Line, Scenario II, 1986
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As with Scenario I, the Maritime Prepositioning Ships pro-
gram demonstrates its key role to improving early force closures. But,
its effectiveness is still dependent on the total airlift capability

The depend-—
ency of prepositioning on airlift and the process of preemption by other
service requirements is made apparent by Fig. 5.10 that portrays percent
of 1986 cumulative common—user 1ift satisfaction for each service and |
commodities of resupply and ammunition (prepositioned tonnages not

included).

5.11.4 Observations
(U) Solution of the shortfall assoéiated with this scenario,

given a reasonable degree of built-in flexibility, should also satisfy
the demand of Scenario I. It is apparent that simple addition of
airiift capability does not solve the problem. To meet Persian Gulf
contingency requirements will require substantial additional preposi-
tioning and airlift, as well as gealift programs that produce early

deliveries.

5.11.5 Implication of Warning Assumptions

This scenario has a shorter warning period and therefore

early closure of amphibious forces is not achieved The impor—

'réspectively.‘ For this scenario,

tance of early recovery and positioning of airlift forces permits rapid
availability after C-day. This markedly improves early closure of

tactical air forces and some ground combat forces.,

5s.11.6 Passenger Lift

Figures 5.1l and 5.12 portray cumulative passenger demand

ag a function of cargo ar;ivéls against capability for 1982 and 1986

‘no shortages develop in any of
the years and adjustmeﬂts are not necessary to shift cargo aircraft to

carrying passengers as was proposed in Scenario I.
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Note: Two percentage figures are shown
for each consumer. The first is the
percent of total demand; the second
is the percent of satisfaction of that
demand.

SECRET

Figure 5.10. (U) Lift Demand and
Satisfaction, 1986,
Scenario II
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5.11,7 Summary
The magnitude of the shortfall for this scenario 1s large

despite significant reduction associated with the Maritime Preposition~
ing Ships and fast sealift initiatives. Further progress can only be
achieved by a substantial improvement in airlift capability balanced
with additional prepositioning and more fast dedicated sealift.

5.12 IMPACT OF DELAYS IN CLOSURE
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_ The 1986 force closures would raise the potential cost to
the Soviets for aggression in Iran. However, as our capability to de-
ploy forces iIncreases, the demands on major port facilities and the
overland routes to desirable defensive positions will also increase.
Unless there is a corresponding increase in intratheater transportation Lf

capabilities, port throughput capacity and road congestion will further
delay force arrivals The main improvements in

force closures between 1982 and 1986 would be through the availability
of eight SL-7s in full RO/RO configuration, improved airlift utilization

rates, and CRAF enhancements.

The air war will cost the Soviets far more than in 1982 and

land and Marine forces will be able to make a more credible defense.
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Meeting the desired closures would permit the establishment
of a viable defensive line neutralization of the air-
fields ‘and relatively unhindered access through
Iranian port facilities to of f-1oad additional forces that could effec-
tively halt the soviet attack. This could only occur if sufficient in-
tratheater mobility capability 1s available to support forward movement
from the A/SPODs and for redeployment of forces and supplies in response
to battlefield needs.
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SECTION 6
NATO-WARSAW PACT CONFLICT
(SCENARIO III)

6.1 SITUATION

(6) Soviet-Warsaw Pact forces launch an all-out conventional
assault against Western Europe. Their objectives are to defeat NATO
military forces and to {solate the theater so that NATO cannot achieve

more favorable force ratios.

6.2 THREAT ANALYSIS

The Soviets envision military operations against Allled
Command Europe (ACE) occurring in three separate theaters of operations:
Central and Western Europe (AFCENT), Scandinavia (AFNORTH), and Southern
_ Europe/Balkans/ Asia Minor (AFSOUTH) .

6.2.1 Land Forces
Current intelligence estimates indicate a threat of

divisions available for employment against AFCENT and the Jutland
Peninsula after days of preparation for war. Up to -divisions,
1qclud1ng most of those in the general reserve, could be available after

lda'ys. With less time for mobilizatioﬁ, smaller force levels could be
applied against NATO forces, gaining surprise or leaving the Alliance
with fewer forces to oppose the WE.

| NATO mobilization activities would probably effect a WP deci-
gion to attack and the timing of the attack.

6.2.2 Air Forces : .
"~ The WP will have approximately fixed-wing tactical air-

craft, ' combat helicopters, national air defense fighters, and
'LRA bombers available for use in Central Europe in 1986, Of these



aircraft, about LRA bombers and ractical aircraft could
be made available for use in an initial air attack against FATO air, air
defense, and muclear delivery forces in the Central Regiom. The remain-~
ing aircraft could be used to defend WP territory, to provide direct
combat support to WP ground forces, and to remain in readiness for tran-
gsition to nuclear war. The pumber of aircraft available for the initial
air attack would vary according to the extent the WP mobilized and moved
additional tactical air units within range of NATO targets.

6.2.3 Naval Forces

6-2 -
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(U) Probable Axes of WP Ground Attack and NATO Defense

Figure 6.1.
Lines in AFCENT




6.3 ENVIRONMENTAL CONSIDERATIONS

(U) The mobility and logistics considerations for the reinforce-
ment of Europe are shaped by the combat power of the Soviet Union and
i1ts capacity to concentrate extremely large air and land forces in a
relatively small but extremely congested geographic area. Western
Europe has great variations in terrain from the rolling terrain of the
North German Plain to the extremely rugged Alps. Population densities
are much higher than in the United States and the region is as héavily
industrialized as the Northeast U.S. Although there is extensive agri-

culture, most farms are gmall family units.

(U) The area has modern, highly sophisticated road, railroad,
and canal systems. They are integral to the economy of the region.
However, because the area is 8o compact and congested, refugee flight in
time of conflict will severely disrupt the smooth flow of military

goods. The presence of so many towns, cities, and other built—up areas
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will, on the other hand, also serve to retard the progress of tank
forces moving east-west by forcing units to funnel through passable but
highly defensible locations.

(U) In Central Europe there are 710 usable airfields. Of these,
274 (39%) are not considered available for military airlift operation,
because they are relatively short and/or narrow, measuring less than
3000 ft long or 90 ft wide. Four hundred thirty-six (61%) are at least
3000 ft x 90 £t and are considered militarily useful with 56 (8X%) 5000
ft x 150 ft or greater. Major airfields, capable of handling widebody
aircraft are limited {n number, because the majority of fighter bases
were built to suit World Wwar 11 fighters. Taxiways are narrowv and
widely dispersed to camouflage them from counter air operations.
Frankfurt, a primary wide-body capable airport for central Europe,
has 40% of West Germany's wide-body aircraft facilitles. The limited
number of major airfields raises the potential for disruption of major

airlift operations by airfield i{nterdiction.

(U) Host nation suppoTt arrangements are being negotiatied to
provide logistical support for US military forces to relieve the US of

early support requirements.

(U) Port facilities along the west coast of Europe are complete~
ly modern and more than adequate to handle any US reinforcement effort.
This optimistic view must, however, be tempered with the caution that
geveral ports are locafed inland on rivers and/or canals and are acces~

gible in scme cases through lockse.

(U) The southern and northern flanks of Europe are less densely -
populated and poseess additional transportation problems. Northern
Europe's sub-Arctic climate creates lengthy periods of pooT vipibility
periodically closing airfields and other facilities. Snow and ice comn™
ditions can be expected throughout the winter months. Heavy clothing
will be required for all personnel. The region is primarily maritime
with most of the population concentrated along the sea coasts.

6-5
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(U) The southern flank extends over three thousand miles from end
to end with no east-west railroads or roads connecting the entire

reglion. Primary movement for forces in this region must be air or sea.

(U) The greatest limitation of the-region is its almost total
reliance on Middle East oil. Disruption of this supply would be
devastating to the region's {ndustrial and military capacity.

(U) Politically, the region consists of 15 relatively stable
nations, 11 of which belong to the North Atlantic Treaty Organization
(non-members are Spain, Finland, Sweden, and Ireland). Turkey is the
only nation mot currently governed by democratic principles. How—
ever, that nation is expected to return to elective government by the
mid-1980s once current economic problems and terrorist activities are
brought under control by the present military government. The affinity
the United States has for Western Europe makes its defense second in

importance only to that of defending our own homeland.

6.4 ASSUMPTIONS
(a)

L (b)l NATO nations and other natiouns traditionally friendly to
the United States will make their bases, pofts, pipelines, and LOCs

available to US forces
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6.5 SEQUENCE OF EVENTS
The scenario calls for the following time sequence:

6.6 CONCEPT OF FORCE EMPLOYMENT

6.6.1 Conventional Defense

6.6.2 TNF Operations
Through the capability for selective use of nuclear weapons,

NATO poses a threat vhich induces the enemy to
recalculate his risks. -

'6.6.3'Concept of Operations for NATO——AFNORTH



6.6.3.1 Land Operations

(a) Northern Norway.
(b) _ BALTAP. Enemy aggression across the West German

border into Schleswig~Holstein, Hamburg, and Jutland will
be opposed with maximum strength and practical far forward

positions.

Enemy attempts to land amphibious or
airborne forces on the Shaelland group of islands will
initf{ally be opposed, possibly at the landing beaches, by

land forces supported by air and naval forces.

6.6.3.2 Air Operations
The fundamental principle governing the allocation of the air

'effOtt_is neutralization of the enemy capability that presents the most
eritical threat to the Northern Regionm. Aécbrdingly, Northern Region '
air forces will be apportioned for air defense, support of land forces,
tactical air support of maritime operatioms, interdictioﬁ, attacks

against counterair targets, reconnaissance, and electronic warfare.




6.6.3.3 Naval Operations

Naval forces operating in the northern flank will complicate
WP planning, reduce offensive forces and optidns, increase homeland

defense concerns, and deny ajr and naval bases to the WP advance.

6.6.4 Concept of Operations for NATO-AFCENT
" The defense of the Central Region will be conducted in two

phases.

. . The objeétiVe‘uill be to disrupt the attack and’
to slow its momentum to minimize loss of territory. Allied forces will
defend as far eastward as possible, will destroy enemy forces, and will
seek the initiative to restore the territorial integrity of NATO.

6-9
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6.6.4.1 Land Operations

Barriers, firepower, maneuver, and electronic warfare will be used to
defeat the enemy's attack. It will be necessary to redeploy units
rapidly in order to concentrate force against the enemy's main axes of
attack. The effective use of obstacles, natural or artificial, will be
exploited to channel the enemy forces in directions most conducive to
their destruction. Intemsive fire will be brought to bear on the enemy
echelon by main force units within the main battle areas. Iogal
counterattacks by armor and mechanized infantry with supporting forces
will be mounted against stalled, disrupted, or disorganized attacking

echelons in order to neutralize, capture, or destroy them.

6.6.4.2° Air OQperations o _
The first priority of air operations during Phase 1 is

6-10




Secondary priority is

Air reconnaissance operations of

all types will be employed 'NATO air operations during

Phase 11 will consist of

6.6.4.3 Naval Operations

6.6.5 Concept of Operations for NATO—AFSOUTH

6.6.5.1 Land Operations

6-11
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6.6.5.2 Air Operations

6.6.5.3 Naval Operations

Basic force employment for all NATO forces will be

‘directed toward expeditiously gaining sea control

6-12
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Naval forces will assist in the land campaign through the
employment of naval TACAIR and amphibious assault operations to seize

strategic locales, regain lost territory, and reinforce allied forces.

6.7 FORCE RATIONALE

6.7.1 Land Forces

ﬁL

attacks by first=-echelon divisions :5
followed by attacks with fresh WP divisions to exploit any

WP tactics will likely include massive

successes.
) augmentation forces would be re- Lf

quired as soon as possible to reduce the division frontages, add depth
to the defense, and provide fresh divisions to meet the main WP attacks.

Total US Army forces ¢
available to stop a large-scale WP attack without major loss of friendly
territory in Europe will be This will be in

addition to those forces provided by the NATO allies.
6.7.2 Air Forces
6.7.2.1 General

US Air Force TFWs will be com- Lf

mitted to NATO tactical air forces to
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The TFW force and land forces will be supported by TRSs.

6.7.2.2 Tactical Support Forces

] (a) Tactical Air Control Systems. To support FAC re
quirements, a FAC force of aircraft will be available.
CH-53C helicopters will be available to provide

mobility support for the TACS.

(b) Defense Suppression.
|
(¢) . Mobility. C-130 squadrons will be avail-

able to provide intratheater airlift support.

6.7.3 Naval Forces

Employment of other naval forces would be

" doubtful. Forces required will include vP
squadrons, naval mobile construction units, and AFs.
6-14
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6.8 FORCE REQUIREMENTS AND PHASING

(U) Table 6.1 contains the force requirements for Scenario IIl.
Further details on specific time phasing by unit designation are con-
tained in the Catalog of Assumptions and Data (Appendix c).

6.9 RATIONALE FOR FORCE DEPLOYMENT SEQUENCE ARD TIME PHASING

6.9.1 General

The reinforcemént sequence is based on the assunption that
the allies will have to mobilize and reinforce the front.
This assumption does not preclude the possibility that the decision
process to mobilize NATO may take longer

6.9.2 First Five Days




TABLE 6.1

FORCE REQUIREMENTS (U)

ARMY AND MARINE FORCES

RDD

Army Div USMC MAF

Totals: 9é

*Includes & forward deployed.

AIR FORCE:

Tactical Tactical Tactical

Fighter Recon Airlife

Wings Squadrons Squadrons RDD
Totals:
NAVAL FORCES

Patrol Aircraft Squadrons
Mobile Construction Units

(The above does not include naval forces that do not require common
user lift support)
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6.9.3 M6 Through M+10

6.9.4 Intratheater, M-Day Through M+10

6.9.5 Post-D-Day Movement

6.9.5.1 Intertheater Forces

Intertheater mobility forces will continue the force buildup
to the maximum exteat possible. They will return noncombatants and
wounded personnel to CONUS. Emergency airlift of critical munitions,
spare parts, or other replacement items will begin to replace key items
attrited by enemy activity. Attrition of airlift and sealift forces
will begin when the WP offensive starts. Operations will be disrupted
by friendly and enemy air asctivities. APODs can be expected to be
attacked and temporarily put out of commission or operate with reduced
runvay capabilities. Attrition can be expected to decrease if air
supefiority 1s gained by NATO 'I:ACAIR.l

6.9.5.2 Intratheater Forces
All forces will be engaged in supporting the theater war.

Heavy vie of airlift will be required to resupply forces
COB and MOB parts and munitions support,

“4¢ 5
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aeromedical evacuation missions, and emergency resupply or reinforcement
of engaged land forces will have the highest priorities. Unit moves
will be necessary to reinforce areas of the FEBA where the Soviets have

massed their forces and threaten a breakthrough.

‘6,10 MOBILITY FORCES
(U) Airlift and sealift mobility forces for each scenario are
contained in the Catalog of Assumptions and Data (Appendix C).

6.11 RESULTS OF MOVEMENT ANALYSIS

6.11.1 General

(U) The results presented in this gection, although similar to
NATO reinforcement results in other DoD studies, are not comparable.
Principal differences stem from the defense planning scenario which has
considered deployment to NATO following some lesser conflict elsewhere
in the world, normally after some delay (45 to 60 days). In this case
NATO reinforcement stands alone and demand is greater since more forces

are now available. Caution must be exercised when comparing results.

6.11.2 Lift Demand .

Figures 6.2 and 6.3, and Table 6.2 portray the base line
cumulative tonnage demand. Figure 6.3 portrays the 1986 distribution of
tonnage (bulk, oversized outsized) during the first 15 days of rein-
forcement. Compared with a similar distribution for 1982 there is
1ittle difference except for a 4% increase in outsized and comparable
decreases in bulk at C+5 and C+10. Army tonnage dominates requirements
during the first 30 days. These quantities are large in the base line
since they include prepositioned unit equipment which, by and large, is
greater than 90% of unit weight. The common—user 1ift demand is
gubstantially reduced for the early period once prepositioned materiel
ig subtracted (for C+10 the common—user demand is 30X of the abso-

lute requirement in 1986). Neither the figures nor the table
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TABLE 6.2 (U)

CUMULATIVE LIFT DEMAND, SCENARIOQ III (v)

DAY AFTER C-DAY

5 10 15 20 25 30
A. BASELINE
Passengers (000) 323.5 455.4 535.8 569.0 638.0 787.0
Dry Cargo Tonnage (000)
Unit Equipment
Army 24,3 631.7 840.5 859.2 938.1 1313.3
Air Force  67.0 78.3 82.3 92.0 97.4 98.3
Marine 26.6 146.8 146.8 146.8 185.9 185.9
Navy 3.1 S.4 7.6 11.8 26.8 27.1
Ammo/Rsup 0.3 15.3 20.0 45,2 77.3 245.1
Total 121.3 877.5 1097.2 1155.0 1325.5 1869.7
B. ADJUSTED BASELINE FOR DOD PROGRAM
(TOTAL DRY CARGO 000 TONS)
19821 : 121.3 482.5 - 702.2 760.0 930.5 1471.7
19862 88.8 259.0 478.7 536.5 707.0 1251.2

_ 1 (U) Less tonnage for: 6 divisions of POMCUS (460K tons) plus shortages

(65K tons) Net = =-395K tons.

2 (U) Less tonnage for: 6 divisions of POMCUS +2 Separate brigades
(shortages assumed satisfied) (490K tons), USMC prepositioning for 1
brigade-sized MAGTF - Norway (20K tons), 2 MPS (96K tons), Air Force

prepositioning (12.5K toms).
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reflect tonnage assoclated with amphibious or forward deployed forces,
por do they include prepositioned tonmnage associated with war reserve

materiel.

This issue is treated as a program alter—
native in Section 10, Evaluation of Alternatives. POMCUS shortages are
reflected as a 1ift demand in 1982, but are assumed satisfied by 1986.

There is still some uncertainty regarding the tonnage associated with

1982 shortage——a figure of 65K tons was used in this analysis. The

pur;en;_poQ_PQMCUS program was designed to eliminate shortages

Also included
in the 1ift demand is tonnage agsociated with passenger movement beyond
an allocation of 350 1b per man. An additional tonnage requirement and
capablility not reflected is associated with passenger movement--170 1b
per man (350 less 180 for body weight). This équates to approximately
67K tons by C+30.

6.11.3 Defense Program Capability
(U) Figures 6.4 and 6.5 display 1ift demand, capability, and
ghortfall for 1982 and 1986 respectively. Significant improvements are

prog;ammed between 1982 and 1986 as a function of the following

programs.

. (U) Fast Sealift (SL-7) acquisition and conversion (Note
| the shafply rising portion of the curve at C+15). '

CeS
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. (u) Additional prepositioning for the Air Force, two Army
" brigades, several hospitals, and one brigade of Marine

equipment and 30 days of supplies for a second brigade.

. (u) Airlift Improvement Programs (Cc-5/C-141 Spares, c-5
wing mod, aircrews, CRAF Enhancement).

. (U) Maritime Prepositioning Ships (2 MPS).

(U) Details on all elements of programmed 1ift capability, and
assumptions pertaining thereto are contained in the Catalog of Data and

Assumptions (Appendix C).

The baseline case for this scenario {ncludes sealift and
airlift attritionm, a convoy policy
and no aerial refueling. The impact of attrition is a direct product of
the assumed attrition factors. Although these are only estimates, the
implications, particularly for sealift, are large. Excursions that
varied con#oying asgumpt;ons_qith attrition resulted in tonnage lost on
the order of '
‘ Aerial refueling would improve the produc=
tivity of military airlift only slightly because in most cases the
nature of cargo (bulky and less dense) is such that floorspace, not
payload, is the limiting factor. This fact, combined with the aerial
refueling requirements for deploying tactical fighter/reconnaissance
aircraft and for the higher readiness posture that SAC would have to
agsume, Buggests that limited aerial tanker resources would not be
ecalled upen to refuel airlift in this secenarlo. Completion of the KC-10
and KC-135 reengining programs would help alleviate the constraints on

aerial tanker forces.

(U) Figure 6.6 portrays cumulative 1ift demand and satisfaction
(shaded portions) in 10-day periods for the first 30 days, providing
insight into which commodities are consuming 1lift.

A
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6.11.4 Observations
The following observations are noted by comparison of

Figs. 6.4 through 6.9:

{(a) Between 1982 and 1986 airlift enhancement programs
nearly double the ajrlift capability by ‘and contrib-

ute significantly te closure of prepositioning programs.

(b)
(e) For 1986, fast dedicated gealift (SL-7s) provides a
100K ton boost in closure some 8-10 days earlier than if
{t was not in the program.
(d) Land~based prepositioning for Air Force and Marine
Corps improves 1982 closures gubstantially, particularly
for Marine units 55
(e) Figure 6.6 provides {nsight into 1lift contribution

to various demands for three periods.

SNl
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6.11.5 Passenger Lift

Figures 6.10 and 6.11 portray passenger movement demand as
a function of RDD and cargo arrival, and passenger capability. Passen
ger lift capability is adequate in 1982 and 1986 to meet cargo move™

ments.

6.12 IMPACT OF DELAYS IN CLOSURE
This scenario indicates the importance to the US of the de-
fense of NATO as well as its i{nherent difficulties.

war. Our task in Europe is to maintain a credible defense againét a
Warsaw Pact attack to raise the potential costs of aggression and not be
i{ntimidated by an inordinste disparity of arms. Key to a successful
defense will be an early, massive reinforcement by the US for a forward

defense based on the NATO agreed strategy.

The Warsaw Pact offensive will feature pressure along the
entire front using "blitzkrieg” tactics to achieve ares breakthroughs.
'The'assault will be méde in cogjunction with massive strikes against

' Using pressure along the fromt to hold the defemse in
static positions, they will attempt to achieve a series of massed
breakthroughs where their gpearheads will have a 6 to 1 advantage over
NATO forces. These spearheads will proceed as fast as possible to the

6-31

a—

\D



PERSONNEL

1500000
1400000

1300000

120000
110000

100000
90000
800000

70000

60000
50000

400000
30000

20000
10000

A A A A L

A A § J
0 S5 10 15 20 25 30 35 &0 &5 50

DAY C+

LEGEND

—— Requirement (as generated by RDD)
- = = Demand (based on cargo arrival)
essssss Arrivals (ba::d Ol DM sircraft

Figure 6.10.

capablitty

(U) Passenger Requirements, Demands, and
Arrivals, 1982, Scenario III

6-32



PERSONNEL

1500000 ¢
14300000

1300000 |
1200000 |
1100000 F
1000000
900000 |
800000

700000 I
600000

500000
400000 [

300000

200000 1

100000
ol

A [ 1 A 'l A 'Y A 3

10 15 20 25 30 35 &0 85 50
DAY C+

LEGEND

—— Requirement (as generated by RDD)
— — — Demand (based on cargo arrival}
eesessss Arrivals (based on pax aircraft

Figure 6.11.

capatliity

(U) Passenger Requirements, Demands, and
Arrivals, 1986, Scenarlo III

6-33




NATO rear. Second-echelon forces will quickly reinforce any break-
through to maintain the attack's momentum and to envelope NATO defensive
positions. The offensive could proceed to the channel ports or stop at

their volition when their objectives are gained.

The NATO plan is to stall the Warsaw Pact advance as soon
as and as far forward as possible. The forces necessary to achieve that
objective include forces deployed from CONUS. It will be necessary to
defeat the Soviet air forces so that sectors under attack can be quickly
.reinforced by tactical air and land forces and second echelon forces can

be attacked before they reach the front.
Our reinforcement plan initially deploys, by air,

‘The bulk of follow—on forces would come by sea. If we are
‘unable to meet closure objectives, the need to resort to nuclear weapons
for defense is increased. This, in turn, increases the effectiveness of

the threat of nuclear blackmail against NATO.

An early Warsaw Pact breakthrough could overrun or bypass
many key NATO defensive positions and airfields. The loss not only of
territory but forces would greatly weaken NATO's potential for a suc~

" cessful defense.

The 1982 and 1986 closure profiles for Scenarioc III ghow a
significant increase in US reinforcement capability. —
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The 1982 closures fall considerably short of objectives.

Improvements to éompletely‘redress the disparities between
the total Warsaw Pact capability and NATO's are beyond the scope of this
study. The objectives used in this scenario would provide the capa-

bility to make full use of available US force structure to counter ag-

gression in Central Europe.

NATO forward'deploye& forces, plus whatever the US can
quickly deploy, will make the cost of Warsaw Pact aggression extremely
high. This has an effective deterrent value against conflict in Central
Europe. However, the potential for nuclear blackmail or achievement of
| goals through surrogates in other regions remains highly likely. It is
these concerns that led to the inclusion of Scenario IV in this study.
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SECTION 7

CONFLICT IN THE PERSIAN GULF WITH A PRECAUTIONARY
" REINFORCEMENT IN EUROPE
(SCENARIO IV)

7.1 SITUATION .
(a) This scenario involves the commitment of US forces to a

Persian Gulf contingency with a subsequent precautionary reinforcement
of NATO.

(b) (U) The sequence of events would begin the same as in
Scenario I. All assumptions in Scenario I are also the same except as

noted below.

(c) (U) The Soviet threat in the Persian Gulf is the same as
that noted in Scenario II.

d) To divert US efforts away from the Persian Gulf, the
Soviet Union begins mobilization of WP forces after the United
States begins deploying forces to the Persian Gulf.

(e} (U) Activities on NATO M-Day, the Soviet~WP threat, and US
force deployment objectives are the same as those described in Scenario

I11.

() Conventional force deployment sequences are based on (n
assuring continuous access to petroleum resources, (2) preventing a
hostile power or combination of powers from establishing control of the
Persian Gulf, (3) deterring Soviet—WP aggression in Western Europe, and
(4) terminating conflict in NATO, should one occur, on terms favorable

to the United States and its allies
7.2 THREAT ANALYSIS

(U) The threats for this scenario are the same as shown above for

Scenarios I and IIIl.
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7.4  SEQUENCE OF EVENTS

The scenario calls for the following time sequence:

7.5 FORCE REQUIREMENTS

(U) Force requirements are shown on Table 7.1. Phasing and
rationale are the same as for Scenarios 1 and III except as modified
above. Further details oﬁ specific time phasing by unit designation are
contained in the Catalog of Assumptions and Data (Appendix c).
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TABLE 7.1

FORCE REQUIREMENTS (U)

ARMY AND MARINES FORCES

Army Div USMC MAF RDD

"Totals:
*NATO reinforcement commences.
%*Includes & forward deployed.
AIR FORCES
Tactical Tactical Tactical
Fighter Recon Airlife
Wings Squadrons Squa@rons RDD
- Totals:
NAVAL FORCES
Battle Groups Amphibious Task Force
Surface Attack Group Patrol Aircraft Squadrons
Nuclear Attack Submarines Mobile Construction Units

Mine Countermeasures Squadrons
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7.6 RESULTS OF MOVEMENT ANALYSIS

7.6.1 General

(U) Presentation of movement analysis results for Scenario IV is
more difficult than for the three preceding scenarios. The added dimen—
sion imposed by simultaneous deployment to two theaters spawns a host of
judgment factors relating to resource allocation. The kinds of de-
cisions made by a commander-in—chief on the relative importance of one
theater to another and pace of reinforcement for each theater when re-
sources must be shared can provide a wide range of results. Once NATO
reinforcement commences, 1ift is allocated based on the priority estab-
lished by the Required Delivery Date (RDD), regardless of theater.
Units in the deployment stream or those not yet moved to the Persian
Gulf on NATO C-Day continue to be scheduled for Persian Gulf reinforce-
ment. In order to accommodate simultaneous deployment, a mnew model,
MIDAS (Model for Intertheater Deployment in Air and Sea) was developed
and used in parallel with ISDM for simulations and analysis. ISDM
cannot simulate simultaneity without constraints external to the model
process. MIDAS, on the other hand, permits simultaneous lift alloca=
tion. Results were carefully compared to insure consistency of results
with simulations in other scenarios. A level of lift allocation was
selected that restricted either theater {(once simultaneous deployment
commenced) to no more than 70% of the airlift on any one day and only US
Flag sealift was available for Persian Gulf deployment. The fractions
of 1lift to each theater shift as a function of daily competition gene=
rated by required delivery dates (RDDs). In order to simplify presen-=
tation, graphics portray omly the combined scenario demand and capa-
bility. This provides a meaningful form against which alternative
programs are assessed. Ihe application of programs to satisfy Scenario

" 1 and IIT demands will not-necessarily satisfy the combined case.
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7.6,2 Lift Demand

The base line 1lift demand is established under the same
rules applied to the three previous scenarios and can be conceived as a
merge of Scenario I and III data (with units deploying to the Persian
Gulf deleted from the NATO sequence). Up to the demand is co-
incident with Scenario I. Figure 7.1 portrays the cumulative 1lift
demand for the first 60 days of deployment for unit equipment of each
Service and ammunition and resupply for both theaters. As was the case
in Scenario III, inplace war reserve material, forward deployed, and

amphibious forces are not considered in the base line.

(U) Table 7.2 displays data supporting Fig. 7.1 as well as dry
cargo totals for 1982 and 1986 for the first 43 days. The tonnages
represent the common-user lift demand in each year for all cargo not
prepositioned, except as moted above. Totals do not equal a sum of data
presented in Sections 4 and 6 (Scenarios I and 111, respectively) since
units deploying to the Persian Gulf are deleted from the all-NATO
sequence of Scenario III. Figure 7.2 portrays the 1986 distribution of
potential airlift tonnage during the critical airlift period of combined
demand of Persian Gulf and NATO deployments. Again, as with the three

preceding scenarios, demand is dominated by oversize and bulk cargos.

7.6.3. Defense Program Capability
The rules established for base line capability remain the

same as in Section 4. It 1s the DoD program (less C-X) as presented to
Congress for 1982 and 1986. The base line considers no
attrition, convoying to NATO and no aerial refueling.
The Persian Gulf portfon of this scenario is the same as Scenario I, but
fhe NATC portion, since it is a precautionary reinforcement with no war-=
fighting, differs markedly from Scenario III. No attrition is experi-
enced although we have hedged against such an eventuality by convoying.
Details on all elements of programmed lift capability, and assumptions
pertaining thereto are contained in the Catalog of Assumptions and Data

(Appendix C).
o /67’
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A.:

BASE LINE
Passengers (000)
Dry Cargo Tomnage (000)
Unit Equipment
Army
Air\Force
Marine
Navy

Ammo /Resupply

ADJUSTED BASE LINE FOR DoD PROGRAM

(TOTAL DRY CARGO (000) TONS
1982
1986

TABLE 7.2 (U)
CUMUTATIVE LIFT DEMAND (U)

DAY AFTER _C-DAY

5 10 15 20 25 30 35 40 45
75.8 114.7 124.4 428.8 569.6 662.0 671.5 687.8 712.9
26,3 108.4 122.0 167.2 886.2 1001.1 1116.5 1116.5 1172.1
17.8 19.0 19.3 61.8 78.2 83.4 92.8 96.4 99.7
60.7 67.1 67.1 87.1 91.1 91.1 91.1 91.1 91.1

2.1 2.1 2.1 3.1 19.2 20.4 22.7 26.8 26.8

0.3 29.4 58,7 105.1 203.6 339.9 544.7 743.3 801.7
107.2 226.0 369,2 424.3 1278.3 1535.9 1867.8 2074.,1 2191.4
87.3 202,.1 7241.3 384.4 843.4 1101.0 1432.9 1639.2 1756.5
63.2 164,8 199.4 296.2 660.2 917.8 1249.7 1456.0  1573.3

G3141SSVIINA



GIIJISSVIINN

6-L

C+5

UT-SIZEC

183 BULK

25%

UNCLASSIFIED C+10 C+15

OUT-SIZED
22%

OUT-SIZED
22%

OVER-SIZED
618

.63. 2K Tons

Y

(U) Figure 7.2.

OVER-SIZED
54%

OVER-SIZED

45%

164.8K Tons

199.4K Tons

C+20

OUT-SIZED
179

OVER-SIZED

354 UNCLASSIFIED

296.2K Tons

(V) pistribution of Potential Common-User Airlift Cargo, 1986, Scenario IV

gIASSYIINN



TOTAL TONS

3000000 p
2800000 L

12600000

2400000 |-
2200000

2000000

1800000 |

1600000 L

1400000 |-

1200000 |

1000000

800000

500000 |

200000

0-_—--—-'-—.-—-"""7—— g 3

I
0o -5 10 15 20 25 30 35 &80 &5 50 55 60
RDD C+

Figure 7.3. (U) Lift Demand, Capability, and Shortfall,
‘ 1982, Scenario IV : .

7-10

06



TOTAL TONS

3000000

2800000

L )

2600000

2400000

2200000

2000000

1800000 |.

1600000

1400000

| |

L |

1200000

1000000

800000}

v

600000

5800000

200000

o‘_‘w—x _a | A )\ B ] —t 1
o 5 10 1s . 20 25 30 35 80 &S 50 55 60 :g

Pigure 7.4. (U) Lift Demand, Capability, and Shortfall, 1986,
Scenario IV

7-11



(U) Figures 7.3 and 7.4 display 1lift demand, capability, and
shortfall for 1982 and 1986, respectively. The marked improvement from
1982 to 1986 is immediately apparent, with substantial contributions
from airlift enhancement and its dépendent get of prepositioning
programs. Also apparent i{s the contribution of fast sealift, which not
only provides an early closure to the Persian Gulf, but makes a return

trip and contributes to NATO.

(U) Figure 7.5 shows 1lift satisfaction by commodities to be

moved.

(U) Figures 7.6 to 7.8 portray major force closures for the

combined theaters.

7.6.4 Passenger Lift Capability
(U) As a general rule we would probably not deploy passengers at

a rate faster than the delivery of their accompanying cargo. Passenger
demand must be assessed from a standpoint of marriage with cargo and not

simply against required delivery rates (RDDs).

(U) Figures 7.9 and 7.10 display 1982 and 1986 passenger
movement &5 a function of requirement (RDD), demand based on cargo

arrival, and passenger fleet capability to delivery.

Figure 7.9 demonstrates that passenger lift capability for
1982 {s more than adequate to balance cargo capability,

Figure 7.10 on the other hand, identifies a passenger shortfall during
“the period - . _ -,

Shortage over

this period is shown in Table 7.3

o of
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Note: Two percentage figures are shown for each consumer. The
first is the percent of total demand; the second is the per-

cent of satisfaction of that demand.

Figure 7.5. (U) Lift Demand and Satisfaction, 1986, Scenario IV
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Figure 7.8. (U) Air Force Movements, Base Line, Scenario IV, 1986
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TABLE 7.3
1986 PASSENGER SHORTFALL (U)

Day After C-Day Passenger Shortfall

This period coincides with the large passenger demand
associated with NATO reinforcement of POMCUS. The shortfall could be
satisfied for this period with an increase in NCAA of approximately

and such a proposal has been presented to
the Alliance. Obviously, as additional programs are proposed, the
passenger-cargo balance could be expected to require further ad just-

ments.

7.6.5 Summary
(U) This scenario presents the most demanding case for overall

mobility reinforcement, yet the character of alternative programs can be
expected to differ from previous, less demanding scenarios. For exam-
ple, solutions to Scenario 1 shortfall may satisfy early requirements of
this scenario, yet fall short once the NATO reinforcement commences.
Solutions to only the NATO scenario ignore the split theater require-
ments as well as the duration of reinforcement imposed in this sce~

nario.

7.7 IMPACT OF DELAYS IN CLOSURE

This scenario raises the question of our capability to fight
in more than one region of‘thé world. We chose to use the lesser SWA
contingency plus a precautionary NATO reinforcement so as to limit this

assessment to the adequacy of mobility forces to deploy and sustain
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progranmed US forces. Developing a more demanding scenario such as a
simultaneous crisis involving Soviet forces in the Persian Gulf and
Europe would demonstrate the same outcome as it pertains to mobility
force capability to project power but would prompt difficult questions

on priorities and resource allocations between theaters.

Wwhether forces are actually engaged on one or both froats,
the military situation would be more serious due to insufficient
mobility and other support force structure. Transportation demands
already greatly exceed capabilities in either theater. Support forces

S

would be considerably less capable of meeting requirements

Theater reception and
distribution capabilities and force structure necessary to expedite
aircraft and ship off-loading operations would also be spread thinner

because multiple lines of communication must be malntained.

Since we cannot adequately support either contiagency
individually, the choices are between reinforcing Europe which is
considered second in importance only to defense of the homeland, or
continuing in full strength to prosecute a war in an area whose energy
resources, when denied, makes Western Europe's and Japan's industry

impotent.

4+ 85

Reducing mobility support to forces deployed to the Persian
Gulf could jeopardize those forces and increase the likel{hood of losing

the oil fields 5

¢
7 1%



On the other hand, significantly reduced US reinforcement
capability for Europe could leave the alliance in a precarious position.
A minimum reinforcement could cause the allies to question the US com~

mitment.

. The less capable our mobility forces, the more difficult our

situation and the choices to be made. .

This is a risk US decision makers are pre~
sented with should a Persian Gulf war break out. With less than suf-
ficient forces to support a single major contingency, a dual crisis
would prohibit the timely deployment and sustairment of forces in both
cases. Even if sufficient combat forces were available in US total
force qtructufe to meet both crises, without the credible power pro=
jection capability to deliver combat and support forces in a timely

manner, execution of the pational strategy may mot be possible.

S
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SECTION 8
INTRATHEATER MOVEMENT ANALYSIS

8.1 INTRODUCTION

‘ (U) The intratheater movement analysis focuses on the interface
between intertheater and intratheater 14ft. It is a mobility study of
the final portion of the deployment--moving men and equipment from the
aerial/seaport of debarkation (APOD/SPOD) forward to the area of opera=
tion (A0). The execution of this final segment of deployment can be
most difficult, but must be successful or the entire deployment could
fail.

(U) Intratheater movement can be accomplished by surface or by
air. The movement of the majority of ground forces may be accomplished
through the units' organic movement capability--the units' own vehicles
and aviation assets. BHowever, very few units are totally self-mobile
and therefore require 1ift augmentation provided by transportation
support units, intratheater airlift, and, where available, host nation
resources. The deployment of ground forces within a theater is very
much a function of the scenario. The type, sequence and rate of forces
being deployed, distances from ports of debarkation to operating areas,
port of debarkation throughput capacity, terrain and other envirommental

factors will determine the mode of intratheater movement.

(U) Intratheater 1lift assets must simultaneously support three
missions. They must continue the deployment by distributing forces in
the theater, sustaining the forces with resupply, and participating in
the employment of forces. This study does not analyze the employment or
- warfighting phase—-resupply and movement of troops and equipment within
the objective area with a spectrum of missions from airland to aerial
delivery in response to the exigencies of combat. However, it must be
remembered that 1lift demand for the employment of forces in response to

the battle situation could occur simultaneously during the deployment.
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This competition for 1ift intensifies as tactical requirements develop,

e.g., repositioning, resupply, and aeromedical evacuation.

8.1.1 The Nature of Intratheater Lift Demand

All the tounage arriving in theater does not require
intratheater movement. Figures 8.1 and 8.2 show cumulative intratheater
11ft demand that must be moved forward for Scenarios I and II respec-
tively. The designation "1lift demand” in this case is the total move-
ment demand from aerial and sea ports of debarkation to the area of ope~

rations.

. The solid lines in Figs. 8.1 and 8.2 indicate the cumula-
tive deliveries which create intratheater lift demand produced by the
programmed intertheater assets in 1982 and in 1986. The "dashed lines"
show the lift demand created by the RDD's of the forces deployed in the

two scenarios.

In both scenarios dashed lines represent the upper
bound for intratheater 1ift demand for deployment
' The "shaded area”

on each figure repreaents the estimated 11ft capability of the deployed

C-130 units in each scenario. It shows that the major share of

intratheater movement must be accomplished by other means.
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Figure 8.1. (U) Scenario I--Intratheater Lift Demand
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8.2 DESCRIPTION OF INTRATHEATER DEPLOYMENT

(U) A detailed intratheater movement analysis for Scenario I
and a portion of Scenario II was accomplished and is discussed in this
section. Since no automated models exist for the intratheater portion
of a deployment, the results obtained from the Interactive Strategic
Deployment Model (ISDM) were used to estimate the magnitude of intra-
theater movement demand (Figs. 8.1 and 8.2). Using optimistic assump=
tions concerning APOD/SPOD throughput (see Appeﬁdix H for SPOD sensi-
tivity analysis) and line of communications (LOC) availability, calcu-
lations were performed to reveal the nature of the intratheater problem.
Although the analysis 1s scenario-dependent, a number of vital factors

were revealed.

(U) Figure 8.3 shows the normal interface between intertheater
and intratheater 1lift. This interface occurs at the APOD/SPOD, where
forces transfer to intratheater airlift or are marshalled for surface
movement. An intertheater aircraft capable of direct delivery to for-
ward operating bases (FOBs) provides an alternative to this traditional
concept. Using a direct delivery concept, a portion of the tonnage

delivered avolds transshipment through the APOD.

8.3 GENERAL DESCRIPTION OF REGIONS

(U) The austere enviromment with limited surface transportation
systems in both Scenarios I and II aggravates intratheater movement.
There are few rcads and railroads and virtually no bypasses around choke
points. The mountainous terrain in scuthern Iran further adds to the
difficulty of surface hovement. The critical roads and ports in the
area must be defended; If they are interdicted, facilities on the west
coast of Saudi Arabia will have to be used in Scenario I, resulting in a
road march of over 600 n mi across the desert to the area of operation.
'nlflairfields and ports are denied in southern Iran ﬁnd‘facilities on the
east coast of Saudi Arabia must be used, the Persian Gulf must be |
transited, compounding an already difficult situation. With only the
C-130 for intratheater airlift, all outsized equipment must move by

8-5 ) ‘
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(U) Figure 8.3. (U) Deployment Interface
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surface transportation. It {s obvious that a 600 n mi road march, ot
crossing the Persian Gulf, would pose great difficulty. Attempts were

made to examine this impact.
8.4 SCENARIO I - REGIONAL CONFLICT IN THE PERSIAN GULF
8.,4.1 General
In Scenario I, the area of operations (AO0) is within

of both the primary APOD and the major SPOD
‘(See. Fig. 8.40) ’

8.4.2 Intratheater Lift Demand

Figure 8.1 showed the cumulative tonnage requiring intra-
theater movement, including resupply and ammuniticn. The following
example, however, focuses on unit equipment tomnage (excluding resupply
and ammunition) delivered during Scenario I. The
total unit equipment tonnage for the forces requiring intratheater move=

ment during this period is

8.4.3 Unit Closure Analysis
A detailed analysis of unit closure times was performed for

~ this scenario. The general methodology is shown in Fig. 8.5.

The following is a step-by-step description

of the analysis:

4y
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Figure 8.4.

(U) Scenario I--Intratheater Map
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(U) Figure 8.5.

! Y
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(U) Intratheater Closure Time Analysis

QAAISSVIINA



Army units arriving in theater were
divided into
packages and matched with their destinations. .

The packages were "loaded” aboard C-130s using the
Airlift loading Model (ALM) to determine the intratheater
airlift "transportability”™ of each package.

Based upon the C-130 transportability, the organic
movement capability, the destination and the RDD of each
package, a decision was made to move the package pri-

marily by air or surface.

Closure times were calculated for each package by the
mode selected. Allowances were made for the assembly and
self-deployment of rotary-wing and fixed-wing aviation

assets.

es For packages moving by ground, the move began when '
the last of that package's tonnage arrived at the
APOD/SPOD to allow for marshalling of the package
prior to its road march. Residual cargo and pas—
sengers, for which there was insufficient organic
transport, were moved by airlift, or, in the case of
packages arriving after the delivery of tansporta-
tion support units, by truck. Packages moved at the
rate of their slowest vehicles, with allowance for
ground halts and the closure of the last vehicle in
the pﬁckage. . -

8~10
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se For packages moved by air, any equipment not trans-
portable on the C~130 was assumed to arrive atthe
APOD/SPOD early enough to permit it to complete the
requiréd road march during the airlift of the re-
mainder of the package. The tonnage arriving on a
given day was assumed to be available for intra-
théater airlift on the following day. The package
closure time achieved by the C~130 was based upon
the average payload and number of sorties obtained
from the ALM, but was limited by the number of
gorties which could be generated in a given day.

Since the proximity of the FOBs ol
to each other allowed them to be used interchange-
ably, the surge limit on C-130 sorties in 1 day was
' 2«5
The day~by-day
accounting of C-130 workload meant that occasional
packages took more than 1 day to close.

The marshalling time for road march packages was added
after the last delivery of tonnage belonging to that
package. Airlift tonnage was allowed to move forward

before the entire package had arrived.

From the package closure tiﬁes, an estimate was made of
the closure time for the larger units.
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(U) Table 8.1 i3 an example of the overall closure times ob-
tained in this analysis. It shows that, under the optimistic assump-
tions used, the intratheater deployment would add only 1 to 2 days to
the intertheater delivery of the units in 1986.

8.4.4 The Impact of Mobility Improvements and Direct Delivery

Programs which improve the intertheater delivery rate also
increase intratheater lift demand. To demonstrate this an excursion was
developed.

- It also includes and sea-

1ift, airlift, and prepositioning improvements through 1990.

The analysis focused on the impact of sealift arrival &nd
the addition of 200 transport aircraft capable of producing 25 MTM/day
of airlift. Figure 8.6 illustrates these impacts. e
airlift, without the additional 200 aircraft, deploys about ‘tons
per day of cargo requiring forward movement. With the addition of 200
intertheater airlift aircraft, the intratheater 1lift demand nearly
doubles

when sealift arrivals begin, intratheater 1ift demand

“quadruples.

Figure 8.7 focuses on the intratheater lift demand for the
critical period prior to sealift arrival when intertheater airlift
capability would have its most promounced influence on the intratheater
demand. This period shows the value of acquiring outsize capable air-
craft. By adding 200 outsize afircraft, the entire intertheater airlife
force becomes more productive. This is because the overall density of
the airlifted cargo increases when A which previously
moved by sea, now moves by air. The additional aircraft deliver
tons but the total intertheater improvement by Daf was tons.
The additional . tons is attributable to denser loads and hence
more efficient use of the remainder of the airlift force.

- g0



TABLE 8.1
INTRATHPATER CLOSURE EXAMPLE,

1986, SCENARIO I (' - -

PRIMARY
, INTRATHEATER TIME TO CLOSURE
DESTINATION DELIVERY (DAY) MODE CLOSE (DAYS) (DAY) _

ft T
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Figure 8.6. (U) Scenario I--Intratheater Lift Demand (Excursion)
.. If the mew aircraft are not capable of direct delivery, the
entire | additional tons represent additional intratheater 1lift
demand. Wwith direct delivery, the increase 1is only tons and

more firepower could be .on-line earlier.

_(U) Intertheater analysis optimizes the use of intertheater
11ft resources. As such, the additional 200 aircraft did not transport
complete units. Ia—fact,; only 20-40% of the tonnage of any one unit was
normally transported solely by these a;;craft. Therefore, even if the
new aircraft is capable of direct delivery'to the FOBs, unit closure
gtill depends upon the portion of the unit's tonnage delivered to the
APOD/SPOD and requiring forward movement. AS such, unit closures still
occur 1 to 2 days after the last plece of the unit is delivered in

. 3 /;7,
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(U) To take advantage of a direct delivery capablility, such an
aircraft should transport complete units, although this may affect total
1ift optimization. However, equipment arriving directly at a forward
base would close on arrival and thus, net advantages to force build—up
{n the theater could cff-set any sub-optimization of total force usage.
The following example provides a simple demonstration of some of the
advantages of direct delivery.

When intertheater aircraft deliver a unit to a primary
APOD, an additional day is required for intratheater movement and
closure. Therefore, the unit would have to arrive at the APOD one or
more days earlier to achieve the same closure possible if it were
delivered directly to the AO. In this scenario, direct delivery by 200
outsize aircraft would produce the same closure of like forces as 215
gsimilarly sized aircraft delivering to the APOD. 1If the closure time
between the APOD and the AO is 2 days, 231 aircraft delivering to the
APOD would be needed. Thus, even with the relatively short intra-
theater closure times inherent in this scenario, the productivity gain
of direct delivery can be 7 to 15% in terms of the number of additional
aircraft needed to achieve the same unit closure. This permits a lower
aircraft buy to obtain the same capability, reduces the magnitude of the
intratheater deployment task, and produces other benefits such as
reducing the number of aircraft requiring cargo handling, fuel, and
parking space. The remainder of the analysis addresses these other
benefits.

8.4.5 APOD/SPOD Considerations

(U) See Appendix H for SPOD discussion.
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Without austere airfield capability, all airlifters would
have to land at major airfields. Since only a few of the major fields
of interest have ramp areas large enough to adequately handle the flow,
several main bases will be needed by the fully operating airlift force.

Table 8.2
shows the impact of this parking restriction. APOD saturation causes
diversions to alternate APODs and increases intratheater lift demand for

theater forces.

Unless the aircraft are capable of direct delivery to FOBs,
the saturation would have to be corrected either through a slowing of
the intertheater airlift flow, or through diversion of excess sorties to

alternate APODs

"Table 8.3 indicates the air and road distances between the
four primary FOBs and the APQD/SPOD. Also shown are the distances from
the alternate APOD and the alternate APOD/SPOD
Comparison of these distances reveals the magnitude of the intratheater

problem when the primary APOD/SPOD is saturated or not available.



TABLE 8.2

SCENARIO I--APOD PARKING SATURATION (U)

DAY

ARRIVALS DIVERSTONS!s2

C-5 MOD

C-141B

B-747 EQ NEW NEW ATRCRAFT

CARGO PAX AIRCRAFT |l wo/DD W/DD

OO~ b=

1(U) DD - Direct Delivery.

2 +5

2(U) Any sorties carrying Air Force tonnage were assumed to be destined
for Air Force beddown bases and were thus not diverted

w 1PE
l
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TABLE 8.3

SCENARIO I - INTRATHEATER DISTANCES (U)

DISTANCES IN KILOMETERS

APODs :
_ <2+S
Primary FOBs Alr Road Air Road Air Road
AVERAGE
DISTANCE (km) 246 258 356 490 1131 1482
AVERAGE
DISTANCE (n mi) 133 139 192 265 611 801

Increased intratheater lift demand generated by inter-
theater diversions has a substantial impact upon unit closures. For
example; using the average air distance between and the FOBs (see
Table 8.3), the average C-130 capability would be reduced by over
tons per day ;and for the FOBs by over tons per day ;2 #’\f;
Figure 8.8 shows the diﬁinishing capability of‘thé €=130s in

terms of tons per day, as the APOD is moved farther from the AO. Road
travel time for a single vehicle traveling the average road distance
from would be nearly douﬁle that from | and the time from

‘would be more than five times greater; These closure time

penalties would be avoided through the use of direct delivery aircraft.
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8.4.6 Intratheater Shuttle
Figure 8.8 also illustrates an additional benefit inherent

in direct delivery capability--that is the flexibility for the aircraft
to transition to an intratheater role when necessary and provide added
intratheater airlift. It shows the approximate intratheater capability
of 200 new aircraft, based upon each one flying one intratheater shuttle
between the FOB and APOD at the end of each intertheater mission.

Using the intertheater deliveries in Fig. 8.7 and the
intratheater capabilities in Fig. 8.8, Fig. 8.9 illustrates the total
intratheater impact of the direct delivery and shuttle capabilities. 1In
this scenario, tons of ground forces' unit equipment are deliv-
ered to the theater by C-5, C-141B, CRAF and 200 new aircraft between 9.5
day This tons defines an "iIntratheater 1lift de- *
mand” for forwarding to the area of operation (A0). cannot
accept all daily sorties generated by the airlift force after augmen-
tation by 200 new aircraft. Therefore, a portion of the tons
would have to be delivered to either if the aircraft
were not capable of direct delivery to the FOBs in the AO,

With C-130s (bedded down as shown in Appendix C) ope-

rating from_ 'to the FOB's, tons of oversize and bulk cargo ;Zcr-éS
can be forwarded by C-130 This would leave

tons to be forwarded "to the A0 by surface means.

Of the ‘ tons, ‘tons were delivered by the 200

new aircraft. If these alrcraft were capable of direc; delivery to the
FOBs, the intratheater lift demand would be reduced by tons.
Only tons would be left to be forwarded by intratheater lift ;ZvL\f;
assets. ‘This would relieve the saturation problem = ' Since
the C-130s can forward . tons, there would be tons remaining

to be forwarded by surface.
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Figure 8.8. (U) Scenario {--Intratheater Airlift Capability
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However, an aircraft with direct delivery capability would
providé anotﬁer_oPtipn. If the C-5, C-141B and CRAF deliveries were
split between - and another APOD, the new airlifters could operate
from both APODs without causing saturation. They could deliver their

tons of ﬁutsize, oversize, and bulk intertheater toanage to the
FOBs, and could also be used to shuttle all categories of cargo from
APODs to the FOBs. In fact, using one shuttle sortie per intertheater
sortie, they would move the remaining tons. This would more than
double the intratheater airlift capability and alleviate the need for

surface transportation.

The capability for #n intertheater aircraft to perform an
intratheater shuttle can therefore add substantial intratheater 1lift.
Perhaps more important would be the provision of an outsize intratheater
airlift capability. The primary deficiency of the C-130 is that the
cargo compartment is too small to accommodate much of the mbdern fire-
power equipment in the ground forces units, (e.g., the M-l main battle
tank, the infantry fighting vehicle, the division air defense gun, the
Roland air defense missile system, gelf-propelled artillery and trucks
over 2 1/2 tons). An outsized airlifter in shuttle operations would
accommodate this outsize equipment. Table 8.4 indicates such an air-
craft could carry significantly more individual unit equipment with

approximately one=-third as many sorties as the C-130s.

Because a shuttle would add time to each intertheater
cycle, it would slightly degrade the overall intertheater capability of
the airlift force. When the shuttles are over much shorter distances
than the intertheater wmissions, as in Scenarios 1 and II, this degarda-
tion 1s small. In the example in Scenario I, the
addition of one shuttle per intertheater mission only degrades the

intertheater capability of these 200 aircraft by about (7.2%).
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TABLE 8.4

SCENARIO I--INTRATHEATER AIR TRANSPORTABILITY (U)

. & OF UNIT EQUIPMENT % OF UNIT EQUIPMENT
TRANSPORTABLE ON C-130 ‘ TRANSPORTABLE ON C-X
C-130 Cc-X
BY NUMBER BY SORTIES BY NUMBER BY SORTIES
OF VEHICLES WEIGHT § REQUIRED OF VEHICLES WEIGHT | REQUIRED
95 97 340 100 100 113
71 79 430 95 97 258
93 93 1160 98 98 351
69 42 ~ 529 99 99 348
88 89 1404 100 100 605
95 86 221 100 100 73
96 99 164 100 100 52
81 72 704 99 99 299
78 65 791 99 99 399




8.5 SCENARIO II - SOVIET INVASION OF IRAN

8.5.1 General
The deployment area in this scenario was divided into four

sectors (see Fig. B.10).

The sec-—
tors were designated A, B, C, and D, and deliveries to each sector were
based upon the air and ground forces destined for those sectors. Sector
A was the most vital in terms of the time criticatiyy and represents the
most stressing intratheater 1lift demand. Therefore, it was chosen for

detailed examination.

8.5.2 Intratheater Lift Demand
Figure 8.2 showed the cumulative tonnage requiring intra-

theater movement, including resupply and ammunition. The following
exanple, however, focuses on unit equipment tonnage (excluding resupply
and ammunition) delivered only to Sector A. The unit equipment tonnage

requiring intratheater movement 18

20°
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Figure 8.10.

(U) Scenario II--Intratheater Map
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Figure 8.11 illustrates the intratheater lift demand before

and after the arrival of sealift and with and without the addition of
200 new aircraft. In the analysis base line (defined as fully mobilized

and with the same programmed enhancements as in Sec. 8.4.4),

! With the addition of 200 new aircraft,

arrives in Sector A prior to sealift arrival.
Although the new aircraft deliver the
total airlift deliveries to Sector A during this period increase by only

That is, the rest of the airlift force delivers less

tonnage to Sector A. This occurs because Sector A represents only a
pertion of the tons of unit equipment in the Scenario II
deployment. Delivery priorities in other sectors dictate that some of
the intertheater airlift capability be used in support of these sectors.

Figure 8.12 shows Sector A tonnage arriving during the
critical period prior to sealift arrival. With 200 additional aircraft
not capable of direct delivery, the intratheater demand 1is tons

greater than with direct delivery.

(U) As in Scenario I, the distances from the APOD to the FOBs
were relatively short. If the APOD remains unsaturated, those units
arriving by intertheater airlift would close in 1 to 2 days. However,

APOD saturation becomes much more pronounced than in Scenario I.

8.5.3 APOD/SPOD Considerations
(U) See Appendix H for SPOD discussions.

Thé AFOD is Sector A " did not have sufficient
io support the intertheater sorties. Table 8.5 shows the
impact of this restriction in terms of sortie diversions and the added
impact of 200 new aircraft. Without a direct delivery capability,

out of sorties of these aircraft could not be accommodated

8-27 o] Of
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TABLE 8.5
SCENARIO II--SECTOR A--APOD PARKING SATURATION (U)

ARRTIVALS DIVERS IONSLs2

DAY
NEW B-747 E NEW AIRCRAFT

Mod |C-141B|CARGO | PAX | cparT [fc-141B|CARGO | PAX IwO/DD | W/DD

O~ W -

1(u) DD - Direct Delivery.

2(U) Diverted sorties determined according to the following hierarchy:

New Aircraft, B-747'PAX, B-747 Cargo, C-~141B, -5 Mod (1.e., C~5 Mod
sorties were the last to be diverted).
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Direct delivery cannot, however, reduce diversions of other

alrcraft.

As in Scenario I, intratheater 1ift demand is increased
when intertheater airlift arrivals are diverted to alternate APODs.
However. the alternate APODs/SPODs are not as convenlent as

in Scenario I. Table 8.6 indicates alr and road distances

between the two primary FOBs and the primary and alternate APODs.

is probably the only alternate APOD capable of
absorbing all diversions listed in Table 8.5 but some sorties could be
absorbed at the other alternates. Cargo diverted to either
would require intratheater airlift to the FOBs, while road march

is an option from Diversions of aircraft with just
oversize and bulk cargo would create more than . €-130 sorties.
This amounts to at least days of operation for the entire C-130s

deployed in Scenario II. The C-130 could not forward any outsize
cargo/equipment.

8.5.4 Intratheater Airlift of Units Arriving by Sea

(U) As in Scenario I, the capability to operate into small,
austere airfields would reduce the intratheater 1lift demand both through
direct delivery and throﬁgh transition to an intratheater role when
needed. The separation of the SPOD and the AD in Sector A provides an
opportunity to quantify the advantage of an aircraft which could tran-

sition to an intratheater role.

Units arriving late in the scenario by sea face
km of rail and road travel to reach the AO. C-130s can help move the
‘units from .'f s o " but because much of-
their equipment 1s outsize to the C-130, their closure time is primarily
dependent upon ship of floading and ground travel.

'20? B
sloX|
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TABLE 8.6

SCENARIO II--SECTOR A--INTRATHEATER DISTANCES (U) P
B
DISTANCES IN KILOMETERS (and n mi) oo
0Bs IN B o

AO

APODs .

_  ,” ) o
AIR GROUND AIR GROUND ’f B
| ] i

* .
(V) In these instances, ground transit involves travel through Iraq

or across the Persian Gulf.
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Results for the base line analysis plus 200 additional
aircraft indicate that while an armored brigade and an infantry brigade
are arriving at the Sector A SPOD, the new ailrcraft are beiné used
exclusively to transport combat service support tonnage into Sector C.
A new SAAF capable aircraft would allow a theater commander the option
of dedicating them to move combat units from the SPOD to the AO in

Sector A.

Table 8.7 shows comparable movement times for two brigades
requiring intratheater deployment from the SPOD to the AO in Sector A. .f;
! +

Ground travel times are road march times for the entire unit

The airlift times are based on using
the new aircraft in the intratheater role, but with sortie rates

restricted by a maximum on ground (MOG) of Lf &5

TABLE 8.7
BRIGADE INTRATHEATER MOVE (U)

Number
) Closure by Closure by Adrcraft
Unit Degtination Road Qutsize Aircraft Used
Armored
Brigade
Infantry 17L
Brigade
1

Limited by MOG
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While the intratheater closure time computed for the
armored brigade is nearly the same by ground or air, the use of airlift
provides two benefits. Significant parls of the unit arrive in frac-
tions of the total time when airlifted, whereas the lead vehicle would
not reach the destination for more than when moving by road.
By the time the lead elements could arrive by road, airlift could have
delivered more than half the unit. Airlift would also reduce equipment
failure and troop fatigue incurred during the ground march.

The time savings for the infantry brigade would be
since it is a lighter unit
moving to a more distant part of the A0 and to a more capable FOB. The
. benefits of partial closure and the reduced equipment failure and troop

fatigue also pertain to this unit.

(U) As in the concept of adding shuttle sorties to intertheater
missions, the penalty for using the new alrcraft in the intratheater
role is a small degradation in intertheater delivery capability. During
the later stage of the deployment, after sealift becomes effective, the
degradation may be acceptable because it provides important and signifi-
cant augmentation to intratheater 1lift capability.

8.6 OPERATIONAL CONSIDERATIONS

(U) The preceeding detailed analysis of the intratheater por-
tion of the deployment illustrates the magnitude of the intratheater
requirement. It does no good to lift men and equipment thousands of
miles and not be able to lift them the last few hundred miles to the
battle area.

(U) Airlift is obviously not the total solution. A combination
of airlift, ﬁrepositioning, and sealift i{s required to fill the overall
mobility shortfall. But prepositioning lacks validity without airlift,
and the prepositioned equipment still must be moved forward to the
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battle area. Sealift is not available in the early stages of conflict
when timeliness is essential. When gsealift does arrive there is a

quantum increase in intratheater 11ft demand.

(U) It was not the intent of this analysis to develop an ope-
r;tions plan (OPLAN). It is a mobility study and should be considered
in that perspective. Because it {s a study, computer peculiar and
limited, real world operational problems like weather, equipment break-
downs, human error, etc., were not factored in. If they were, closure
times would be even later. Optimistic assumptions were necessary to

complete the analysis.

8.6.1 Airfield Analysis

(U) An analysis of available airfields in Saudi Arabia and Iran
points to the value of SAAF capabllity in Scenarios I and II. There are
79 usable airfields in Saudi Arabia. Nineteen are C=-5/C~141 capable,
however, 69 of the 79 would be capable of supporting a new SAAF outsized
airlifter. There are 46 usable airfields in Iran (South of FEBA). Fif-
teen are C-5/C-141 capable, however, all 46 would be capable of support-

ing a new SAAF outsized airlifter. (See expanded airfield data in
Sections 4.3 and 5.3). While these numbers are substantial, the actual
number of available airfields is ultimately determined by their locaticn

in relation to the area of operation.

(U) The capability to operate from small, austere fields (SAAF)
enhances the flexibility of an airlift force to adapt to congestion,
weather, enemy action, and shifts in therdestination area. Central to
this flexibility is the fact that many more SAAFs exist than major air-
fields.l As shown in Figs. 8.13 and 8.14 the number of available
SAAFs is greater by a factor which varies from 3 to over 10 for various
regions of the world. On the average therefore austere fields will be

closer to any given region where, forces might be needed. »

1(U) Those with facilities to handle the C-5, C-141, and CRAF

airplanes. | .
L ess 212
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o CENTRAL SOUTH - FREE WORLD
RUNWAYS LENGTH x WIDTH AFRICA EUROPE AMERICA MIDDLE EAST LESS US?
;5000 x 21507 201 56 157 144 1576
25000 x 2 90 641 247 535 393 3488.
24000 x =2 90. 1059 294 1182 480 . »640
23000 X 290 1902 436 2837 586 9887
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(U) The advantages of an intertheater airlifter with a small,
austere airfield (SAAF) capability are threefold: greater probability
of finding a place to land in the forward areas (more airfields avall-
able), direct delivery and hence reduced delivery times/distancel to
the battle area (eliminates transshipment) and complication of enemy

interdiction efforts.

8.6.2 Airborne Operations

(U) The need for airborne forces to secure selected APODs,
SPODs and FOBs by airborne assault was considered but not examined in
this analysis. Because of tactical uncertainties, the extended distance
from CONUS and the long deployment time, we would likely employ airborne
forces to secure arrival areas in advance of deploying forces. Airborne
forces do not need secure airfields or porte for introduction of a tai-
lored combined arms force into an area and they provide unique options

for location of insertion that no other force does.

8.6.3 Recent Exercises
POSTIVE LEAP 80 - a JCS sponsored worldwide exercise at
Fort Bragg, NC 10-15 April 1980,

GALLANT KNIGHT Bl - a JCS coordinated USCINCRED sponsored
Command Post exercise conducted at Fort Bragg, NC, 23-30 October 1980,
indicated the following:

1¢U) In this discussion we focus on the ground transit portion of the
{ntratheater movement. Outsize cargo cannot be carried by C-130s thus
{t must travel forwad by surface or be delivered directly to forward
bases by an austere, field-capable outsize aircraft.
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1f primary APOD/SPODs are lost because of natural disas~
ters, saturation, or ememy action the distance to the A0 increases and

the demands oun an intratheater airlift become more pronounced. In

Scenario I if becomes the primary APOD/SPOD, the distance to the 2
AC is four times greater than from This requires a road march o
of more than l In Scenario II if

Iranian APOD/SPODs are lost and Arabian APOD/SPODs have to be used, the
distance to the A0 is three and one-half times greater and the Persian
Gulf has to be crossed. In both cases more ground transportation units.
would need to be airlifted into the theater earlier if a new airlifter
did not have SAAF capability.

8.6.4 Historical Experience

(U) While this analysis did not address the employment or
warfighting phase it would be remiss not to touch on it. For example,
resupply at Khe Sanh in 1968 by airland, aerial delivery, and low
altitude parachute extraction system (LAPES) permitted several thousand
Marines to fend off two enemy divisions for more than 3 months while US
offensive airpower decimated the enemy and broke the siege. Of the
three intratheater airlifters employed in that campaign, two will soon
leave the inventory and the size of Army equipment is growing at a rate
that will soon make the third (the C-130) incapable of carrying nearly
all Army offensive firepower. During that same year, in respomse to
large scale attacks by the enemy during the Tet of fensive, intratheater
airlifters repositioned tens of thousands of troops to defeat widespread
attacks and routinely delivered, by airdrop and LAPES, thousands of tons
of resupply and ammunition to sustain isolated forces. Most often
troops were lifted from one small, austere airfield to another--missions
. the CRAF, C- -141, and C-5 are incapable of performing. The successful
repulse of the commumist attack during January and February 1968 15 in
large measure the product of the rapid repositioning of US and allied

forces. . .
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8.7 CONCLUSIONS

By adding capability to the inter-
theater 1lift force, a greater 1lift demand 1s placed on the intratheater
force. More men and equipment are moved into ports faster but end up
moving out slower.

Deployment, employment and resupply sorties
will compete simultaneously for limited ramp space at all bases. Rapid
expansion of taxiways and parking areas to increase airfield MOGs, could

speed up and improve throughput.

This analysis found very serious deficiencies in intra-
theater capability in both scenarios. The intratheater mobility assets
required for the warfighting and sustainability of such a large force in

this area of the world warrants and is receiving emphasis.

Forward movement could be enhanced

also through earlier delivery of surface transportation assets.

As the Civil Reserve Air Fleet (CRAF) transitions from
narrow body to all widebody, intertheater 1lift capacity will increase.
An edditional military long range outsized airlifter, not SAAF capable,
will further increase this intertheater capacity, allowing some units
which formerly moved by sea to be moved by air. All of this increased
capacity creates an earlier intratheater lift demand. Furthermore,
APODs become saturated faster because large aircraft require more
parking space resulting in diversions to APODs farther away from their
intended destination. All outsize equipment must currently move by

surface means. The longer the distance, the more difficult the problem.

7,18‘,_.
>\
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This creates additional strain on limited intratheater assets and

magnifies the lack of intratheater outsize 11ft capability.

(U) A long range, outsized, SAAF capable airlifter provides
additional intertheater lift without adding to intratheater 1lift demand.
APOD saturation would be reduced through direct deliveries. It could be
used 1n a shuttle mode providing an intratheater outsize capability that

is nonexistent today.

(U) The addition of an airlifter, both outsize and SAAF cap=
able,enhances mobility throughout all phases of the battle. When sea-
1{ft arrives the demand for intertheater air delivery of outsize cargo
is greatly reduced and, conversely, the 11ft requirement to the forward
operating area rapldly increases. The advantage of an airlifter that
can transition from intertheater to Iintratheater roles must be empha-
gsized. When timeliness is of the essence early in the deployment, it
could function as an intertheater aircraft and, when responsiveness is
critical during the battle, it could serve as an intratheater airlifter.
Not only would such an aircraft supplement the present C-130 force, it
would provide the outsize capability to forward areas that is non—-ex-

istent today.
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SECTION 9
MOBILITY ENHANCEMENT ALTERNATIVES

"'9,1  INTRODUCTION

‘ (U) In this section we describe a variety of potential alterna-
tives for mobility enhancement. An evaluation of alternatives and a
preferred and alternative program are presented and discussed in Sec-

tion 10.

9.2 AIRLIFT

9.2.1 General

(U) Airlift is absolutely essential in any contingency because
it provides the speed and flexibility needed to deploy and support
combat forces. It has significant deterrent value by providing the
decision maker the option to quickly respond to unexpected developments
worldwide. When early arrival is of the essence, airlift (with the
exception of forward deployment) is the only solution. In addition,
airlift supports forward deployed forces, fills out and completes
prepositioning options, and augments sealift after the sea line of
communications is established. A variety of aircraft can be utilized to
meet the airlift demands. They must, however, be capable of lifting the
complete spectrum of equipment and supplies needed to project and

sustain fighting units into all types of destination environments.

(U) Existing alrlift capabilities are being improved. For
example, C-141 aircraft are being stretched to increase their produc-
tivity. An air refueling capability is also being added to reduce its
reliance on o#etflight rights and en route basing. The C-5 wing 1is '
being modified to extend 1ts service life by 30,000 hours and permit the’
alircraft to operate at design gross weights’ throughout 1its expected
l1ife. Other War Readiness Material (OWRM) spares are being procured to

. | 9-1 7,¢, e
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permit the organic fleet to operate at their planned wartime utilization
rates. To accommodate the increased delivery capability which higher
utilization rates provide, additional reserve aerial port forces,
.-materials handling equipment (MHE), and pallets and nets are also
programmed. All additional airlift programs consider the improvements
t; existing capability currently underway to be complete. These
additional airlift programs include the Civil Reserve Air Fleet (CRAF)
enhancement, procurement of commercial widebody aircraft or derivatives
thereof, and acquisition of a military airlifter (new designs or deriva-.

tives of an existing design).

(U) Under the CRAF enhancement program the Air Force is pursuing
modification of wide-body passenger aircraft. In addition they are
soliciting proposals for the retrofit of existing aircraft and are also
evaluating ways to improve incentives for participation in the modifi-
cation program. If adequate aircraft are volunteered, this 1s the
fastest and cheapest way to provide more bulk and oversize airlift

capability.

(U) The second possible program is the acquisition of widebody
derivatives (or unmodified) commercial aircraft. To evaluate this
progranm, the Air Force has issued a request for quotation (RFQ) for 10
million ton-miles per day of bulk/oversize airlift to Be available as
soon as possible. This option could make 1ift available early because

it considers acquisition of aircraft from existing production lines.

(U) The third program is acquisition of an outsize capable
military airlifter through the C-X request for proposal (RFP). Deriv-~
atives of existing designs and new designs are being considered. This

. program will determine the long-term costs and value of military 1ift as
, -

well as address a smail, austere field capability.

- -
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(U) Appropriate solutioms for airlift enhancement depend criti-
cally on range, payload, refueling, forces to be moved, destination area
characteristics, and requirements for airdrop and low altitude parachute
extraction. The influence of these factors and some important cost
" considerations are discussed in general terms hereln. Costs shown 1in
Tgble 9.1 are engineering estimates considered of sufficient quality for
understanding of the problem. Refined costs and schedules will become
available during the procurement process. Our intent here is to eval-

vate airlift needs, not choose a specific solution.

9.2.2 Military, Outsize, Austere Airfield Capable

9.2.2.1 General

(U) Two variations of this alternative (C-X) are considered:
(1) a derivative of an existing wide-body military airlifter and/or (2)
a new intertheater airlifter. One desired feature of the C-X is the
ability to operate from small, austere airfields. (An austere airfield
{s defined as one with runway length and width of 3000-5000 ft and 90
ft, respectively, and with a prepared or semi~prepared surface.)
Equally important features are those unique to military aircraft such
as a drive-on/off capability, and airdrop/extraction operations. Either
the new or derivative aircraft can accommodate the full spectrum of
existing and planned combat equipment with a new aircraft having about
half the gross weight of a 747 or C-5 but with more than half the
payload capability. )

9.2.2.2 Developﬁent Risk

(U) Development risk for a new airlifter or restart of an exist=

ing design is considered ninimal. A C-5 restart, for example, would
.require reopening 8 line for the ‘TF-39 engine (used only on the C-5) or
using an existing commercial engine (this requires a flight test pro-
gram). A new airlifter would use a commercially available engine and

well proven existing transport. aircraft technology. y
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9.2.2.3 Costs and Schedules
(U) It is estimated that a restart of the C~5 could result in

first aircraft availability in 44 months from go ahead with appropriate
priority and limited modifications. A new airlifter could be available
{n about 48-54 months depending on the procurement approach and prior-
ity. A fleet of new airlifters could cost up to 20-25% more on an
acquisition basis but only about 0-10% more on a life~cycle cost basis
than a C-5 fleet with equal 1lift capability. This comparison holds for
a range of new airlifter sizes varying in gross weight from 400 to 800
kl1lb.

9,2.2.4 Operational Considerations

(U) Either airlifter (derivative.or new) could operate (land and
takeoff) on austere airfields. A new airlifter would be designed to
‘maneuver as well on designated runways, taxiways and ramps of austere
airfields. This general comparison does mot allow for opera;ional
judgment considerations (e.g., obstacles, taxiways, ramp area) with
respect to operating very large airlifters (e.g., 700-800 klb) into

austere airfields.

9.2.3 Commercial, Oversize, Non-Austere Field Capable

9,2.3.1 General

1)) Cahdidate aircraft considered for this alternative include
the full range of commercial aircraft. Emphasis is given, however, to
wide=-body aircraft since -they pfovide for much more efficient movement
of bulk and oversize cargo and some have a limited outsize capability as

well.

9.2.3.2 Development Risk
(U) The development risk for this alternative is considered to'

be very low. Among the eandidate aircraft wost are in production and

P

readily available.
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9.2.3.3 Costs and Schedules
(U) Costs and schedules vary widely depending on the particular

aircraft. For example, narrow-body jets currently being replaced by the
~airlines might be very cheap but not very useful considering that they
can carry bulk cargo only. Wide-body alrcraft however, are more cap-
able, are in production and could be available in 12-36 months at costs

comparable to the current market price.

9.2.3.4 Operational Considerations

(U) There are three principal operational concerns. First,
these are limited to usage of main operating bases. While there are more
than 1000 such locations in the Free World (less the US) the number of
airfields available to austere field capable aircraft is greater than
9000. Second, all commercial afircraft require the use of special hand-
l1ing equipment for loading and unloading. While this equipment is in
wide use in the commercial market, additional quantities will be re-
quired. In addition, for handling heavy equipment, new loaders would be
required. Third, commercial aircraft are mnot designed to accomplish
operations which are militarily unique. These operations include drive-
on/off vehicles (requires low cargo floor height), airdrop of personnel

and equipment, and parachute extraction of equipment.
9.3 SEALIFT

9.3.1 General

(U) 1In any contingency involving the commitment of major combat
forces, up to 90% of all unit equipment, ammunition and resupply, and
virtually all POL will be moved by sealift. In the most likely sce-
narios current sealift ~capability is able to satisfy the total 1lift
demand within 40 .to 50 days after C-day. Sealift can make a significant
contribution to overcaming the 1ift shortfall which occurs during the
early days (15-25) of a contingency through increased availability of
fast, properly configured, high ‘capacity ships. This can be achieved by
improving existing capability and by acquiring additional capability.

- ’ 9-5 ' _ 7'5
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(U) Improvements to existing capability are achieved primarily
through buying or chartering new or existing ships and maintaining them
in a high state of readiness at or near designated SPOEs or preposition
""ing such ships, with unit equipment, ammunition and supplies embarked,
near potential trouble spots. Existing capability can be further im-
proved through modification of existing ships to enhance their military
capacity and productivity.

(U) Additional capability can also be provided through new
construction of dedicated strategic sealift vessels. Such new
construction should logically focus on the types of ships which can
offer the greatest potential contribution during the early days of a

contingency.

9,3.2 Improvements to Existing Capability

(U) Existing ships purchased or chartered for employment as
dedicated strategic sealift or for maritime prepositioning should,
whenever possible, be high capacity, high productivity ships optimized
for this mission. Existing Roll-on/Roll-off (RO/RO), Lighter Aboard
Ship (LASH), and Sea Barge (SEABEE) ships offer significant potential
contributions in this area. Existing ships in other configurations can
be modified to enhance their military productivity.

9.3.2.1 Program Description for Acquisition of Existing Ships
(U) O©Of the existing RO/RO ships, the Maine class 1s typical and
is already making a significant contribution to the Near—-Term Prepo-—

sitioning Ship (NTPS) program. The general characteristics of the Maine
class RO/RO are:

9-6
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Cargo Capacity 13,500 tonsl

Cargo Area Bulk 152,000 sq ft
POL Storage 212,000 gal
Range Maximum 12,200 n mi
Speed 24 knots

(v) Existing LASH and SEABEE ships also offer significant
potential contributions to emhancing the availability of early sealift.
These ships, which are particularly well suited to military cargo and
operations in undeveloped ports, have not proven as successful on world
trade routeslas envisioned at the time of their construction. Several
are potentially available and could be purchased or chartered and
converted to use in either maritime prepositioning or strategic sealift

applications with minimal modification.

The ships offer an added dimension when used in the pre~
positioning role. Additional sets of lighters or barges can be ob-
tained, loaded with ammunition and supplies and prepositioned. The
ship could then discharge its initial load of barges in the area of
operations, return to the prepositioning port, load another set of
barges and carry them to their required destination. The cost of
maintaining the lighters or barges at their prepositioning location
should be substantially lower than the cost of maintaining ships of

equivalent capacity.

(U) The general characteristics of a typical LASH ship are:

Cargo Capacity 29,500 tons!
Cargo Area 156,000 sq ft
Maximum Speed = ’ - 23 knots KTS
Range ‘ 9,500 n mi '

l(y) Detailed loading, in general achleves 50-70% of this capacity as
a function 6f material density and space utilization.

T 7’7/_\
i 4 2]



(U) Another existing ship class which could be productively
employed as a dedicated strategic sealift or maritime prepositioning
ship is the SEABEE Barge Carrier. Plans to purchase one such ship have
recently been added to the FY 81 DoD program. Like the LASH, the
SEABEE can embark and discharge preloaded barges and lighters capable of
: carrying large amounts of outsize unit equipment, ammunition and sup-
plies. The barges themselves can be dehumidified and are available in

various configurations such as RO/RO, container, and bulk cargo.

Another unique capability of the SEABEE class barge carrier
is the ability to embark and transport certain Delong Pier sections.
SEABEE type ships can also carry additional cargo, such as a warping tug
and lighters. Pier sections could be rapidly deployed to the desired

objective area and greatly decrease the dependence of ships upon the

availability of a developed port facility. As with the LASH concept
discussed above, additional sets of barges could be procured and pre=

positioned, thus multiplying the capability of this versatile ship in a

very cost effective way.

(U) The general characteristics of a SEABEE Barge Carrier are:

Cargo Capacity 35,000 tons]

Cargo Area Varies with barge configuration
Speed 20 knots

Range 9,500 n mi

Purchase or charter of ships such as those discussed above
should be undertaken whenever they are available on the market. Such
ships are generally available at what amounts to bargain prices

'(éspecially when compared with the costs of new construction) and if

‘

:
- -

1(U) Detailed loading, in general achieves 50-702 of this capacity as
a function of material density and space utilization.
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they can be immediately pressed into service in support of DoD peace-
time sealift requirements or maritime prepositioning, thgy will make a
cost effective addition to the strategic sealift force when maintained
in a reduced operating status at or near the SPOE where they will be
employed in a contingency. It is important to note, however, that ships
of this type are available only in limited numbers. Aside from the
obvious limitation this fact imposes on our ability to improve sealift
capacity through acquisition of such ships, it also emphasizes the
possibility that when DoD does not buy these ships they can be lost to’
the sealift force altogether through sale to a fﬁreign buyer.

9.3.2.2 Program Description for Modification of Existing Ships

(U) Ships acquired or owned by the government can be.modified to
enhance their compatability with military cargo (primarily uniﬁ equip-
ment), their capability to load and unload rapidly (and possibly in an
undeveloped port), their survivability, communication capability, and if
required their abililty to safely store equipment, ammunition and sup-
plies for long periods while prepositioned.

(U) The current SL-7 program provides an excellent example of a
program involving acquisition and conversion of existing ships. This
program, which envisions the conversion of eight high-speed, high-
capacity, container ships to a RO/RO configuration and maintenance of
these ships in a reduced operating status near designated SPOEs, demon-
strates the significant impact that a single program of this limited
magnitude can have on increasing sfrategic sealift capability during the -

early days of a contingency.



(U) The general characteristics of a converted SL-7 are:

Cargo Capacity 27,000 tonsl
Cargo Area 193,000 sq ft
Bulk POL Storage 1,030,000 gal
Range 6000 - 9500 n mi?
Maximum Speed 33 knots

(U) The current Maritime Prespositioning Ship (MPS) program also
includes provisions for acquisition and conversion to full military
usefulness of six ships which will be used in conjunction with an equal
number of new construction ships to preposition the unit equipment and
first 30 days supplies for three separate Marine Amphibious Brigades.
The MPS will have the capability to offload over the beach.

Another possible sealift enhancement can be achieved through
modification of existing government owned vessels. A typical program of
this type is represented by the CVS Military Equipment Transport Ship
(CVS-METS). This program envisions modification of decomissioned CVSs,
of which six are in the 1inactive ship maintenance facility, into RO/RO
ships for transport of unit equipment. The ships are available; the
reconfiguration costs are relatively low compared to new ship acqui-
sition; once reconfigured such ships would have significant useful

military 1lift capacity.

Typical characteristics for CVS-METS are:

Cargo Capacity 16,600 tonsl
Cargo Area 131,579 sq ft
Maximum Speed 21 knots
Range’ 10,000 n mi

L4
{

1(U) Detailed loading, in general achieves 50-70% of this capacity
as a function of material density and space utilization.

2(U) Range is a function of speed and type fuel used. Higher speed =
shorter range. Diesel fuel, marine yields less range than Bunker C
fuel. '
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(U) Another program which can be usefully considered in con-
junction with modification of existing ships is the concept of using SEA
SHEDS and flatracks to enhance the military usefulness of container
""ships. The SEA SHED is an open top contailner, approximately 40'x25"'x12’
in size with a work-through retractable floor. The flatrack is an
;pen-top container that can be used in combination with the SEA SHED.
Flatracks and SEA SHEDs can generally handle outsize military cargo.
Onload/offload is accomplished in breakbulk/container ship fashion.

Both flatracks and SEA SHED have been designed to fit within standard

container hold cell guides.

(U) Also in the context of improving the capability of existing
ships, programs which offer the potential of improving the capability of
standard configuration merchant ships——particularly container ships--to
discharge cargo over the shore or at unimproved port facilities should
be fully examined. One promising system is the elevated causeway. In
comparison with other ship-to-shore systems, it is less affected by sea
state and is more efficient in that it premits direct and rapid roll-off
operation. The greatest drawback in such systems is that they require
additional shipping for deployment as well as time and manpower to
install.,

9.3.3 Additions to Existing Capability
(U) The second major means of increasing current capability is

through provision of additional ships by new construction. New con-
struction ships should iogically be the type of high productivity, high
capacity ships which can contribute most efficiently to improving total
1ift capacity during the early days of a contingency. Such ships should
also be suitable for paintenance in redﬁced operational status or for
prepositioning afloat. . L , '
(U) New construction will also be required to make improvements

to existing capability in areas where there are no existing ships which
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can be acquired and converted to effectively satisfy military require-
ments. Examples of such requirements Include additional amphibious

shipping and very fast sealift vehicles like the surface effects ship
(SES).

(U) Additional capability can also be added to the sealift force
by programs which encourage civilian shippers to construct militarily
useful ships. One possible incentive program could include a DoD

guarantee for charter of these ships for some specified period.

(U) A certain amount of new Eonstruction can be justified not
only on the basis of unique requirements which cannot be met by charter
or purchase and conversion of existing.ships, but with a view toward the
increasing average age of the current sealift force--particularly the
NDRF. Many of today's new construction ships will make up the NDRF 30
years from now. If regular new construction programs are not under—
taken, the problem of block obsolesence will arise, confronting us with
a potential sealift shortfall which cannot be overcome by any reasonably

forseeable surge program.

9.3.3.1 Program Description for New Construction of Amphibious

Ships
The scenarios presented in this study demonstrate a require—

ment for additional amphibious lift capability for the deployment of
Marine Forces over the next decade. The current active lift force is
sized to ﬁove 1 MAF assault echelon. Estimates of the minimum require-
ment range from 1.33 to 1.66 MAF total active amphibious lift capa-
bility. A representative new construction amphibious ship program which
would provide about 1.5 MAF capability when combined with existing ships
looks like this:

-

L4

FY82 FY84  FY85 FY86 FY87  FY88  FY89
LSD41  LSD41  LSD41” LSD4l  LHDX  LHDX  LHDX
LSD41  1SD41  LSD4l

LHA LHDX
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This program would also require service life extension of the LFD-4
class ships, and procurement of additional landing craft and assault

support helicoptors for use aboard these ships.

9.3.3.2 Program Description for New Construction Strategic
Sealift Ships

(U) New construction will be undertaken to support the MPS

program. Additional strategic sealift ships could be acquired through
new construction. This study examines two hypothetical conventional
ship construction programs: an equivalent of a Maine class RO/RO and
an equivalent of a RO/RO converted SL-7. Neither of these programs
presently exist, however, they serve to illustrate the potential
contribution of new construction to enhancement of the strategic gsealift

force.

9.3.3.3 Program Description for Very Fast Sealift

(U) Fast sealift is currently limited to that achievable with
conventional ships such as the SL-7. To achieve faster speeds requires
an unconventional approach as embodied in the surface effect ship (SES).
Current SES designs have evolved from about 15 years of design and

testing to establish a technology base.

(U) With the current state of the art, ship designs of 3000-7000
tons cargo capacity with speeds of 30-70 knots appear to be technologi-
cally achievable. Development risks reside in the upgrading and subse-
quent integration of current technologies extant in small test vehi-
cles/platforms to a large ocean-going vehicle. Risks are low to
moderate in structures, engines, power transmission, skirts and seals.
To further assess these risks, a joint Navy/Coast Guard inifiative was
begun in September 1980. This inftiative includes acquisition and
testing of an existing 200 ton SES constructed by Bell-Halter. During
1982-83, the Navy will test th{q’vessel to further assess SES suit-
ability for a medium displacement combatant and/or as a fast logistics

ship.
. ) 9-13 4;} .
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(U) An additional interim step will be required before a full-
scale SES combatant or fast logistics ship is built. The Navy is con-
sidering construction of a low technology, 1000 ton displacement SES
'prototype. Lead ship construction may be as early as FY-84, A pro-
totype of this size is needed to verify the military and open ocean
effectiveness of SES.

(U) Current estimates of the procurement cost for a 1000 ton
prototype fast logisties SES (1/4 scale) range from $100M to $200M.
Operation and support costs would likely approximate those for
conventional ships retained in a reduced operating status. It is
estimated that about $150M of additional development funds will be
required prior to production of a full-scale fast logistics SES.
Estimates of acquisition costs for a representative 14 ship fleet range
from $3B to $4B.

(U) Construction of the lead ship would require about 3 to 4
years following approval of the program. - Follow~on units would require
about 2.5 years to build, Thus, allowing for simultaneous construc-—
tion at two units at each of two yards, it would take about 6 or 7 years
to build 14 such ships.

(U) The potential contribution of the SES is demonstrated in the
analysis conducted during this study. 1f the prototeyp proves effec-—
tive, the SES can offe:.a_significant enhancement to the US strategic
mobility force. The SES particularly contributes to filling the gap
between the early deliveries via airlift and the bulk deliveries which

arrive later via conventional sealift.

9.4  PREPOSITIONING. o | e

‘

- -

9.4.1 Background
(U) All scenarios contain large quantities of materiel required

during the eérly deployment period that is suitable for prepositioning.
An example has:peen highlighted in Scenario III for support forces that
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the Army considers necessary in addition to negotiated HNS during the
early reinforcement period. The 22K support slice is required in ad-
dition to existing and planned HNS. This support cannot be offset by
HNS since it comprises maintenance and combat support such as engineers,
lartillery and medical. These forces are not included in the Defense
Program for prepositioning. For consistency with other alternatives
this package i{s normalized to 100,000 toms. In addition to the above
support force requirements, this alternative includes the following
Persion Gulf subalternatives: (1) prepositioned units (land or sea—
based) and (2) prepositioned resupply and ammunition (land and sea-
based) for the first 30 days of conflict.

9.4.,2 Costs and Schedules
(U) Equipment for prepositioning cannot be simply bought "off-
the-shelf.” It should be procured in light of other service programs.

Estimates shown in Table 9.1 do not reflect these considerations.

Rather, they assume that the needed materiel could be procured speci~
fically for the designated program, bypassing potential higher priority
claimants for those resources. Construction costs are included although
some might be made available through alliance or host nation funding.
Resupply and ammunition programs require additional resources beyond
those currently programmed for the RDF, i.e., where ammunition 1is

already being procured, costs represent the increment to preposisition.

9.4.3 Operational Considerations

(U) Prepositioning of land-based support forces is based on the
assumption that no additional host nation support (manpower and materi-
al) is forthcoming in NATO beyond current projections. It assumes that
host countries wiil provide real estate (approximately equal to the

number of current sites in CENTAG)._

r
i -

_ {U) Sea-based and land-based programs are identified for the
Persian Gulf region. _Recognizlﬁg the difficulty in predicting where
conflict might oécur, land-based prepositioning could result in
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requirements for very substantial intratheater transportation, Simi-

larly, sea~based prepositioning should be approached cautiously since it
could constitute a large concentration of ships, difficulties may be en-
- countered in obtaining sufficient offload port facilities, and substan-

tial intratheater lift may be required.
9.5. LIGHIWEIGHT ARMOR

9.5.1 General

(U) While not strictly a mobility alternative, the provision of
lighter equipment to selected Army units could increase our overall
capability to respond by reducing heavy lift requirements. Conversely,
if new lightweight armor is added to some of our present light forces,
the addition could increase the movement demands shown for Scenarios I
and II. Our current mobility requirements, especially for alrlift, are
strongly influenced by a concentration (40% to 60% of the total weight
of mechanized and armored units) in heavy outsized equipment such as
tanks, fighting vehicles and self-propelled artillery. Mechanized units
are essential to better counter the threat but can only be airlifted by
the C-5. Thus, we are éeverely constrained today in cases where these
heavier units cannot be either prepositioned or deployed in a timely

fashion via sealift.

(U) For the foreseeable future, the global interests and re-
sponsibilities of the United States require that its military forces be
capable of operating in a multitude of geographical areas, under varying
conditions, and against Third World indigenous forces, Soviet military
power, or a combination of both at various levels of intensity. Pri-
marily because of deveiopments in the Persian Gulf, there is emphasis on
improving the capability of tranéborting both US Armyfand'HarineﬂCorpé .
units to distant areas in the shortest possfble time and on obtaining
new technology to improve their tombat effectiveness after commitment.

Development of lightweight armored vehicles for potential introduction

- e ',;}9 .
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into selected Army and Marine Corps units is a specific area which 1is

receiving attention.

(U) The Army does not plan to replace heavier vehicles with
lightweight armored vehicles in its heavy divisions. Army heavy
divisions are structured and equipped to provide the lethality and
gurvivability necessary to cope with the Soviet threat on the modern
battlefield. Lightweight armored vehicles will be incorporated into
some Army divisions to optimize their effectiveness in terms of fire-

power, mobility, survivability and strategic mobility.

9.5.2 Implications

(U) Introduction of lighter armored vehicles in some Army
divisions and Marine Corps units will have a definite impact on US
flexibility and capability for the timely employment of military
strength into areas outside the Eurcopean continent. However, a more
fundamental consideration is the combat effectiveness for this type of
operation, considering the implications of. lightweight armor on killing
pdwer, survivability, and logistics. Effectiveness and survivability on

the battlefield are the primary considerations.

(U) Light arﬁored vehicles will provide logistic advantages over
heavier tracked vehicles. These include fuel, ammunition, tracks, spare
parts,'and the transportation assets to move these critical items -of
supply to areas desired, There will be more crews, but perhaps fewer

men per crev.

(U) Another significant implication of lighter weight armor 1is
the increased capability of quickly moving a larger number of vehicles,
" when required, to meet contingéndy situétioﬁs throughout the world. If
the effectiveness of a lightweight vehicle'is a substantial fraction of
that of a present-technology main battle tank, trade-offs may favor the
lightweight version far certain centingency opergtions. However, a

favorable trﬁde-off does not augur a lighter weight Army/Marine Corps.
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Lift requirements overall might well increase. What the introduction of
lightweight armor does promise is the potential to introduce more
firepower earlier at the site of a contingency. However since 'the full
capabilities of the lightweight vehicles have yet to be determined by
actual tests on the range and in the field, no in-depth comparative
;nalyses are available concerning the combat effectiveness of these

lighter vehicles.

(U) To draw conclusions about the effectiveness or employment
doctrine of the lightweight vehicles being developed in the Armored
Combat Vehicle Technology (ACVT) Program would be premature. Many
experienced armored officers, both US Army and Marine Corps, are
skeptical of the survivability of lightly armored vehicles in battles
such as those of the 1973 war in the Middle East. Additional test and

analysis are required.

9.5.3 Current Status

{U) The Department of Defense Arpored Combat Vehicle Technology
(ACVT) Program will yield data to the Army and Marine Corps to assist in
formulating courses of action for the develoﬁment of future combat
systems for common usage. The US Army, with its Training and Doctrine
Command (TRADOC) and Materiel Development and Readiness Command
(DARCOM), and the US Marine Corps are partners in this endeavor. There
are currently no plans for quantity production of vehicles developed

under this program, Vigorous technology programs are underway, however.

{(U) The High-Survivability Test Vehicle-Lightweight (HSTV-L) is
currently being evaluated under this program. Using this test bed, a
high mobility/agility and a 75-mm smoothbore automatic cannon—-auto-

. matic loader combination——are being examined. HSTV-L testing is ex—
ploring the ability of .two- and three-man érews to perform their duties
in a variety of environments, examining the contribution to target
servicing of hunter-killer fire control systems, and gathering engineer—
ing data peculiar to a vehicle in the 16-20 ton category. Engineering
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tests were initiated at Aberdeen during May 1980. Upon completion in
early August, the HSTV-L was moved to Fort Knox for operational per-

formance testing.

(U) The ACVT program is using the data generated by the HSTV-L
tegts along with other testing and experimentation to determine the
characteristics of vehicles desired in the field during late 1980s.

(U) In addition to the potential introduction of lightweight
armor into selected Army and Marine Corps units, the Army has been
active in developing two new fighting vehicles for combined arms teams.
The XM-2 (IFV) will enable the infantry to work closely with units
equipped with XM-1 tanks and the XM-3 (CFV) will prdvide armored cavalry
units with the mobility and firepower needed to accomplish reconnals-—
sance and security missions. Air transportable weight for these
vehicles is 20.5 tons. The XM-2 and -3 chassis, at the same or less
weight, might be used for derivative vehicles such as forward support

vehicles or multiple launch rocket systeums.

9.5.4 Prognosis for Introduction
(U) The most significant new development is the possible intro-

duction of a mobile protected gun and mobile protected weapons system
into some Army divisions and Marine Corps units. During 1980 the
Secretary of Defense directed the Army and Marine Corps to procure
lightweight armored vehicles for their respective rapid deployment
forces. The Army plans to use the 9th Infantry Division as a "High
Technology Light Division™ to further evaluate light armor.

(U) The Marine Corps has programmed $617 million for the RDTSE,
procurement, and initial provisioning of 742 Light Armored Vehicles
(LAVs). The vehicles will be configured for a variety of nissions to
include direct fire support, command and control anti-tank, anti-air,
engineering support and tactical mobility, among others. Existing
production line models, modified to satisfy the specific design
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requirements, will be used in order to meet an IOC of 1983, The LAV
will be transportable by the CH=53E helicopter, thereby limiting its

weight to the 14-16 ton range.

9.6, COST DATA

(U) Table 9.1 provides a summary of cost data for the mobility
enhancement alternatives discussed above. For aircraft options the unit
of capability is millions of ton-miles per day while the measure for
prepositioning and for sealift ie 100,000 tons of capability for each

sub-oﬁtion.
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TABLE 9.1 (U)

INCREMENTAL MOBILITY PROGRAM ALTERNATIVES COST DATA1

Costs (Billions of 1982 Dollars)

: R&D Proc 20 Yr 0&S 20 Yr LCC
AIRLIFT 2
Outsize, Austere Airfield Capable
o 10 MTM/D ' 0.5-1.3 6.3-6.5 8.0-10.4 14.8-18,2
' 15 MTM/D 0.5-1.3 8.7-9.3 11.9-15.6 21.1-26.2
- 20 MTM/D . 0.5-1.3 11.0-11.6 15.9-20.9 27.4-33.8
25 MTM/D 0.5-1.3 13.3-14.3 20.0-26.,1 33.7-41.7
Oversize, Main Alrbase Capable3
L0 MTM/D . 0-0.5 4,.8-5.8 8.4-9.8 13.7-16.1
[ cmcl 15 MTM/D 0-0.5 6.5-7.4 12.9-14,2 19.4-22.1
g 20 MTM/D 0-0.5 8.9-9.9 17.3-18.9 26.2-29.3
'; PREPQSITIONING
Py b Land-Based Prepositioning of Unit
w = Equipment (100K tons) 0 l.1-1.3 0.4-0.5 1.5-1.8
— Maritime Prepositioning of Unit
il Equi pment (100K tons) 0 1.1-3.6 3.3-2.1 4.4-5.7
m Land-Based Prepositioning of Resupply
o and Ammo (100K tons) 0 0.6-0.7 0.4-0.5 1.0-1.2
Maritime Prepositioning of Resupply
and Ammo (100K tons) 0 1.2-1.3 1.3-1.4 2.5-2.7
SEALIFT?
Very Fast Ships (100K tons) 0.5 3.5-9.9 5.6-13.2 9,6-23.6
Dedicated Fast RO/RO Ships (100K tons) 0 1.4-1.6 1.1-1.2 2.5-2.8
Dedicated RO/RO Ships (100K tons) 0 0-2.3 2.9-1.7 2.9-4.0

\ lExcept for an austere field capable airlifter, costs do not reflect intratheater movements from
APOD/SPOD or prepositioning locations.

2The cost depends on whether a new design or a derivative is chosen.

3The cost depends on which particular aircraft is procured.

4The procurement cost depends on what type of units are prepositioned. Inaddition, total cost for
maritime-based alternatives depends on the type of ship used--existing, modified, or new-—and whether
chartered or operated by MSC.

5The cost depends on what particular ship is selected in each category.

The )}."'
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SECTION 10
EVALUATION OF ALTERNATIVES

10.1 INTRODUCTION

I (U) The development and evaiuation of alternative programs bullds
on the assessment of base line 1ift demand and capability for each sce-
nario. The effectiveness of the base line force was evaluated through
computer simulation of the deployment of forces over time, where each
unit is described in terms of tons of equipment and cargo. The differ-
ence in cumulative tonnage between lift demand and capability (or the
failure of units to meet their RDDs) represents a shortfall. It is
against these scenario shortfalls that alternative programs were

evaluated.

(U) The study evaluated a number of airlift, sealift, and pre-
positioning systems. The approach to evaluation 1s depicted in Fig.
10.1. The first step was to evaluate the contribution of each system in
each scenario. The reduction each would make in scenario shortfalls,
when added to the base line force;'waé computed; costs were estimated;
and other relevant factors were considered. Based on this information,
systems were then combined into programs, and the shortfall reductions
each program would make were computed and evaluated. The result of this
process is a preferred and an alternative prograﬁ. Progréms are de-
signed to produce a mobility capability that is balanced and cost
effective to support US strategles for force projection as defined in

study scenarios.

10.2 MEASURES OF EFFECTIVENESS
(U) The evaluation used three performance measures in conjunction -
with cost to assess the value of programs. ‘The first is a comparison of
the cumulative tonnage lift demand and capability. This comparison pro-
vides a simple, though -somewhat limited, measure of program contribu-

tions. The second is comparison of required and actual unit closures.

. , 10-1 t{
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This provides more visibility into what is occurring within the mobility
system than simple aggregated tonnages. Both these measures were pre=
sented in graphic form in the "Movement Analysis” portions of Sections 4
through 7. The third measure is a weighted measure of effectiveness

which considers the value of time and timeliness in force closures.

(U) A major problem with the first measure is that it gives equal
credit to a program that makes a reduction early and one that makes a
similar reduction later, as long as they make equal sized reductions in
shortfall. The second measure does not permit an easy comparison of
alternative programs. As was noted in the scenario descriptions, how—
ever, the timely arrival of forces may preclude the need to deploy many
more forces later to force entry and recover lost territory, and may
prevent or limit damage to the territory and population we wish to
defend. Conversely, if we are unable to deliver a division (or fighter
squadron or the like) when it is needed to stop or deter a threat, we
may have to change our strategy. To include the value of timely clo=
sure, this study uses a third measure of effectiveness that assigns
greatest value to systems that provide early and timely force closure.
The following paragraphs provide the fundamentals of how this measure is
computed and its practical application with output products presented in
earlier sections. ;The theoretical basis for this weighted function is

explained in Appendix F.

10,3 DEVELOPMENT OF THE WEIGHTED SHORTFALL MEASURE OF EFFECTIVENESS
(VALUE OF TIME AND TIHELINESS)

(U) Lift demand is derived from time-phased unit deployment
schedules and estimates of consumption rates for ammunition and other
supplies. Sequencing of units is designed to successfully achieve
_ scenario objectives based on military Judgment and war gaming. Review

of the time-phased deployment sequence reveals the following genega,l-'
priority: ' i

10-3
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Tactical Air Forces (Air Force, Navy, Marine)
Accompanying support
Accompanying ammunition and resupply
Ground Forces (including Marine)
Minimal amounts of accompanying support
Accompgnying ammunition and resupply
Sustaining support forces

Sustaining ammunition and resupply

(u) for the scenarios used in this study,; required delivery dates'
and resultant tonnage movement demand curves are structured to preclude
significant loss of territory. If each component is assumed essential
to prosecute the straegy at the time it.is required, then failure to

meet the 1ift demand may result in a failure in strategy.

(U) If we accept the premise that we can probably hold ground
with a force equal to about half of the attacker's, but will probably
lose ground if our force is less than one-third of his, then it follows
that the longer a shortfall of capability from demand persists (and the
larger this shortfall is), the more likely it is that we will be forced
to give up ground. Thus, a return to the original demand curve will no
longer be adequate. If this is true, then there is greater value in
reducing a shortfall that has existed only a short time than in making
an equal lengfh reduction in a shortfall of the same magnitude that has
existed for a longer time. Similarly, there is greater value in elimi-
nating or reducing a shortfall that occurs early than in eliminating or
making an equivalent reduction in a shortfall of equal magnitude that
occurs several days later.

(U) These ideas are illustrated in Fig. 10.2, which shows hypo-.
thetical demand and capability curves with éﬁshortfali_between'tﬁbm; The
shortfall has been divid;d iﬁto-boxes by day and by the incremen;al
shortfall each day. If the idéég above are true, then the greaéest
value should be #ésigned to eliminating the shortfall in box "A", and

:." | ; 10-4 ‘ 7"{‘ ~
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value should decline as one moves to the right and up, with the least

value assigned to eliminating the shortfall in box A

B (U) 1If each box in the shortfall is assigned a value and these
values are summed, the result might be called the "weighted shortfall.”
This measure of effectiveness (MOE) for programs used in this study 1is
the reduction they make in the weighted shortfall under the 1986 base
line DoD program. {(This is computed by subtracting the weighted
shortfall for each program from the weighted shortfall with the base

line program).

\If'classic attack-defense force ratios are applied in
Scenario I, faflure to meet the schedule for the approximate
divisions required in the’ first days to face, enemy divzgiahs -
could regquire a division force to dgiggﬁ;he;enemy out at a later
time. In Scenario II, the approximate __ division force required to
face as many as Soviet divisions after! days, could presumably have
to be expanded to about divisions (nea¥i§_6 times the amount of force
we planned to deploy) to retake Southern Iran if it were lost. These
forces are far beyond what the United States will have available during
peacetime. The expense to ;ecruit, trgin, equip, and maintain such
forces would be large (20 year life cycle cost for a fully supported
mechanized division is approximately $50 billion!). The tradeoff would
weigh heavily in favor of additional mobility capability. Both the
actual expense and the American disposition favor a relatively small,
highly trained force which can be moved rapidly to any trouble spot in

the world.

(U) The weighted shortfall measure of effectiveness provides a

useful tool for structuring alternative prograums. However, it alone is

insufficient to provide all the necessary insights into the potential
contribution of such programs. Therefore, once an alternative was
developed, it was tested through computer simulation on each scenario

with results portrayed in terms of both reduction in shortfall and

improvement in unit closures. {
e ——
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10.4 DESCRIPTION OF ALTERMATIVES

(U) The study examined incremental system alternatives for the
three mobility modes: airlift, prepositioning, and sealift. For each
mode, a set of programs were developed, with each program structured at
"geveral levels of capability. Airlift capability has been normalized to
nillion-ton-miles/day (MTM/D)(e.g., 44 C-5s provide 10 MTM/D of capa-
city). Sealift and prepositioning programs are expressed in terms of
tons of materiel that can be carried in a single trip (e.g., 12 Maine
Class RO/ROs have a payload of approximately 100K gons), or tons of
materiel prepositioned. Incremental system alternatives for each

mobility mode are described below.

10.4.1 Airlift

(U) Aircraft capable of carying the full range of equipment
with and without austere airfield capability. This could be a new
design or a derivative of an exigting aircraft. Increments of capa~

bility from 10 MTM/D to 25 MTM/D were examined.

(U) Aircraft capable of carrying only oversized and bulk cargo
and operating from major airfields. This type of airlife could be
obtained by CRAF Enhancement, purchase of KC-10s for their cargo
capability, and purchase or lease of a variety of commercial cargo
aircraft. Increments of capability from 10 MTM/D to 20 MTM/D were

examined.

(U) The study included a limited evaluation of the value of
providing tanker support to airlift aircraft. Aerial refueling in-
creases payload in some cases and decreases cycle time by eliminating en
route BtOPS. In this study, en route basing and overflight rights were
assumed to be available in all allied or normally friendly nations. (All
-_scenarios involve major threats té Persian Gulf oil of NATO.) , Cycle
time reductions through refueling provided only a 3 to 5% 1ncrease in
productivity. Payload improvement ranged from 0 to 37% dependifig on the
type of unit and aircraft. The high payload improvement is associated

. | . | 10-7 1‘( 9
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with movement of armored/mechanized forces. However, in the study sce=-
narios, the types of units deployed by air were those with payloads
usually constrained by floor space. Thus, refueling provided little
improvement. Because improvements were so small, no tanker alternative
"ig included. On the other hand, other studies, with scenarios involving
base and overflight right denials and the delivery of heavier forces
earlier, have demonstrated greater benefits. In addition, this study
did not exmaine tanker support for self-deploying fighter aircraft—-
benefits of which have been amply demonstrated in other studies.

10.4.2 Prepositioning

(U) For each prepositioning generic alternative, 100K tons was
used as the base program in Southwest Asia for Scenarios I, II, and 1V,
and in Europe for Scenario III. Increments above or below this value

were tested when composing final programs.
(u) Land-based prepositioning of wunit equipment

(U) Maritime prepositioning of unit equipment in ships similar
to those being acquired for the existing MP5 program.

(U) Land-based prepositioning of resupply and ammunition.
(U) Maritime prepositioning of resupply and ammunition

10.4.2.1 Sealift

(U) Very fast sealift of the sort that might be provided by
surface effects ships. Two versions were examinéd: one with a payload
of 3K tons and a speed of 65 knots full or empty and one with a payload
of 7K tons and a speed of 35 knots full or 50 knots empty. In each case
sufficient ships were considered to move 100K tons’ per trip. . . o

(U) Dedicated fast sealift of the sort provided by the’SL-7
(enough ships to move 100K tons per trip).

10-8
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(U) Dedicated RO/RO ships (enough to move 100K tons per trip).

10.4.3 Weighted Shortfall Reductions
(U) Table 10.1 shows the weighted shortfall reductions, by
"scenario, that can be attributed to each of the individual systems

examined when they are added to the 1986 base line force. All values
are scenarlo dependent,'being affected by features of the scenario Buch
as warning time and sequencing priority. Prepositioning programs are
particularly sensitive to the amount of airlift available and priority
afforded the residual cargo for airlift. For example, 1f a unit with
prepositioned equipment were accorded higher priority (i.e., shifted to
earlier RDD or allocated airlift out of sequence), the prepositioned
cargo would be "closed” earlier and a higher value would result for the
measure of effectiveness. However, tactical feasibility may preclude
this. In the table, a range is shown for prepositioning programs. The
upper value assumes that sufficient airlift is allocated to move
residual cargoes by their RDD; the lower value assumes that residual
cargo must wait its turn in the established priority sequence. (This is
only true for prepositioning programs with wnit equipment; resupply and
ammunition has no residual cargo.) Other programs are less sensitive,
but effectiveness may vary if systems compete for the movement of
materiel. The table also shows the estimated cost to procure each

system and operate it for 20 years.

10.5 APPLICATION OF THE WEIGHTED SHORTFALL MEASURE OF EFFECTIVENESS
(U) The weighted measure of effectiveness permits comparison of
a wide range of programs on a common scale and is useful in struc-
turing composite programs, but we cannot merely find the system that
makes the largest reduction per dollar and buy enough of it to eliminate
 the shortfall. For example, attempts to satisfy all the shortfalls
with é program that doesn't deliver early make little 'sense (e;g%, no-
matter how much "fast sealift”™ we buy, we céﬁ‘t satisf? the shortfalls
at C+10). On the other hand, attempts ‘to satisfy all the shortfalls
with a program that prdduces early deliveries may be not only unaf ford-
able but also infeasible due to operational limitations. (For example,

, 10-9 Ry
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TABLE 10.1 (U)

. 1 .
INCREMENTAL MOBILITY PROGRAM ALTERNATIVES COST AND CAPABILITY DATA (U)
Cost (B2 38) Reduction in Baseline Shortfall by Scenarfo
(M1111ons of Welghted Tons)
.14 Proc 20 Yr 085 20 ¥r LT T IT IT1 v
AMriife _ 2
Outsize, Austere Alrfield Capable 5
10 MTM/D 0.5-1.3 6.3-6.5 8.0-10.4 14.8-18.2 0.7 1.2 1.2 3.4
15 NTM/D 0.5-1.3 8.7-9.3 11.9-15.6 21.1-26.2 0.9 2.3 1.6 4.9
20 MTM/D 0.5-1.3 11.0-11.6 15.9-20.9 27.4-33.8 1.1 2.7 2.0 1.8
25 NTM/D . 3 0.5-1.3 13.3-14.3 20.0-26.1 33.8-41.7 1.2 2.9 2.2 9.3
Oversize, Main Airbase Capable &
10 NTM/D 0-0.5 4.8-5.8 8.4-9.8 13.7-16.1 0.8 0.8 0.6 1.8
15 MTM/D 0-0.5 6.5-7.4 12.9-14.2 19.4-22.1 0.9 0.9 0.9 5.5
20 MTM/D 0-0.5 8.9-9.9 17.3-18.9 26.2-29.3 1.2 2.0 1.2 6.2
Preasitiomng 4
Land-Based Prepositioning of
Unit .Equipment (1C00KTons) 0 1.1-1.3 0.4-0.5 1.5-1.8 1.7-1.7 3.2-3.3 0.8-2.6 6.4-6.5
Maritime Prepositioning of
Unit Equipment (100KTons) 0 1.1-3.6 3.3-20 4.4-5.7 1.7-1.7 3.2-3.3 0.8-2.6 6.4-6.5
Lahd-Based Preppsitioning of
‘Rasupply and Ammo (100KTons) 0 0.6-0.7 0.4-0.5 1.0-1.2 1.6 1.8 0.9 3.7
Maritime Predositioning of
Resupply and Ammo {100KTons) 0 1.2-1.3 1.3-1.4 2.5-2.7 1.6 3.8 0.9 3.7
Sealift ? '
Yery Fast Ships {100KTons) 0.% 3.5-9.9 5.6-13.2 9.6-23.6 . 1.7-1.2 4.4-6.8 2.0-1.4 12.6-9.4
Dedicated Fast RO/RO Ships (100KTons) O 1.4-1.6 1.1-1.2 2.5-2.8 1.1 1.6 0.5 6.0
Dedicated RO/RD Ships {100KTons) [} 0-2.3 2.9-1.7 2.9-4.0 0.9 0.7 0.4 5.8

“

1
{U) Except for an sustere field capable airlifter, costes do rot reflect Intratheater movements from APOD/SPOD or preponitioning locationas.
z(II‘.l The cost depends on whether a new design or a derivative is chosen.

J(U) The cost depande on which particular sircraft is procured.

&
(U) The procuremsnt cost depends oo what type of units are prepasitioned. In sddition, totsl cost for maritime-based slternatives depends
on the type of ship used—existing, modified, or new--and whether chartered or operated by MSC.

,(U) The cost depends dn what particular ship is selected in each category.

G(U) Cowparidon of thess two figures highlights an acomaly for use of tons as the sessure. 1In this scenario the outaize airlifter, early-onm,
1s carrylng outsize cargo that Is significantly less dense than the cargo carried by the equally capable oversize fleet. With incremental
additions, this difference becomes of lesser importance.

I(U) Range for cost snd shortfall reduction: left hand figures—7K ton payload shipe; right hand figures—IK ton payload ships.
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130 MT™/D of additional airlift--approximately 600 C-5 equivalents--
would be needed to eliminate the shortfall in Scenario II). Furthermore,
because prepositioning 1s complemented by airlift, combinations of -these
two systems often produce & greater reduction than the sum of their re-
ductions when considered separately.

Figure 10.3 dépicté the results of the base line simulation
(1966-&;;ability) for Scenario II. The shaded portion identifies the
shortfall between force closure capability and 1ift demand in terms of -
cumulative tonnage. Along the abscissa, the figure shows the approxi-
mate earliest closure possible from the various generic elements of
mobility. Airlift begins early but delivers relatively small amounts
of tonnage. On the other hand, airlift, in concert with prepositioning,
can close substantial amounts of tonnage commencing approximately with
the start of the second week of deployment. Although it is possible to
achieve earlier closures, certain operational limitations (e.g., the
time required for break—out and marry-up), as well as some scenario
assumptions

‘become the limiting factors. Not wuntil approxi-
mately the end of the fourth week are substantial amounts of shipping
able to arrive. Assuming a preloading of ships during warning time
and/or elosure could be accelerated by 5 to 12
days. Conventional sealift from CONUS begins to deliver massive tonnage
toward the end of the fifth week. Again, closures
could begin somewhat earlier. (Earlier deliGeries‘by conventional

sealift are from the Western Pacific.)

(U) The generic elements of mobility not only complement each

other over time but also are mutually supporting. Figure 10.4 illus-—

" trates these interactions.  Airlift deploys the passengers fog p;eposi?

tioning and sealift, as well as residual carpo for prepositioning—-
certain items that are quite expensive and difficult to maintaid in
storage. In addition, when prepositioning sites or ports are distant

o , 10-11 ﬁ 3
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from operating locations, alrlift can provide intratheater transporta-
tion. In some instances, sealift might also provide intratheater
transportation for prepositioning; in a sense this is what maritime-

- based prepositioning is.

(U) The measure is useful (particularly when used in concert
with cost data) to compare programs that can compete over similar time
frames. For example, in Scenario II, two programs with the same level
of total capability {15 million-ton—miles/day)--the first a commercial
oversize derivative and the second, a new military outsize cargo air-
craft--produce substantially different results, 0.9 and 2.3 million
weighted tons of shortfall reduction respectively. Although the outsize-
carrier may cost more ($21B to $26B in 20 yr LCC vs $19B to $22B for the
oversize carrier), the outsize aircraft would appear to be more
effective in terms of cost per unit of shortfall reduction. For most of
these scenarios, the types of cargo required early are large but not
dense. Iterations of various lift levels with this measure indicated,
in general, that an outsize carrier providing both outsize and oversize

capability is more efficient than an oversize carrier.

10.6 CONSTRUCTION OF ALTERNATIVE PROGRAMS

(U) A given mobility program will produce very different re-
gults in different scenarios. Thus, the "best”™ program for one scenario
may turn out to be marginal for another scenario. The effects of a
combination of alternatives may produce results very different from the
results achleved by siﬁply summing the effects of each alternmative. Not
only are there synergistic effects between programs (e.g., airlift and
prepositioning), but there are also cases where various mobility com
ponents compete for movement of the same materiel. A detaiied examina~
tion of the nature of the shortfall in each scenario-was madi to identi-

fy the types and amounts of capability needed in each- scenario. The
following describes, by scenario, the ‘insights gained. 4

10-14
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10.6.1 Scenario I
- The 1986 base line force meets qumulativé lift demand by
The maximum shortfall persists for
unti]l fast sealift, folioﬁé&ib&_coqveﬁgipng} sealift,
"closes the gap. Additional fast sealift
: could close the shortfall "earlier, but such ships would
not be required to achieve 11ft objectives if programs to eliminate
shortfalls in the are provided. The rapid response of
SL-7s can produce closures as early as After about there -
will be sufficient sealift to meet requiremeﬁts. Without additional
airlift and prepositioning, however, we can only deploy of the cargo

required in the

(U) Throughout the deployment, the shortfall consists primarily
of Army requirements. Candidates for prepositioning of unit equipment
exist in this scenario, but might not be feasible because significant
portions of equipment in units to be deployed are not suitable for
prepositioning (e.g., helicopters). The result is that storage might
not be under the same concept as POMCUS in Europe. We might be re-
stricted to storing support equipment (e.g., trucks) rather than
complete sets of combat equipment. In addition, as we accelerate unit
closures, sustainability becomes more demanding. Thus, prepositioning
of ammunition and resuppiy, beyond that which accompanies forces, would
be very useful. Prepositioning at operational locations may not be
feasible, but prepositioning in locations such as Egypt may be viable.
Airlift from Egypt (oné-sixth the distance to the Persian Gulf from the
US) could then be accomplished in significantly less time than airlift
from CONUS. Maritime-based prepositioning 1s also practiégl. Although
about twice as expensive as an equivalent land-based option, it provides
 added flexibility, and avoids the inherent problems of land-baged |
prepositioning in the Middle East. ’

-4
a -

(U) This scenario could absorb large increases in airlift and'

thus several levels were tested. Beyond 15 MTM/D, incremental increases
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in capability produce substantially smaller benefits per dollar. Twenty
MTM/D was selected largely due to the fact that, with this level of air-~
1ift and some judicious use of warning to move maritime based prepo-

sitioning, shortfalls could be reduced considerably.

(U) Based on the foregoing, the preferred program would contain
(beyond 1986 base line capability) approximately 20 MTM/D of outsize/-
oversize cargo aircraft capability, maritime or land-based preposition-
ing for up to 150K tons of resupply and ammunition, and up to 100K tons

of unit equipment of all Services.

10.6.2 Scenario 11

In this scenario, about the same capability 1is required
early to elfminate the shortfalls as in Scenarioc I. Thus, the same set
of alternatives applies. 1In addition, the requiremgnt for larger rein-
forcing forces in the can effectively exploit
additional RO/RO shipping. Additional capability of approximately 100K
tons, in concert with the existing fast ships program (SL-7s), would
support deployment of a
force (with support). The increase in early capability, plus the con-
tributions of this dedicated sealift force, could significantly reduce
the shortfall in the case where Suez is open. Prepositioning, both
maritime and land-based, for these forces would be necessary to meet the

demand in the case of Suez closed.

10.6.3 Scenario III
 Shortfall in this scenario results from the need to deploy

early additional forces to support the Army's 10-division .
D-day force, and the negd to reinforce between with'
additional Arﬁy divisions. Neithér-airlift, prepositioning, gor: fast
sealift are avallable in the base line force_té satisfy these demands.

4

Additions of tons of‘prepositioniﬁg
- or sealift could eliminate the short-

Pl

fall. Because the land required for that much prepositioning would be
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very difficult to obtain, and sealift is needed in other scenarios,
sealift becomes a preferred choice for those combat units required
beyond C+10 . o For those units required prior
to C+10 " some combination of prepositioning,
host nation support, or other mobility means will be developed after
:further negotiations with European allies. The costs associated with
this last program are quite uncertain and could range from near zero, 1if
all could be accommodated by host nation support, to higher levels
assoclated with prepositioning, or even higher with additional airlift.
For purposes of costing and program evaluation, all the isg

assumed prepositioned.

10.6.4 Scenario IV ——
. _For Scenario IV, the shortfall in the Persian Gulf

”fis about the same as in Scenario I and can be eliminated
“wiﬁh the same alternatives as previously discussed. It should be noted,
however, that these alternatives must be shared with the European rein-
forcement. Positive benefits are realized for additional dedicated
RO/RO shipping. Additiomal airlift, beyond 20 MTM/D, would be desir-
able to enhance flexibility to rapidly respond to these divergent con-
tingencies. However, it shows only marginal benefits, particularly
since it is competing-—once NATO reinforcement commences—-with a well

mobilized sealift force.
10.7 ALTERNATIVE PROGRAMS

10.7.1 Evaluation

(u) From the aforementioned considerations, two a%tefnative
programs were structured. Both programs preposition 130K'tons of
_1 munitions and resupply in Southwgst Asia, provide for édditiona} MPS for
a third brigade-sized ﬁAGTF prepositioning program, and add Jgrying
levels of additional airlift and dedicated sealift. Program A‘adds 20
million-ton-miles/day (MTM/D) of outsize/oversize airlift and 100K tons
(payload) of dedicated RO/RO shipping. Program B adds 35 MTM/D of

o R 10-17 7



outsize/oversize airlift and 270K tons of dedicated RO/RO shipping. An
excursion to Program B adds an additional 100K tons of prepositioning in
place of the additional airlift. Table 10.2 gsummarizes the components

for each program and the excursion.

(U) Figures 10.5 through 10.7 show the ability of two programs
and the excursiom, respectively, to meet the scenario demands. Table
10.3 shows resultant values of base line and program sho;tfalls in
millions of weighted tons. Unit closure data comparing the performance
of each program with capabilities in 1986 are shown on Figs. 10.8
through 10.43 at the end of this section.

Scenario 1. Neither program fully meets the demands of
Scenario 1, and Program B does only marginally better than Program A,

despite a 50-60Z increase in costs.

In Program B, the additional airlift provides oniy
marginal improvement, without substantially wmore prepositioning, and
most of the additiomal gsealift goes unused because gealift capacity
exceeds the amount of cargo to be moved. In the Program Excursion,
there is not enough airlift to realize the full benefits of preposition=
ing, and most of the additional sealift goes unused as in the case of

Program B.

Scenario II.

’

Program A would better meet the demands for Scenario II. Under these
game circumstances, Program B.would perform only marginally better. The

program excursion would essentially meet the demand but the
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TABLE 10.2 (U)
MOBILITY PROGRAM COMPOSITION (U)

Baseline (1986)

- Current Airlift Enhancement Programs-—-the C-5 wing modifi-
cation, additional C-141/C-5 spares and crews, and the CRAF
Enhancement Program

- The SL-7 Fast Dedicated Sealift Program (8 fast RO/RO ships)
- Six divisions of POMCUS in NATO
- Additional USAF and USMC Prepositioning in NATO

- Maritime Prepositioning Ship Program--as a follow-on to the
current Near Term Program—-for two brigade-sized MAGTF

Additions to Baseline

~ Program A

e 130,000 tons of prepositioned munitions and resupply
in Southwest Asia

e MPS for a third brigade-sized MAGTF

e 20 million~-ton-miles per day of additional outsize/
oversize airlift capability

e Dedicated RO/RO shipping with capacity for 100K tons

e Provision of adequate support to the Army's D-day
force in Europe through some combination of preposi-
tioning, host nation support, ot other mobility means
to be developed after further negotiations with
European allies '

- Program B. In addition to Program A:

e 15 million-ton-miles/day of additional outsize/oversize
airlift capability

e Dedicated RO/RO shipping with capacity for 170K tons

- Excursion--In place of all the additional airlift (35 MIM/D)
in Program B:

e 100K tons of prépositioning in Southwest Asia

- g 10-19 : ‘12,‘?'
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Figure 10.5.

(U) Program A: Lift Demand,
Shortfall Reduction
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Figure 10.6. (U) Program Bz ‘Lift Demand, Shortfall, apd -
" Shortfall Reduction - N

- _ 10-21



Figure 10.7. (u) Program'Excursion:_ Lift Demand, Shortfall,
" and Shortfall Reduction
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TABLE 10.3 (U)

RESULTANT SHORTFALL (MILLIONS OF WEIGHTED TONS) (U)

Program Scenario 1  Scenario IT Scenario I11  Scenario IV
1986 Base Line 4.55 12,76 7.06 19. 34
Program A 2.87 3.94 4.59 2.16
Program B | 1.85 2.81 —_ 3.66 1.61
Program Excursion 3.05 6.12 4,58 2.38

’ s

a6’
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early shortfalls would remain because airlift would still be insuffi-
" eient to realize the full benefits of prepositioning.

(U) Scenario II1I. Both programs do about equally well in

meeting the demands of Scenario III, but the Program Excursion is unable
to close POMCUS units on schedule without additional airlift and thus

shows markedly reduced'performance.

(U) Scenario IV. Both programs and the excursion perform about
the same in Scenario IV. The split theaters and shortfall over an ’
extended period diminish some of the importance demonstrated by early
arrival in the other scenarios. Thus incremental shipping alternatives

demonstrate greater productivity.

(U) 1In general, flexibility, deterrent value, vulnerability,
procurement schedule, public acceptability, and operational constraints
vary among programs and scenarios. Taken in the order shown, the

differences are as follows:

. (U) Flexibility - Slight edge to B, in that the additional
capability in all categories can be a hedge against ob-
struction of or attrition in any single mode. Both pro-
grams are significantly more flexible than the excursion,

 particularly where destinations are not immediately acces—

sible from oceans.

. (U) Deterrent Value - Slight edge to B, then A, over the

" excursion, due to the increased ability for early response

provided by airlift.

. (U) Vulnerability & Very scenario dependent. In Sceﬁafio
I neither ‘airlift, sealift, nor preposifioning programs are’
particularly vulmetable. In Scenarios I1I, I1I, and IV the

concentration of large quantities of equipment aboard a few

o 10-24
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ships, as opposed to the small size and large numbers of
individual airlifted cargeoes, would provide an edge to

Program B, then A.

. (U) Procurement Schedule — The airlift programs, in

particular, could extend realization of capabllity for both
Programs A and B over the excursions; however, partial

. capability could occur on a virtually coincident schedule
with additional shipbulding ifs derivative aircraft are

acquired.

. (U) Acceptability - No particular distinction is apparent

for any of the programs since there is no domestic or

foreign preference.

(U) Operational Constraints — Both programs contain possi-

bilities for operational conmstraints to detract from
capability as greater levels are achieved. At this point

though, neither program has an advantage.

10.7.2 Scenario Dependance
(U) As previously pointed out, the results qf any mobility

analysis are dependant upon the scenarios. This must be kept in mind
when evaluating results because incorrect conclusioms could be reached
if only one scenario is considered. Since one of the desirable
attributes of a mobility force is f;exibility, it is necessary to
consider multiple scenarios to understand this interplay in detail. One
example that demonstrates the impact of scenﬁrio dependance is the

deployment of the MPS.:

’

The first computer results for.Scenario I showed'tﬁe units
from the MPS brigades closing , This
was a somewhat surprising rgsdlf'Eonsiderlng the ships were to be close

to the debarkation point at the start of the deployment. Investigation

-
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revealed that the delay in closure was due to the late delivery of the
residual cargo by air which was in turn caused by the heavy demand for
Air Force and Marine fly in echelon equipment movement in the early
days. A commander may choose to allocate sufficient airlift to the MPS
units to achieve much earlier closure. This scenario change moved the
MPS: unit closure forward at the expense of delaying two Army

brigades

As a further example, consider the following scenario.
The national command authorities could conduct a show of resolve prior
to hostilities by delivering a brigade of Marines to a port in the
Persian Gulf as rapidly as possible. The NTPS could sail during warning
and be combat ready in days éfter'arrival in port. After the
improved deprocessing of the MPS becomes available, the unit could be
combat ready in less than days after ship arrival. Depending upon
scenarios, the same unit could be ready for combat im the region well

before hostilities commenced or within days thereafter.

10.7.3 Costs and Schedules
~ (U) The exact costs and schedules for Programs A and B will

depend on details that have not yet been decided. First, the mix and
types of airlift aircraft are uncertain. In all cases, except Scenario
I, at least half of the additional aircraft must have outsized cargo
capabllity to afoid an outsized cargo cosntraint. In all cases, the
capability to deliver cargo directly to austere airfields would improve
closure times and provide 2 hedge against loss of the airfields and
ports closest to destinations. Table 10.4 displays a range of costs for
each program. For airlift components, the uppef bound consists of a
program in which all-additional airlift 18 outsize cargo capaﬁle, the
lower bound consists of an oversize/outsize mix with at least half.out--
size capable. For prepositioning components the range is detefmined by
(1) all land-based (low) or (2) maritime—based (high). These schedules
are based on fastest feasible schedule from a production standpoint,
yet competition_for "funding with other program cquld result in a slower

- A 1(}-.26 wa
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PROGRAM A
Airiifel
;sea1if:2
Prepositioning3
Totaisl

_ PROGRAM B -

© atr1afel
Sealift?
Prepositi$n1n33~
Total?

EXCURSION
Air1ifel
Sealift?
Prepositioning4
Total?

TABLE 10.4 (U) .
PROGRAM COST SCHEDULE (U)

(Total Acquisition and Operations Costs)

8 8 85 86 87 88 89 %0 83-90
0.5-0.6 1.5-3.2 2.6-4.1 3.4-4.5 3.1-0.7 3.0-0.6 0.7-0.7 1.0-0.7 15.8-15.1
0.1 0.5 0.6 0.6 0.7 0.1 0.1 0.1 2.8
0.3-0.5 1.3-1.7 1.2-1.8 1.,0-1.9 0.4-1.1 0.4-0.5 0.2-0.3 0.2-0.3 5.0-8.1
0.9-1.2 3.3-5.4 4.4-6.5 5.0-7.0 1.8-4.9 1.1-3.6 1.0-1.1 1.0-1.4 22.9-26.7
2.1-2.3 4.1-5.2 5.1-6.7 3.6-4.8 3.5-1.1 3.5-1.1 1.2-1.2 1.5-1.2 24.6-23.6
0.3 0.8 1.0 1.0 1.0 1.1 1.1 1.2 7.5
0-3_0-5 1-3"1-7 102-1.8 1-0—1.9 0-4—1.1 0-5-0.5 002-0-3 0.2-0.3 5-0"8-1
2-7-3-1 6.2—707 7-3"9-5 5.6-7-7 2-5_506 2-6"5-1 2-5"2.6 2-6"3-0 3601_40.2
0.3 0.8 1.0 1.0 1.0 1.1 1.1 1.2 7.5
0.4-0.6 1.4-2.0 1.6-2.4 1.2-1.5 0.6-1.5 0.7-0.8 0.2-0.4 0.2-0.4 6.3-9.6
0.7-0.9 2.2-2.8 2.6-3.4 2.2-2.5 1.6-2,5 1.8-1.9 1.3-1.5 1.4-1.6 13.8-17.1

1(U) To the extent that CRAF Enhancement could satisfy some of the additional cargo capacity these costs could
~ be reduced. . A

2(U) Costs are baged on RO/RO ship acquisition.
be substantially reduced.
3(U) Consists of: TAKX for 1 brigade; 130K tons resupply and ammunition {(land-based vs. maritime-based);
120K tons for early Army support for NATO.

4(U) Consists of:

TAKX for 1 brigade;
220K tons unit equipment (land-based vs.

130K tons resuppl

maritime-based)--120K tons for NATO,
5(U) Range for total 1s sum of highest possible and lowest possible cost for each year.

To the extent that ships could be leased/chartered costs could

and ammunition (land-based vs. maritime-based);
100K tons for Persian Gulf.
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(U) For both programs, near term produceability for additional
gsealift and prepositioning programs would provide nearly full capability
well before 1990 and thus serve to shore up some early and mid-term

scenario deployment objectives.

10.8 ADDITIONAL FINDINGS
(U) The following are additions to any of the programs above
for which this study has shown some positive benefits, and that we may

wish to adopt, increase, or accelerate after further study.

. (U) En route and destination base capacity including
POL.

. (U) Adaptive systems for improved container ship
utilization.

. (U) Acquisition of systems to improve ship offload in

austere regions.

. (U) Very Fast Ships (Surface Effects Ships).

. (U) Acquisition of heavy equipment transporters for

armored/mechanized forces.

(U) The first measure highlights the need to adequately provide
base and POL capability for all mobility programs consistent with added
capability. Failure to do so could result in an overstatement of wobil-
ity capability. Comnversely, limiting the type an& size of recommended
programs to those for which base and POL availability is nowicertain
~ could preclude implementﬁtion of the preferred strategy of forward

defense. . ‘ Y PP

i

(U) The second measure tésults from a need to better utilize

our vast container-ship resoufces. In scenario simulations, despite the

’

-,
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shortage of militarily useful ships, large numbers of fast container
ships went unused since loading of unit equipment was not readily accom-
modated. It appears that emphasis on systems that improve container

ship utilization (flat racks, SEA SHEDS) merit attention.

(U) We have already proposed initiatives in budgets and pro-
grams to improve ship offload capability in austere enviromments, but
additional emphasis may be needed in this area as we enhance our sealift
capability. In many regions, ports will either be unavailable or in- -
adequate, and thus, logistics over the shore (LOTS) programs should
receive heightened visibility. In addition, most of the underutilized
container ships identified in the second measure, are also non-self
sustaining, hence, programs are also required to enhance our ability to

offload these ships in developed ports.

(U) Very fast ships (surface effect ships) demonstrated great
productivity in all scenarlos. They were not included in Programs A or
B because cost and technological feasibility are uncertain, and measu-
rable capability may not be achievable before early 1990s. Development
programs should be continued to reduce these uncertainties in light of
the potential for high productivity, reduced vulnerability, and the ad-
ditional dimension they could provide surface delivery of cargo.

(U) The intratheater analysis highlights the importance of the
ability to move forces over potentially extended ground LOCs. Extended
ground movement of armor/mechanized forces is slow and increases de-
structive wear én combat vehicles. The provision of heavy equipment
transporters for tracked vehicles could greatly enhance capabilities in
.the near term, particularly in austere enviromments. '

. . , . -
10.9 RECOMMENDATION

(U) Neither program is able to satisfy all unit closureJ

requirements. Program A is recommended as the preferred program.

Although 1t has somewhat less"capability than Program B, the cost is
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significantly less. Although the excursion to Program B is of even less
cost than Program A, it fails to provide the rapid deployment necessary
to implement the defensive strategies outlined by the Joint Chiefs of
Staff in the study scenarios. The extended delay caused by overreliance
on shipping in this excursion would probably invalidate the defensive
strategy, with the level of combat forces specified. Rapid deployment
in support of US force projection strategy 1s essential. The ability of
the US to move forces quickly not only enhances deterrence; 1if
deterrence fails, it may make the difference between defeat and a

sucéessful'defenge.
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"Pages 10-31 through 10-66 are withheld. They are figures in the general 5
form of Figure 1.8 in Volume I. Figure titles are in the list of figures
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APPENDIX A (U)

DEPARTMENT OF DEFENSE AUTHORIZATION ACT, 1981 (Extract) (U)
JOINT EXPLANATORY STATEMENT OF THE COMMITTEE OF CONFERENCE (Extract) (U)

{This section is totally unclassified.)
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APPENDIX A

DEPARTMENT OF DEFENSE AUTHORIZATION ACT, 1981

Extract
C—X AIRCRAFT PROGRAM

SEC. 203. (a) None of the funds authorized to be appropriated by
this title may be obligated or expended for the full-scale engineering
development or procurement of the C-X or any other new transport air-
craft until the Secretary of Defense has certified in writing to the
Congress——

(1) that the national security requirements of the United
States for additional military airlift capability merit initiation
of the C-X alrcraft program;

(2) that the magnitude and nature of the military cargo and
material to be airlifted to the Indian Ocean area and other areas
of potential conflict are sufficiently well defined to permit iden-
tification of a deficiency in military airlift capability;

(3) that the magnitude and characteristics of military cargo
and material to be transported by air to such areas are sufficient-
ly well defined to provide clear justification and design para-
meters for such aircraft; and

(4) that plans for aircraft are sufficiently well developed
to make such full-scale engineering development both economical
and technically feasible.

{b) The Secretary of Defense shall conduct a study to determine
overall United States military mobility requirements. Such study shall
include an analysis of the total mix of airlift, sealift, and preposi-
tioning of war materials required for the United States to respond to
military contingencies in the Indian Ocean area and other areas of
potential conflict during the decade of the 1980's. The Secretary shall
submit a report to the Committees on Armed Services of the Senate and
House of Representatives not later than February 1, 1981, on the results
of such study, together with such comments and recommendations as the
Secretary considers appropriate, including recommendations for specific

. programs to provide an adequate overall military transportation capacity
for the United States. ‘ ' ‘ '

(¢) Not more than $35,000,000, of the funds authorized to be

appropriated by this title may be obligated or expended for the C-X
aircraft program. Of such amount, not more than $15,000,000 may be

A-3
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obligated or expended before February 1, 1981, and the remainder of such
amount may be obligated or expended only after the expiration of 60 days
following the submission to the Congress of the report required by
subsection (b).

JOINT EXPLANATORY STATEMENT OF THE COMMITTEE OF CONFERENCE

Extract

C-X aircraft (Sec. 203)

The Air Force requested $81.3 million to begin full-scale develop-
ment of a new strategic airlift aircraft designated C-X. The House
authorized no funds for this program, while the Senate authorized $50.0
million.

Because the Air Force estimated that the C-X would require $6.7
billion in R&D and procurement funds for fiscal years 1982 through 1985,
and because the conferees share a number of concerns about the C-X
program, language was adopted for the bill that:

Restricts the authorization of the $35 million for development of
this aircraft agreed to by the conferees. None of these funds may be
obligated or expended for full-scale development or procurement of the
C-X aircraft until the Secretary of Defense certifies to the Congress:

that the requirements for additional military airlift
capability merit initiation of the C-X program,

that the magnitude and nature of the military cargo and
materiel to be alrlifted to the Indian Ocean area and other
areas of potential conflict are sufficiently well-defined
to permit identification of the need for additional airlift
capability,

that the magnitude and characteristics of military cargo
and materiel to be transported by air to such areas are
sufficiently well-defined to provide clear justification
and design paramaters for such aircraft, and

that plans for such aircraft are sufficiently well-
developed to make such full-scale engineering development
both.economical and technically feasible.

Requires the Secretary of Defense to perform a study on overall
U.S. military mobility requirements. This study is to include an

analysis of the total mix of airlift, sealift and prepositioning
programs to allow the U.S. to respond to military contingencies during

A4
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the 1980's—-to include contingencies in the Indian Ocean area. The
Secretary shall report to the Congress not later than February 1, 1981,
on the results of this study, and he shall make recommendations on
specific programs to provide an adequate overall military transportation
capacity for the United States. -

Restricts the funds that can be obligated and expended prior to
February 1, 1981, to $15,000,000. Remaining funds may be obligated and
expended 60 days following submission of the report required by the
Secretary.

The study that provides the basis for the report should focus on
lift demands posed by situations of concern to field commanders in the
Indian Ocean and Persian gulf reglons, but should also treat situations
in other theaters (such as those in NATO) as necessary--to explore fully
the need for additional investment in long-range lift.

Specifically, for each situation of concern to fleld commanders
that is chosen for study, each of the following should be thoroughly
addressed:

The threat to be neuralized by the employment of U.S. military
forces;

Those U.S. forces considered necessary to meet the threat—-
deployed in an operationally sound time sequence;

The 1lift demand created by deployment of these U.S. forces——in
terms of unit equipment, ammunition, support times and resupply
items. (Two aspects of time should be shown for 1lift demand. This
demand should be displayed by day or mobilization (day 5, day 10,
etc.)--for each year of the decade of the 1980's;

Special considerations imposed by the environment of the areas
under consideration such as airfield and port facilities;

"The capability of existing 1lift resources against this need.
(These resources should include airlift, sealift and preposition-
ing-both land-based and maritime);

Where gaps are shown to exist between the lift demand and the
capabilities provided by existing lift resources, preferred addi-
tions to existing resources that will close these gaps within the
following categories:

Incremental airlift and support (including tankers)
Incremental outsize airlift and support (including tankers)
Incremental sealift and support

Incremental prepositioning and support

Other additions;

A-5
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The cost of the preferred set of additions--as a profile of
costs through the 1980's and 1990's to include:

Development costs
Procurement costs
Operating and support costs;

To demonstrate the cost—effectiveness of the preferred set of
additions, the capabilities and costs provided by at least one

alternative set of additions to present lift forces——in the same
format as the preferred set.

A-6
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APPENDIX B (U)

MEMORANDUM FOR THE SECRETARY OF THE AIR FORCE,
CHAIRMAN, JOINT CHIEFS OF STAFF, UNDER SECRETARY
OF DEFENSE (R&E), ASSISTANT SECRETARY OF DEFENSE (PA&E)

SUBJECT: CONGRESSIONALLY MANDATED MOBILITY STUDY (U)

(This section is totally unclassified.)
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APPENDIX B
THE DEPUTY SECRETARY 0F DEFENSE

WASHINGTON, D.C. 20301

JUN 27 1980

MEMORANDUM FOR THE SECRETARY OF THE AIR FORCE
CHAIRMAN, JOINT CHIEFS OF STAFF
UNDER SECRETARY OF DEFENSE (REE)
ASSISTANT SECRETARY OF DEFENSE (PAGE)

SUBJECT: Congressionally Mandated Mobility Study

The Senate Armed Services Committee has authorized $50 million for the
development of the C-X, of which only $10 million could be spent prior
to February 1, 1981. The remainder would be released only 90 days

after submission by the Secretary of Defense of a study of the 1lift
requirements for deployments of U.S. military forces, the outline of
which is set out in an excerpt from the Cormittee's Report (Enclosure A).

I assume the requirement for such a study will be sustained in
conference, and, of course, it may well be modified. I have two
objectives in mind. First, we must complete the study promptly if
we are to avoid delays in the critically important C-X program.
And sécond, the study must be totally objective and credible.

I propose that the study be supervised by a steering committee of the
above addressees, which I will chair. The Secretary of the Army and
the Secretary of the Navy will each be invited to send an observer to
steering committee meetings. The overall study coordinator, with
responsibility for supervision and coordination of the project, will be
USD(RGE). . I intend to maintain close supervision of progress by the
steering committee, including resolution by that committee, or the
chairman where necessary, of any differences that may arise between
study participants. Although no one is to be excluded from any
specific area of study, primary responsibility will be allocated as -
follows: "

® (CJCS: A description of appropriate planning scenarios, together
i7ith the first five items on p. 2 of Enclosure A, including -
for each planning scenario the threat to be dealt with, the U.S.
and allied (if any) forces needed, the time-phased deployment
demands thereby created (to include all Services), support and
resupply requirements, and special considerations imposed by
the enviromment of the area under concern, such as airfield
and port facilities. I am particularly anxious to have the
Chairman's endorsement of the operational suitability and
practicality of the scenarios we are to examine as typical of
those he would be likely to recormend should an actual crisis
occur.

| ~
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ASD(PASE): For each of the planning scenarios chosen by
TJCS, the remaining four items listed on p. Z of Enclosure A,
inciuding estimates of our current ability to meet overall
1ift requirements, and least-cost mixes of airlift, sealift,
and prepositioning to correct deficiencies.

USD(RGE): 1Issues involving estimates of technology, including
specifically analysis of capability of existing aircraft to
meet outsize airlift requirements, equipment performance,
development and production leadtimes, and feasible production
rates. This includes the responsibility to designate the
alternative designs to be considered for the proposed aircraft.

SEC AF: Coordinate with each of the above, submitting such
suggestions and designs as are considered helpful and appropriate.

I will be in contact with each of you shortly to arrange for our initial
plamming meeting. :

W Cuhay (il

W. Graham Claytor, Jr.

Attach: Encl A

Copy to:

Secretary of the Army
Secretary of the Navy

™
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Report Language ’ 1 Enclosure A

c-X

The Air Force requested $81.3 million to begin full-scale development
of a new strategic airlift designated C-X. The projected requirements for
this program total $6.7 billion in R&D and procurement for fiscal year 1982
through 1985. .

Because of a number of concerns about this program, the committee ap-
proved language for inclusion in the fiscal year 1981 defense authorization
bill that:

—-Authorizes $50 million for development of the C-X. None of these
funds may be used for full-scale engineering development of this
aircraft until the Secretary of Defense certifies to Congress:

(1) That the magnitude and characteristics of the military cargo
and material which must be transported by air to the Indian Ocean
area in military emergencies are sufficiently well-defined so as
to provide a clear justification and design parameters for such
alrcraft and

(2) That plans for such aircraft are sufficiently well-developed
to make such full-scale engineering development both economical
and technically feasible;

--Allows $10 million of this amount to be obligated and expended
prior to February 1, 1981;

—-Allows the remainder of the amount authorized ($40 million) to be
obligated and expended after the expiration of 90 days following
the submission of a study described below.

The committee believes that the support of commitments to NATO, the
Persian Gulf, the Far East and assuring timely and adequate response to
contingencies which are increasingly likely in other areas justify the
procurement of substantially more long-range strategic 1lift. Consequently,
they support in principle the administration's initiatives toward this goal
but they are not convinced that the C-X concept proposed by the Air Force
should be supported to meet new long-range strategic lift requirements. The
committee believes that fulfillment of these requirements should be based
upon a careful analysis of total lift demands, taking into account existing
resources and potential enhancements--to include airlift, sealift, and
prepositioning.

, The committee alsoc believes that identification of necessary long-
range 1ift augmentations requires a thorough analysis of all relevant
factors, including anticipated response-time requirements, comparative
vulnerability, and relative capacities in situations likely to be of con-
cern to field commanders during the decade of the 1980s. This analysis

" should form the basis for new airlift and sealift initiatives, as well as
for the design of suitable ships, new aircraft or derivatives of existing
aircraft. 1In this regard, the committee is particularly concerned that
new~generation aircraft or derivatives should be designed for compatibility
with newrgeneration vehicles and equipment, particularly lightweight
armored vehicles now in production and likely to be in production in the
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future. It is not clear that a concept optimized for strategic

airlift of heavy armor into remote, austere fields as envisioned in the

Air Force C-X concept is military valid. If not, it may prove -desirable

to employ sealift or prepositioning for heavy equipment and to employ airlift
primarily for the rapid deployment of light units--to include those equipped
with lightweight armored vehicles.

To meet the committee's concerns, language was included in the bill
requiring the Secretary of Defense to conduct a study of the lift require-
ments for deployments of US military forces. This study should focus on
1ift demands posed by situations of concern in the Indian Ocean and Persian
Gulf regions, but should also treat situations in other theaters (such as
those in NATQO) as necessary--to explore fully the need for additional in-
_vestment in long-range lift.

Specifically, for each situation of concern to field commanders that
is chosen for study, each of the following should be thoroughly addressed:

-=The threat to be neutralized by the employment of US military
forces;

--Those US forces considered necessary to meet the threat--
deployed in an operationally sound time sequence;

--The 1ift demand created by deployment of these US forces--
in terms of unit equipment, ammunition, support times and
resupply items. (Two aspects of time should be shown for
lift demand. This demand should be displayed by day of
mobilization (day 5, day 10, etc.)--for each year of the
decade of the 1980s);

--Those portions of the demand for transportation capacity
which would require special treatment such as large, out-
sized equipment, flammables, high explosives, and time~
urgent replenishment;

--Special considerations imposed by the environment of the
areas under consideration such as airfield and port

facilities;

--The capability of existing lift resources against this
need. (These resources should include airlift, sealift and
prepositioning--both land-based and maritime);

~-Where gaps are shown to exist between the lift demand and
the capabilities provided by existing lift resources, pre-
. ferred additions to existing resources that will close
those gaps within the following categories:
Incremental airlift and support (including tankers)
Incremental outsize airlift and support (including
tankers)
Incremental sealift and support
Incremental prepositioning and support
Other additions;
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--The cost of the preferred set of additilons--as a profile of
costs through the 1980s and 1990s to include:
Development costs
Procurement costs -
Operating and support costs;

--To demonstrate the cost-effectiveness of the preferred set
of additions, the capabilities and costs provided by at
least one alternative set of additions to present lift forces--
in the same format as the preferred set.

It is recognized that insuring adequate long-range strategic lift is a
matter of highest national priority and urgency. Consequently, the com-
mittee requests that the study, as outlined above, be conducted with all
deliberate speed by the Secretary of Defense to identify the proper approach
to new strategic 1ift and to specify the associated initial operating capa-
bility date for any long-range strategic airlift enhancements, to include
new aireraft or derivatives of in-service aircraft that may be proposed.

The study and associated program recommendations, as required by the bill,
shall be forwarded by the Secretary of Defense to the committee no later
than December 1, 1980.

B-7 N
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APPENDIX C
CATALOG OF ASSUMPTIONS AND DATA FOR CONGRESSIONALLY

MANDATED MOBILITY STUDY

c.l INTRODUCTION

C.1.1 GENERAL

(U) The assumptions and data necessary to examine the strategic
mobility implications of movement to worldwide theaters of operation
are provided in this appendix. The data provided were compiled for
use by the Interactive Strategic Deployment Model (ISDM) prior to the

study and supplemented as required during its conduct.

C.1.2 TIME PERIOD
(U) 1Information is provided for current (FY 82), mid-range (FY
86) and long-range (FY 90).

C.1.3 SCENARIOS
(U) The scenarios supplied by the JCS for use in the analysis
are listed below. Detailed discussion of each scenario is contained

in separate section of this report.

) Reglonal conflict in the Persian Gulf (Scenario I) Soviet
e Invasion of Iran (Scenario II)

° NATO-Warsaw Pact conflict (Scenario III)

® Conflict in the Persian Gulf with a precautionary

reinforcement in Europe (Scenario IV)

.

C.1.4 GENERAL ASSUMPTIONS

1. (U) Force packages devéIOped by the JCS are constrained and
not necessarily considered to be adequate to counter the threat and
achieve all US strategy objectives. The JCS reserves the right to

continue to update assessments and forces for similar scenarios on

c-3
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other efforts. Force sizes developed for this study are not to be
construed as a “"final" JCS position/recommendation. In addition, the
Steering Group does not feel that the simultanéous scenario represents
the most demanding, plausible case, but for reasons of data base
availability and the urgency of this analysis, it is considered

acceptable,

2. (U) This study will be neither a force sizing séudy nor a
statement of US policy regarding commitmént of forces. No policiles or
international agreements previously agreed to by the United States
will be considered changed in any way by this study, nor will results
be in any way treated as indications of changes in policy. The study
will focus on military-related capabilities, needs and the total mix
of airlift, sealift, and prepositioning programs to support US mobil-
ity objectives. The study will demonstrate how mobility resources are

employed using representative forces in representative scenarios.

3. (U) For each scenario, forces are specifically identified

and will not be available to reinforce other regions in subsequent

scenarios.

4, (U) All forces to be moved will .be existing or programmed
forces consistent with FY 82-86 FYDP as modified by PDM/APDM 82-86.
All equipment to be moved will be existing or programmed. Baseline
forces will be 1986 for all time periods.

_ 5. {(U) Time-phased force deployment data provided by the
Services will be the most récently developed data bases from similar

planning scenarios and will be used solely for the purposes of this

analysis.

’r ,.‘
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(U) Mobility Forces Program Assumptions

(a) (U) For FY 82 use forces existing or funded

through FY 8l.
(b) (U) Projected program changes beyond FY 82:

* poMcuUs £ill (FY 86)

) C—5/C-1&1 spares

® USMC prepo in Iceland and Norway (FY 83)
. USAF prepo for NATO reinforcement (FY 83)
. Aerial Tanker Program

. Fast Sealift (SL-7)

. Maritime Prepositioning éhips (MPS)

C.1.5 SECTION CONTENTS

(v

The assumptions and data contained in the following

sections are grouped as follows:

Basic Mobility Assumptions (Sec. c.2.1)

Air and Sealift Assets, Capabilities, and Operational
Variables (Sec. C.2.2)

Simulation Time and Disfance Data and Assumptions (Sec.
C02.3-)

Program Forces (Sec. C.2.4)

. ’f ]
Detailed CMMS Assumptions by Scenario (Extracted from JCS
Scenarios)(Sec. C.2.5) '

Intratheater Deployment Analysis Assumptions (Sec. Cc.2.6)

c-5
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C.2 DATA AND ASSUMPTIONS

C.2.1 BASIC MOBILITY ASSUMPTIONS

c.2.1.1 Terms . . . .. -
(a) (U) C-Day. Day deployment commences.

(b) (U) Availability. Days after C-Day that unié/cargo is

available to start movement from peacetime locations or mobilization
station in order to meet RDD. Units will be available in sufficient

time to meet their RDDs.

.(¢) (U) RDD. For analysis purposes, the Required Delivery
Date (RDD) will be considered as the required arrival/closure at the
battlefield objective area (relative to C-Day) rather than arrival in

theater.

(d) (U) Delivery. Day after C-Day that unit/cargo arrives

at a port of debarkation.

(e) (U) Closure. Day after C-Day unit/cargo is in wartime

location.

C.2.1»27Warning Time

o Mobilization activities and force deployments relative to
C-Day will be used as a variation in this analysis. Warning time

prior to C-Day will be used to




C€.2.1.7 Suez Canal

e mr b maw AT dem =

C.2.1.3 Unit Integrity

T (U) Combat force increments 1deﬁt1fied for 1lift will be

deployed so as to maintain unit integrity at the level to which it is
identified in the data base, (normally battalion, company or squadron
level). Each increment will be moved in its entirety before
deployment of subsequent increments can begin unless movement of

follow-on increments does not delay closure of a preceding unit.

C.2.1.4 Time-Phased Deployment

N o Forces will be scheduled for deployment so as to ensure a
balance of combat and non-divisional support and accompanying
Supplies,_ Resupply and amﬁuqitipn buildup will be scheduled to

achleve

C.2.1.5 Allied Resources

B (ﬁa' Wi&h.thé exception ;f NAfO reinforcement, the mobility
forces possessed by friemndly nations will not be available to move US
forces. For NATO reinforcement, allied ships are available after NATO
M-day, and NATO Civil Augmentation Aircraft {NCAA) cargo aircraft
committed by the Allies on M-Day will be available for on-load in the
CONUS at NATO M+3.

C.2.1.6 Convoying
(U) In non-NATO contingencies, US ships will not be convoyed.

For scenarios which include NATO, convoys will be employed in
accordance with existing convoy policy. Attrition will be treated as
a study variation. (See "Convoying Policy and Movement Factors,”

Sec. C.2.2.2.8.)

L3

W) Fér Persian Gulf/Indfgn’Ocean contingencies the
availability of the Suez Canal will be treated as a variable in the
analysis (both open and closed) to assess impact on mobility force

composition and force closures.
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c.2.1.8 Prepositioning _
(U) Prepositioned shortages, to include POMCUS and PWRMs,
will be considered as 1ift requirements. CONUS based non-POMCUS units

will be considered as fully equipped.

€.2.1.9 POL o

(U) For the‘purpese of.intertheater mobility analyses to
determine the capability of common user transportation aseets to
deploy US combat and support forces, POL stocks will be considered
adequate at en route and objective area bases/ports. However, to
underscore the magnitude of the POL requirement, the report will
contain a section providing information on estimated POL needs for a

representative Persian Gulf contingency.

c.2.1. 10 Water
h (U) Water will be considered sufficiently available at
certain port locations for all forces moved, and will be analyzed as

an intratheater movement requirement in the non-NATO contingencies.

C.2.1.11 Aircraft Routing and Overflight

(u) 'Aircraft routing and the requirements for overflight

rights and en route basing will be as described in each scenario.

€.2.1.12 Qffload
(U) Adrcraft and ships (except amphibious ships) will
offload only at locations where appropriate materials handling

equipment (MHE) or port facilities are available.

LY

€.2.1.13 Weather
(U)< ‘For the purpose of the analysis, weather will not be

considered a limiting factor. o

Cc-8
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C.2.2 AIR AND SEALIFT ASSETS, CAPABILITIES, AND OPERATIONAL VARIABLES

C.2.2.1 Airlift

C.2.2.1.1 General

(U) The following describes the airlift resources programmed
for end FY 1982 and 1986. The capability represented by these assets
is the baseline upon which increases in capability due to tﬁe C-X and
other mobility programs will be evaluated. The airlift resources
available for air movement of combat forces include assets from the
Military Af{rlift Command (MAC) and the US Civil Reserve Air Fleet
(CRAF). For the NATO Scenarios (III and IV), European civil cargo
aircraft are also available All tabular data on airlift resources

and operating parameters are shown on Tables C.l through C.l1 located

at the end of Sec. C.2.2.1.

C.2.2.1.2 Military Airlift Command Intertheater Resources

(a) (U) The military intertheater airlift force of 70 C-5
and 234 C-141 aircraft represents thernumber of aircraft that are
available for operational commitment. The actual inventory is
someghat higher. Those aircraft over and above the avaflable assets
are dedicated to special projects, undergoing overhaul, and/or being
used in training activities and are not considered readily available

for operational commitment.

(b) (U) The aircraft available for planning is dependent
upon the scenario and the anber of aircraft committed to out-of-
theater sﬁpport. The aircraft used in each scenario are listed in
Table C.1 and their time—phase& availability shown i{n Table C.3.

" Tilme-phased availability is based on .the fact that most airlift
aircraft will not be on—alert on éFDéy because they will be employed

on continuation training and theater resupply missions.

c-9 ' _ ?)5/
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(c) (U) The C-5 and C-141 aircraft are organized into 4
squadrons of C-5s and 13 squadrons of C-1l41s. Each of these active
squadrons is augmented by a colocated reserve associate unit which
does not possess aircraft but participates in the operation and
maintenance of the active force aircraft., This arrangement is
critical to the ability to surge (increase) the aircraft flying hour
rates in response to an emergency. The planned phase-in of reserve
crew members and maintenance personnel accounts for a portién of the

delay in reaching full wartime utilization rates.

(d) The airlift capability contributed by a specific
aircraft is a function of payload,lspeed, and number of hours flown in
a given time period. Variations in the level of logistic and opera-
tional support available to the airlift force also has a direct
influence on the attainable daily utilization rate. The utilization
rates shown in Table C.2 represent aircraft capability for FY 1982 and
FY 1986. The increase of utilization rates between FY 1982 and FY
1986 is a result of the US Air Force program to acquire needed war
readiness material (WRM) spare parts for the C-5 and C-141 aircraft
and an increase in C-5 crew ratio from the current 3.25:]1 crews per

_aircraft to 4.0 to 1.

(e) ‘While tanker aircraft are not an airlift resource,
they can plé& a major role in intertheater airlift operations. There
are 615 PAA KC-135 tanker aircraft in the existing fleet and 12 KC-10
aircraft becoming available by FY 1983.

(1) 'The primary role of the KC-135 is to support the
Single Integrated Operation Plan (SIOP).
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(2) (U) To support aerial refueling in a NATO
contingency, KC—135 tanker aircraft are needed to support
tactical fighter/reconnaissance deﬁloyment operations
and, when available, provide air refueling support for
the C-5s8 and C-l4ls. KC-10 aircraft are not committed to
the SIOP and will be used as mobility assets (tanker/

tanker—-cargo).

(3) (U) Tanker support will also be required in the
event of a US unilateral military invelvement in the
Mideast. This support is critical if en route bases and
overflight rights are denied. '

{4) (U) There 1s a competing requirement for tanker
support. Because total requirements exceed tanker

capablility, the use of air refueling in each specific
situation must be adjudicated according to the demands

of the situation and competing requirements.

C.2.2.1.3 Civil Reserve Air Fleet
(a) (U) The actual numbers of ailrcraft for each CRAF stage

have been converted into B-747 and B-707 equivalents for cargo and

passengers and are reflected in Table C.l.

"(b) (U) CRAF aircraft provide a major portion of passenger

and cargo movement capability.

(¢) {(U) The CRAF can be activated in three stages as a func-
tion of the seriousness of the crisis. CRAF Stage I may be imple-
mented by CINCMAC and is provided for expansion of peacetime civil
"augmentation airlift normally évaq&able.' CRAF II must be activated by

the Secretary of Defense. These aircraft are voluntarily provided by

Cc-11
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the civil carriers and represent those aircraft required for a wminor
contingency that would be applied to a national crisis without
significantly disrupting economic operation of the civil air industry.
CRAF Stage III 1is activated by the Secretary of Defense with the
approval of the President and is usually associated with declaration
of a national emergency. The civil air carrier industry will be
disrupted by this action since it includes 100 percent of l?ng range
civil cafgo capability and approximately 60 percent of long range
civil passenger capability.

C.2.2.1.4 Military Airlift Command Intratheater Airlife

Resources _ .
(a) From FY 1982 through FY 1986, the United States will
have 506 PAA C-130 airlift aircraft. These will be available for
worldwide intratheater tactical airlift support. Of the total aircraft
authorized, 216 are assigned to active duty MAC units. All active
duty C-130 aircraft are equipped with Station Keeping Equipment (SKE),
and 48 of these are also equipped with the Adverse Weather Aerial
Delivery System (AWADS). The active duty aircraft are assigned to 14
squadrons; 13 have 16 PAA and . squadron has 10 authorized.

(b) (U) The US Air Force Reserve and Air National Guard
airlift forces total 288 C-130 aircraft assfgned to 31 squadrons
located throughout the CONUS,

(¢) (U) Augmenting Air Force C-130 airlift afrcraft in time
" of national eme}gency will be 26 Boeing-727 and 14 DC 8-50F freighcaf
aircréft. These are - CRAF short—f!née international aircraft that
would support airlift requirements from the CONUS to close off-shore

destinations (Greenland, Caribbean, Alaska).



C.2.2.1.5 Resource Utilization
(a) (U) The current military airlift force (PAA) consists of

234 Cc-141s, 70 C-5s, and 506 C-130s. Most will be avallable within a

few days regardless of the degree of mobilization.

(b) (U) Consideration must be given to other worldwide

airlift requirements.

(c) _ _ _Under partial mobilization the Joint Chiefs of Staff
wi;lmaqucqéé;__w__ - for other worldwide needs, leaving

%£§éilab1é_for deployment.

(d) Under full mobilizationi;__m__ ) _are

__available to support the deployment with
“aircraft allocated for
support of other theaters. US civilian aircraft that are specifially

identified for military use are in the CRAF.

(d) (U) CRAF Stage II aircraft are assumed to be available at

their onload bases 24 hours after activation.
(£) (U) CRAF Stage III aircraft are assumed to be available

at their onload bases 48 hours (72 hours for NATO Civil Augmentation
Aircraft (NCAA) after activation of CRAF Stage III and declaration of

NATO/US full mobilization.

’f /
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(g) (U) CRAF enhancement i{s treated as study variable.

() (U) C-130 aircraft resources are not available for the
intertheater movement role. C-130 airlift resources deployed to the

Persian Gulf are not available for NATO.

. €.2.2.1.6 Airlift Attrition
Alrlift attrition will be considered as a variable

(attrition as shown in Table C.4 or no attrition) in order to deter—
mine its impact on the mobility planning force size. These numbers
are valid for the NATO war portion of the scenario only. Aircraft
attrition varies with the length of ground time in a hostile
environment. Attrition will not be considered for the Persian Culf —
Scenario I, however, it will be a study variable in Scenario II. NATO
intertheater attrition for the C-X will use C-141 factors. NCAA

aircraft attrition will be assumed same as CRAF,

C.2.,2.1.7 Aircraft Cabin Loads
(U) Tables and C.9 C.10 identify average aircraft payloads

used for simulations by the types of cargo to be moved. The Alrlife
Loading Model (ALM) optimizes the loading of aircraft for spaces and
payload. Average payloads were determined by loading each aircraft
type individually with each unit/commodity. The following assumptions

were used to generate this table:

M Units are loaded at battélion level or lower and

represent 1986 modernized forces.

e All equipment for the unit level specified is available

for loading.
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Passengers were loaded aboard military cargo aircraft on
a space available basis (after cargo) with the following

maximum limits:
c-5 73 pax
C-141 70 pax
Critical leg of 3100 n mi
No fuel is required in the objective area.

Resupply bulk pallets are 2.3 tons each. Ammunition

pallets are 3.3 tons each.

Average payloads are those achieved if each aircraft type
15 expected to airlift the commodity type (aggregation of
units i.e., Air Force) by itself.

Maximum Allowable Cabin Loads (ACL){pounds) are as showm
in Table C.5.

Lower lobe capability for B-747 equivalent cargo aircraft
was used for bulk cargo. Average lower lobe capacities
based upon 15 1b/ft3 were factored into B-747 average
payloads. This allows up to 45 short tons in the lower
lobe of the B-747 as limited by the maximum ACL.

Lowef lobe utilization in CRAF passenger aircraft is

based on data contained in Tables C.6 and C.7. We use 300
and 350 1b per man for the non-NATO and NATO deployments
respectively. (See Section C.2.2.1.9 for expanded explan-
ation of this cqmputation.) Thus the lower lobe capa-

bility after the individual's weight and accompanying
baggage 1s subtracted is as shown in Table C.7.

!r ;
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(U) Aircraft block speeds as a function of aerial refueling

are as shown in Table C.8.

(U) Aerial refueling will be used as a study variation for

military aircraft.

C.2.2.1.8 Airlift Movement Planning Factors.
(U) The factors shown in Table C.11 are used by the

Interactive Strategic Deployment Model (ISDM) to compute "closure™

when added to the "delivery” date.

Cc-16
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TABLE C.1,

~N s W

e 18
ATRCRAFT AVAILABLE FOR ANALYSIS ()
A
FY 82 FY 86 FY 90
MAC Part, Mob, Full Mob. Part. Mob, Fu!l Mob, Part. Mob, Full Mob.
c-5 ‘
C-141B
C-130
CRAF
Wide Body Cargo> 4
Narrow Body
Cargo® 6
Narrow Body Pax>
Wide-Body Pax®
NATO CivIl Augmenta-
tion Alrcraft (NCAA)
Wide Body
Cargod 4 7
Narrow-Body
Carg05 67
NOTES:
}  tndicates Primary Authorized Aircratt 9 Includes the currentiy programmed CRAF enhancement
(PAA) avalliabile for employment, alrcraft and s predicated on program Implemen-
2 wil) be dedicated o the Persian: tatlon and continued funding for 43 wide-body
Gulf and to iran for intra- . silrcratt (32-B747 equivalents) by FY 86. Number
theater alrlltt, In ( ) show wlthout CRAF Enhancement (53-B747
B747 .equivalents, _ equivalents). . .
Used for oversize and bulk cargo, IO’ .:Assunes CRAF Enhancement funding by FY B6-88 for
B707 equlivalents, - “f " 22 additional wide-body slrcraft to achleve the
Used for bulk cargo only, current objectlive of 65 CRAF Enhancement air-
Assumes percent of forecast NATO craft (50-B747 equivalents), and & civll
capablil ity less France. procurement of one B747 snd one DC-10 cargo
8 The number of C-X aircraft required capable aircraft each year from 1987 through
for the moblllty force Is a study 1990 outside the CRAF Enhancement program.
varliable, " Balance of C-130 aircraft support cther theaters
' and are not available for deployment. i
c-17 '



TABLE C.2

UTILIZATION RATES (HOU'RS)]'
PARTIAL AND FULL MOBILIZATION (U)

FY 1582

c-5 2

c-141 2

CRAF 3

C-130

FY 1986 and 1990

c_524

c-141 2 4

CRAF 3

C-130

c-x 45

NOTES:

1

Represents the average flying hours per day per alrcraft
attainable for the PAA Inventory In Table B-1,

Roflects estimated utlllzation rates that will be attalnable with
the anticipated level of WRM spares and alrcrew/maintenance manning
for the Fiscal Year indicated,

CRAF and NCAA fleet are both assumed to have the capablility to
sustaln these utillzation rates, Assumes CRAF/NCAA sel f-support
Is in place and avallasble when needed.

¥ i

‘t .
FY 86 and 90 predicated on funding of necessary WRM spares and
alrcrew/maintenance manning to achieve objective utlilzation rates.

C-X utli!{izatlon rates are applicable +o FY 90 only, and are

estimates considering known factors regarding current &irllft force
structure capablilty. C-X Is a varlable resource for the anslysis.

Cc-18
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TABLE C.3 (M)
TIME-PHASED AIRCRAFT AVAILABILITY

19(U)

Sconar to 11 (NATO-Worsow Pact Confl ict)

Scenorlo IV (Slmult, PG & Europe)

¥ o= Mel) {C-Day = M-Day) iCoey s WOep h'L‘\
e CM C¥5-60 Chay o 2 coeols C-Dsy C# C#2  C#-13  CH6-17 C+18  CH9-g0 ¢ \
1962 \
C-3 7 a7 5 5 a7 55 ] 64 (1) ol % 8 (7] 7 a8 131 1] (7] 64 ;
c-tar 2 57 151 1% 199 1 % [ T1 ) 25 107 187 199 2% 87 1 % 199 21 215 ns
B-TA? Cargo 3 10 0 24 24 24 bl 2&24 9 0 2 9 5 ) 4 N 1] bl 49 5 ;‘
B-707 Cargo > 10 0 (A} s (] s\m o s k| 2 [ a8 e [\ ™ 123 b
B-707 PAX 5 10 0 1 1 1 1 1 1 ' 0 0 1/’91/ 7
-7 pax 3 10 0 ” 15 15 15 18 15 13 ) o 143 us !
J906. ‘
cs 6. 7 47 55 65 4 53 63 s 64 54 {
c-141 2 o 151 158 199 (£ 158 L T 1) 215 107 2% 23 ?
0/ ]
BT Cargo 3 T 10 M 0 33 b1} 3 35 3 L b ] (i1} s 9y l
B-707 Cago 3 10 11 v 0 ¥ ® X » 4/0 I w ‘ i
B-747 Pax 3 10 11 0 5 13 13 13 15 15 156/"1'51 0 187 "7
1990, i
cs 8 ] » 4] [
+ "\ ‘
c-1 2 215 w7 197 9 215 87 1 1% 199 215 \\25 LI
B-747 Cargo 3 TR 10N 12 0 a1 2z 0 &8 4 43 4 12 12 }
+
B2 Corgo 3 1O 1Y - 0 o 4 -as b - - - - - \u
B-747 PAx 3 10 M o o LN LA L o 1518 15 135 187 7
R e T Ty ————— - o
1 Atl roferences o C-day assume C-day |3 24 hours lorg. .
2  Assumos ol! C-dis mro modified by Fy 82,
3 E747 oqulvalents, 1 .
4 Inciudes NATO Clvil Augnentation Alrcraft (WCAAY,
3 8707 equlvalents,
6 Assimos ol | C-5 ere mod[Hlad by FY 86,
T Includos the currently programmed ORAF enhonced alrcraft, snd |s praflcated on pragram implementation ad oontlnund funding for 43 wide body
slrcratt by FY 0§,
8  Assimoy (FAF Enhancemont fund Ing FY 8588 for 22 additional wide baly alrcreft fo schieve the currant objectlve of 63 CRAF onhancement, I
alrcraft, amd 8 clvil procurament of one 0747 and cne (C-10 cargo capsble slreratt sach ysar from 1907 through 1960 outside the CRAF

Enhancaomont Frogeam,
3 G} Is avarisble remuce for the anslysls,

10 Assumes ol | OWF Stege 111 sircroft are ovalisble In 48 lowrs (72 hows for NCAA) &t tholr designatod onload bnses as of 0001 howrs

ofy C42 for CRAF erd C43 for MATD (FY D6 + FY 90},

11 Assumes ol | ORAF Stage 11 alrereft ore svallshia In 24 howrs of thelr desfgnated onlom] tmwes as of ONO1 Pours on O+ (FY B8 & FY ),



TABLE C.4

: 2
AIRLIFT MISSION ATTRITION RATES, EUROPEl 3 4 v
(FY 82, 86, 90) B
Percent of misslons atirited per. period
D-day D+3 o+H0 - o#15 D420 D430 D450 D+70
through through through through through  through  through  through
D+2 D+ D+14 D+1% D+29 D+H9 D469 D+180

cia

Avg Y

1 Mission — trip To and from a destination by one alrcraft,
2 Welghted average based on number of alrcraft for each type aircraft, Attrition rate:

Number of missions lost
Number of mlssions In threat ares

3 ISDM permits only one value for atirition; thus the average value Is used.

4 Percent of sortles In threat area Is

c-20 ' .



UNCLASSIFIED

TABLE C.5 (U)
CARGO ATRCRAFT MAXIMUM ALLOWABLE CABIN LOADS (ACL) (Pounds) (U)

Alr Refueled Non-Air Refueled
c-5423 204,904 198,000
C-m 2 4 : 242,500 201,000
c-1418 2 5  s0,200 75,000
c-x 2 130,000 106,000
CRAF Wide-Body (747 equiv) & - 193,600
CRAF Narrow-Body (707 equlv) 7 - 59,800

1 3,100nm critical leg.

2 2.25 g foad factor + 25kt wind factor, 5% fuel conservatlion, crulse
climb, cruise ciimb contingency fuel reserves.

3 C-5A takeoff/inflight waight = 769,000 |b.

4 C-5A aircraft with wing modification takeoff welight = 794,000 Ib.
5 C-141B takecff/inflight weight = 334,500 Ibs.

6 B-747Eq = B-747-200C.

7 B-707Eq = B-707-300C.

TABLE C.6 (U)
CRAF PASSENGER AIRCRAFT CHARACTERISTICS (U)

Type Seats  Max ACL (Ib)  Max Wt of Each Pax & Baggage (Ib)
747-2008 364 . 146,350 o 402
4 )
707-3208 165 53,900 326
c-21
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TABLE C.7 (U)
PASSENGER AIRCRAFT LOWER LOBE CAPACITY (0

NATO Non-NATO
B-747 9.5 : T 18.6
B-707 0 2,2

vy Expressed in terms of equivalents (i.e.,
bC~10 15 0.7 x 747 equivalents)

TABLE C.8 (U)
AIRCRAFT BLOCK SPEEDS (knots) (U)

Alr Non-Air
Refueled Refueledl
c-5, C-5M 441 , 428
C-141B 425 415
c-X 450 432
B-747 - 455
B-707 _ - 445

1(y) An error in computation of block speeds was discovered when the
study was nearly completed. The values used in simulations (non-air
refueled) were: C-5, C-5M-397; C-141B-386; C-X400. The net effect
on airlift capability was a 4% reduction through use of the lesser

block speeds.

-’f’
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Alr Force

Alrborne

Alrmoblle

Ammunition

Armored

CBAC

¢S

Css

infantry

TABLE C.9 (U)
- AVERAGE PAYLOADS ACHIEVED AT MAXIMUM ACL FOR 3100 n mi CRITICAL LEG

FOR MILITARY AND CIVILIAN AIRCRAFT1 234 {(U)
C-5A © C-5M - cX C-1418  B-7476Q B-707EQ7 °
Outslze? Overslze® Outsize’ Oversize® - Qutsize’ Overs|zeP
49.6 69.2 49.7 69,2 31,3 46.0 23.3 89.3 29.9
49,9 69.5 504 1 .7 31.6 48.2 23.4
59.0 T1.3 59.0 71.5 33.0 37.8 24.) 89.1 29.9
59.2 71.9 61.4 72.7 33.6 38.9 24.6
40.8 . 68.8 40.8 69.3 22.8 35,2 24,2 89.1 29.9
40,9 68.9 41,2 " 69.8 22.8 35,9 24.6
M NA NA NA NA NA 32.5 96.8 29.9
aE 42,9
85.0 84,2 85.2 86.7 48,7 46.3 31.1 87.7 29.9
85.5 86.3 116.4 95.8 61.5 50.0 33.4
85.0 84.2 85.2 86.7 48.9 46.3 31,1 87.7 29.9
85.5 86.3 116.4 95.8 61,5 50.0 33.4
31,7 ~ 12.6 37.7 73.6 24.9 34,3 28.3 87.7 29.9
37.8 74.8 38,0 76.9 24.9 34.4 29.7
92.8 67.4 94,0 87.8 49.7 46 .8 32.1 89.0 29.9
95.4 88.6 107.7 94,5 57.1 48.7 3441
74,2 62.9 74.6 62.9 39,3 33.6 25.6 79.7 ' 29.9
75.0 . 62.9 78,1 65.2 40.8 34,1 26.2
82.4 78,4 83.0 - 71849 43.0 41.7 28.7 87,5 29,9

83.0 719.0 99.2 83.3 33.0 42.4 29.6
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_ TABLE C.9 (Cont.) (U)
AVERAGE PAYLOADS ACHIEVED AT MAXIMUM ACL FOR 3100 n mi CRITICAL LEG

"h<

a314I1SSYIINN

%¢-0

FOR MILITARY AND CIVILIAN AIRCRAFTl 234 (u)
C5A C-5M CX C-141B  B-747EQ B-707EQ’
Outslze’ Oversize® Qutslze’ Oversize® Outslze’ Oversize®

Marfnes 90.6 15,7 91.2 76.5 52.0 - 38,7 26,6 88.0 29.9
92.9 75.8 104,.8 76.2 61.4 38.9 26.2

Mechan | zed 83.4 83.3 85.3 83.4 46.6 44.5 30.8 87.1 29.9
86.1 84.3 109.8 92.6 59.1 46.8 32.6

Navy 9.6 ° 69.2 49.7 69.2 31,3 46.0 233 89.3 29.9
49,9 69.5 ’ 50.1 N7 31.6 48.2 23.4

Prepo < 42.6 298 42.6 29.8 28.7 38.7 14.4 89.1 29.9
- 42,6 29.8 - 42.3 30.3 29,2 416 14,5

Resupply MA - NA NA NA NA NA 29.9 96.8 29.9
29.9

! Average payloads for alrcraft capable of serlal refueling are expressed: Wlthout Aerial Refueling

2 paylosd welght Includes:

With Aerial Refuellng
passengers, bulk, oversize, outsize (C3/C-X only) cargo.
.3 Poyloads exclude welght of pallets and nets (354 Ib) for cargo loading.

4 A1} vehlcles ware loaded to thelr maximum capaclty with bulk cargo sfter vehicie loading, excess alrcraft space/payiosd was

fllled with bulk cargo,

5 Payload when alrcratt Is moving predaminately outslze cargo.

6 Paytoad when alrcratt Is mostly overslze and bulk cargo.

7 Bulk only.
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TABLE C.10 (U)
PERCENTAGE OF AVERAGE PAYLOAD WEIGHT BY CARGO TYPE (EQUIPMENT I..OADED)2

AND AVERAGE # OF PASSENGERS (NATO/NON-NATO) (U)

CSA Ovtslize (AR/Non-AR) C9 Outalze [AR) C3A CM Oversipe C-X Qutalze C=X% Oversire C-1418 BT TEQ
C3M Qutslie (Non-AR) ) (AR Mon-AR) ARMon=AR M/ Mon=AR
pax'  Bulk Over Out |"Pex' Bulk Over-out | Pex! Bulk Over | Pax' Bulk Over Qut | Pex! Bulk Over | pax' Bulk over | Pax' Bulk gver

Alr Forca| 47 ] 9 8| o s 9 8| ¥ 16 8 1 ] e o7 3 0 8 13 5 er - n 8
T Co. 43 s a 3 7

Alrborne | 44 s 20 75| 48 3 on 1] ¥ 13 83 | a3 3y 77 1| 12 1 e 10 %0 - 17 8
F3 5 a2 1 T 1

Alrmobite| 29 5 32 e 29 s 3 e 3 2 1| a e se| 12 2 ] 12 MO - 220’
3 " 42 "% 14 "

Avmun | ¢ lon) N/ H/A N/A N/A R/A - e - - 100 -

AR 10 s+ o w2 w 0 1 3] 17 " 86 [ s 15 m) o2 "oow I " o - 3 6e
12 3 BT 20 9 ’ 9

Armor el 10 L e| 1w 0 T el 1 “ s B 3 01 ml o1 (TR [y oo - % o
7] 20 20 9 9 9

RAC n T T T O 1) ¢ 23 M| 2 19 | 1 A« a2 w7 2 9| 10 3 9 - 23 17
4 ) 3 16 » 12

cs 1" 1 1wl 2 1w ss| 18 0 s 2 1z 8| 10 ([ [y 13" - M8
T 24 2 3 12 9

€ss 20 2w 19| 2 o mwp o s 92| 1 3 n | 9 7 e8| 12 1 ® - 6 o4
1) 70 25 12 10 14

Infantry | 17 3 1z s} 20 ! o 9] 26 1 I I 3w m| 10 17 19 M e - 2% N
20 24 31 13 " 17

MarInes 13 o 4 95| 19 no2 | 38 a7 3 o 13 83| 13 &1 3 22 a7 - 32 se
13 7 63 s 17 2

Hechanlzed| 11 3 13 w2 o 8 @ 13 (LI Y [ 2 12 | 9 13w I3} 6 o - » 67
13 " 18 ] 1] 15 '

Navy a ] y e8| 47 s 9 ms| 36 0w oM 1 s 8 7] 3 10 86 o 13 87 - "o ee
5 35 a2 ) 3 : o

Prepo 51 o 3 M N v o2 | on 3 9| 12 U I % I 2 % 13 2 = - o
0 60 60 TR 6 7

Resvpply N/A N/A WA WA /A - o - - w -

[

t Aver sgn number af passangers (WATO/Non-MATO)

2 jan-moblle unlt equipment (VE) end mccampanylng supplles losded on wnit vehicle where

possible,

Buth percentage Fefliects only pallistized bulk carge,
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TABLE C.11 (U)

ATRLIFT PLANNING FACTORS FOR STRATEGIC DEPLOYMENT ACTIVITY (U)
(Days by Cargo Type)

. _ Marry-Up LOC by Country

UK BEFR GE ¢ IT GR PG IC KO
Alr Force 0 0 0 0 0 © 0 o0 0 O
Prepo 2 2 2 2 2 2 2 2 1 1
Alrborne D 1 2 2 2 2 2 2 2 1 2
Armored D 1 2 2 2 2 2 2 2 1 2
Armored B 1 2 2 2 2 2 2 2 1 2
Mech D 1 -2 2 2 2 2 2 2 1 2
24th Mech 1 2 2 2 2 2 2 2 1 2
Alrmobile D 1 2 2 2 2 2 2 2 1 2
Air Cav B 1 2 2 2 2 2 2 2 1 2
Infantry D 1 2 2 2 2 2 2 2 1 2
Infantry B 1 2 2 2 2 2 2 2 1 2
Arm Cav Rg 1 2 2 2 2 2 2 2 1 2
24th Spt 1 2 2 2 2 2 2 2 1 2
NONDIV Cht 1 2 2 2 2 2 2 2 1 2
Tac Support 1 2 2 2 2 2 2 2 1 2
Marines 1 2 2 2 2 2 2 2 1 1
Navy 1 2 2 2 2 2 2 2 1 2
Resupply 0 2 2 2 2 2 2 2 1 2
Ammunition 0 2 2 2 2 2 2 2 1 2
NOTE:

POM = Preparation for Movement

LOC = Line of Communication Movement

Country Codes = UK=United Kingdom; BE-FR=Belgium-France; GE=FED. REP.
GER.; SP=Spain; IT= Italy; GR=Greece; IC=Iceland, NO=
Norway; PG=Persian Gulf--intratheater analysis will be
examined in detail outside of computer simulation in
this study.,

- (ME
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C.2.2.2 Sealift

C.2.2.2,1 General

(U) As was the case for airlift forces, the number of stra-
tegic sealift ships available to support US force deployments is
debendent upon the scenario under consideration. In a NATO contin-
gency, for example, US shipping assets would be augmented by non—US
. NATO ships. A deployment such as .cone to the Persian Gulf cdn be
supported by several sources of sealift. Under conditions of ship
availability which have been labeled for study purposes "nonmobilized”
(Scenario I), this study assumes that ships will be drawn from the
MSC-controlled fleet, the RRF of the NDRF, voluntary charters from the
US Merchant Marine, and assets of the US Merchant Marine committed to
the SRP; It should be emphasized that although not included in non-
mobjilized 1lift forces for study purposes, selective requisitioning is
permitted in accordance with .the provisions of public law, on the
issuance of a presidential directive stating that such requisitioning
is required for the national defense. Under conditions of 1lift avail-
ability labeled "mobilized™ (Scenario I, II, and IV), this study
assumes use of ships from the MSC—controlled fleet, the NDRF (includ-
ing the RRF) and requisitioning of US flag and EUSC shipping. All
tabular data on sealift resources and operation parameters is shown

on Tables C.12 through C.20 at the end of Sec. C.2.2.2.

C.2.2.2.2 Sealift Resources
- (a) (U) MSC--Controlled Fleet. This fleet is sized for the

peacetime movement of cargo and has. a very limited surge
capability. Eor purposes of this study the FY 82 MS5C '
controlled fleet ‘is assumed to be about 20 dry cargo
ghips and 30 tankers. The MSC maintains about five of .

~ these shipé in a Redrced Operating Status (RDS). This
US Navy funded program maintains in readiness ships not
continuously in use so they can be placed on-berth

within 3-5 days of notification for a coatingency.

c-27 | ' . L
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(b)

(c)

(&

(e).

(U) US-Flag Merchant Marine Fleet. Other than volun-

tary charters, availability of ships from this fleet is
governed by the Merchant Marine Act of 1936, as amended
which permits requisitioning, purchase, or charter of
any vessel owned by US citizens or under construction
within the US whenever the President declares a national
emergency or proclaims that needs of national.security

make it advisable.

(U) Effective US Control (EUSC) Fleet. The ships in
this fleet are US-owned or US-controlled ships of for-

elgn registry (Panama, Honduras, Liberia) of 1000

gross tons or more with agreements with the Maritime
Adminisistration (MARAD) and can reasonably be expected
to be made available for US use in time of emergency.
Although there are over 400 ships currently in this
category, only about 15 dry cargo and 52 tankérs are

suitable for military use.

National Defense Reserve Fleet (NDRF). The NDRF

is comprised of preserved merchant and ex-US Navy. ships
maintained by MARAD. Included are 130 Victory ships,
nine Seatrain ships, and nine tankers which have been
{dentified for reactivation and use in a strategic
mobility sealift role. The NDRF would normally be
available only during periods of national emergency.
Breakout time in the event of mobilization is estimated
to be 21 days for the first ship, with the last ship
becoming available by the 60th day.

‘(U) Ready Reserve Force (RRF). The RRF has been

established as an ﬁ}epent of NDRF by the Department of -
the Navy and MARAD. Ships are placed in the RRF after
being upgraded, and they provide a dedicated fleet which
can be placed on-berth within 5-10 days of notification.



(£)

(8)

(h)

UNCLASSIFIED

There are currently about 26 dry cargo ships in the RRF

and the program is scheduled to grow to over 40 ships,
including some tankers, by FY 1986.

(U) Non-US NATO Shipping. Procedures have been estab-

lished to make non-US NATO shipping available to the
United States for the reinforcement of Europe in the
event of a NATO war. Nearly 650 dry cargo ships are
earmarked to satisfy a potential requirement for 400

NATO bottoms.

(U) Sealift Readiness Program (SRP). Ships in this

program are contractually committed for DoD use in

contingencies (nonmobilized). Their callup for military
use must be agreed to jointly by the Secretaries of
Defense and Commerce. Commitment 6f ships by owners is
a prerequisite to sharing in peacetime DoD cargo 1ift
contracts or to receive certain maritime subsidies.
Shipping companies with ships in the SRP are to make
their fleets available on the following schedule:

(1) 20X within 10 days.
(2) 50X within 30 days.
(3) 100X within 60 days.

Currently, this program includes about 175 dry cargo
ships and 40 tankers.

(U) Amphibious Shipping. Table C.12 shows the type

and number of amphibious ships currently available and
programmed fofr FY 1986. The table also reflects the
quantity notionally required to 1ift the AE of a MAF.

!r'
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C.2.2.2.3 Out—of-Theater and Civil Economy Requirements

(a) (U) General. There exists a workload which competes with
the Service requirements for 1lift resources during a contingency de-
ployment. This workload consists of the materiel needed to support
DoD commitments in other parts of the world and to prevent severe
restrictions on the US war effort at home. These requirements are
constant and recurring. Therefore, for planning purposes,'ships and

aircraft adequate for the workload are withheld for this missionm.

(b) (U) Airlift. The out-of-theater airlift is the planned
amount of airlift capability considered necessary to sustain copera-
tional activities related to the maintenance of combat readiness in
those theaters not involved in combat operations. It is sized at a
minimum level of airlift capability on a route structure and fre-
quency-of-service basis established by the Joint Chiefs of Staff. The
airlift requirement includes consideration of such items as Embassy
support, aeromedical evacuation, and special assignment airlift
missions. Transportation requirements for force deployments,
redeployments, and contingency operatiocns are not included in the
category of additional airlift. Depending on the requirements, and
urgency of a given situation, part or all of this airlift may be
allocated for support of specific military operations. However, for

planning purposes, it is not considered available.

(¢) (U) Sealift

(1) (U) Sealift withheld for DoD support is the planned
amount of sealift capability considered necessary to
support conCurreht requirements in support of out-of-
éheater readiness planning and i{s sized at a minimum

level established b? the Joint Chiefs of Staff. This

requirement provides for:

o Assured support of essential resupply of DoD forces
and bases in overseas theaters not in the geographic
areas of contingency operations.

C-30
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o Transport of essential military assistance commodities

to and from other countries.

(2) (U) Complementary to the out of theater force readiness
! sealift requirement is the need to consider ship require-

ments related to the support of the civil wartime econ-
omy. The seaiift withheld for thie purpose is, coordin-
ated with the MARAD and relates to inbound, outbound, and
coast-wise commercial sea traffic considered necessary to
maintain a viable US economic base.

C.2.2.2.4 Resource Availability

The total sealift resources available (less ship

withholds) for use in the various scenarios are shown in Table C.13.
All ships information used in this study is contained in a data base
maintained by OASD(PA&E) called "SHIPS MASTER". This data base was
created from characteristics and availability data received by the JCS
from MSC during Spring 1980 in support of the JPAM analysis. This
study will use the JPAM availability data. Availabilities reflect a
"gnapshot” of the ships' positions at some point in time. These are a
function of position reports received by MSC on a regular basis. They
then use these position reports along with average ship speed to
determine when the ship may be available at a set of ports. In that
we expect trade routes and frequency of shipping to remain essentially
the same during the 1980s, these same ship availabilities will be used
" for all the years (1982, 1986, 1990). NATO shipping availabilities may
be considered optimistic since they do not consider priority accorded
te nations under whose flag ‘they sail. For this study though, avail-
ability is modified as a function of warning period actions, partic-

| ularly for the SRP, RRF, and MSC controlled fleets. Table C.l4 por-
trays ship availability by ship type for each of the scenarios given
the resources identified. Withholds used are shown in Table C.15.
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€.2.2.2.5 Application of Sealift Resources
(U) 1In applying the sealift capabllity to the common user

movement requirements, the decision rules and order of priority are as

follows:

(a) (U) SEATRAIN, SEA BARGE, RO/RO, SL-7 and LASH 1lift
capability will be applied entirely against movement of UE. Non-Self
Deployment Aircraft (NSDA) movement requirements are includ;d in
moving UE. RO/RO, SL-7, LASH, SEATRAIN, or SEA BARGE have priority

over the breakbulk ship for UE movements.

(b) (U) Breakbulk cargo ship capability will be applied
first to residual UE requirements then to non-containerized general

resupply and ammunition requirements.

(¢) (U) Containership capability will be applied to the
movement of containerized general resupply and ammunition require-
ments. For containerized cargo self-sustaining ships have priority

over non—self-sustaining type.

(d) (U) Faster ships take priority over slower ones within
ship classes and within similar ship availability.

€.2.2.2.6 Deployment Planning Factors

(U) Planning factors for movement by sea are contained in

Tables C.16 and C.17.

C.2.2.2.7 Attrition (NATO War)
(U) Attrition numbers for sealift are valid for the NATO war

pdrtion of the scenario only. As with airlift, sealift attrition will
. . ry

be considered as a variable in order to determine its impact on the

programmed mobility force. The current estimate of percent of ships

lost per period is shown in Table C.18,

Cc-32
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C.2.2.2.8 Convoying Policy and Movement Factors

(a) : Dry Cargo Ships.

; | '

' I

i i

i H
() POL Tankers.
(E) Independent Policy.
(d) Convoy Size and Configuration.
(e) Refueling.
(£) Convoy Speed.

t .’I

(g) Escorts,



(h) Convoy Assembly Time.

(1) | Convoy Assembly Area.

(j; : Convoy Dispersing Area.

(k) POE to Assembly Area Distances. See Table C.19.
(1) ; Assembly to Atlantic High Threat Area.

(m)

{n) | Ship Cargo Capacities. Table C.20 shows ship cargo

density factors applied against measurement ton capacities specified
for each ship type which are derived from input capacities of total

bale cube.
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TABLE C.12 (U)
AMPHIBIOUS SHIP RESQURCES (U)

MAF(AE)
FY 1982 FY 1986 Requirements
LCC-Amphibious Command and Contrpl 2 2 2
LHA-Amphibious Assault Helicopter 5 S 5
LKA-Amphibious Assault Cargo 51 51 4
LPD-Landing Platform Dock 15 15 10
LPH—Landi;g Platform H;lidopter : 7 7 3
LSD-Landing Ship Dock 13 _ 12 10
LST-Landing Ship Tank 202 202 15

TIncludes four LKA in the Navy Reserve Fleet (NRF).

21ncludes 2 LST in the NRF
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TABLE C.13 (U)
AVATLABLE DRY CARGO SEALIFT RESOURCES (U)

FY 82 -- Available Dry Cargo Sealift Resources

Type MSC RRF  NDRF US Flag NATQ Totel
B/B (Fast) 11 13 7 45 77 153
B/B (Slow) 3 7 1 52 239 302
B/B (Victory) 0 o 122 . 0 0 122
Cont {Fast NSS) 0 0 0 32 17 49
Cont (Fast SS) 0 0 2 5 0 7
Cont (Slow NSS) 0 0 0 4 4 8
Cont {Slow SS) 0 0 0 4 7 11
LASH/SEABEE 0 0 0 20 1 21
RO/RO (Fast) 1 0 0 13 19 33
RO/RO (Slow) 1 0 0 3 36 40
SEATRAIN 0 9 2 0 0. 11
SL-7 0 0 0 -8 o _8
Total 16 29 134 186 400 765
FY 86 —— Available Dry Cargo Sealift Resources
nge - MSC RRF NDRF US Flag NATO Total
B/B (Fast) 14 15 7 45 77 158
B/B (Slow) 3 10 1 52 239 305
B/B {(Victory) 0 0 123 0 0 123
Cont (Fast NSS) 0 0 0 39 17 56
Cont (Fast SS) 0 0 2 5 0 7
Cont (Slow NSS) 0 -0 0 4 4 8
Cont (Slow SS) 0 0 0 4 7 11
LASH/SEABEE 0 o} 0 22 1 23
RO/RO (Fast) 2 0 0 16 19 37
RO/RO (Slow) 11 0 0 3 36 40
SEATRAIN’ 0 9 2 0 0 11
SL-7 0 0 0 8 - 0 8
Total 20 34 135 198 400 787
4
f
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' TABLE C.14 (U)

TIME-PHASED SHIP AVAILABILITY (1st TRIP) (U)
(DAYS RELATIVE TO C-=DAY)

Scenarlo Year ~ Ship Type ©0-5 6-10 11-15 16-20 21-25 26-30 31-35 36-.40 41-45 46-50 51=55 56+ Total

LE-0

a3141SSYTINA

{ 82/86/90 Breakbulk 33

51 23 4 17 3 4] 0 0 0 1] 0 131

" Contalner 21 9 i1 8 0 0 3 1 0 0 Q 0 53

Other 14 5 3 1 0 0 0 0 1] 0 0 0 23

RO/RO 4 3 4 © o o o o o o o o m

Total T2 68 4 13 17 3 3 1 0 0 0 0 218

il 82 Breakbulk 32 40 32 16 12 14 21 16 16 17 25 29 270
Contalner 16 12 8 6 1 4 2 0 0 0 0 0 49

o Cther 14 7 5 0 1 1 0 0 1] 0 (v} 0 28

. Ro/RO 2 8 3 4 1 o o o o o o o _m.

Total 64 67 48 26 15 19 23 16 16 17 25 29 365

] 86/90 -~ Breakbulk 34 46 32 16 12 14 21 16 16 17 25 30 279
Container 16 15 9 7 1 4 4 0 0 0 0 0 56

Other 14 8 5 1 i 1 0 0 0 0 0 0 30

RO/RO 2 n 3 4 1 o o o o o o o 2

Totsl 67 80 49 28 15 19 25 16 16 17 25 30 387

11 B2 ©  Breakbulk 18 90 134 80 75 3 29 16 17 25 6 23 586
Container 28 21 8 [ 8 4 2 (o} 0 -0 0 0 77

Other 9 12 6 1 1 0 0 0 0 0 0 0 29

RO/RO 7 22 6 4 2 4 0 o0 © 9o o o 1B

Total T2 143 164 101 86 81 N 16 . 17 25 6 23 765
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TABLE C.1l4 (Cont'd) (U)

TIME~PHASED SHIP AVAILABILITY (lst TRIP) (Uj
(DAYS RELATIVE TO C-DAY)

Scenar lo Yoar Ship :fype 0-5 6-10 11-15 16-20 21-25 26~30 31-35 36440 41-45 46-50 51-55 56+ Total

Ny 86/90 - Broakbulk 20 95 135

80 15 73 29 .16 7 25 7 23 595

Container 28 21 . 12 7 8 4 2 2 0 (] 0 0 a4

Cther 9 12 7 2 1 0 0 0 0 0 0 0 3

RO/RO 7 o2 )9 4 2 4 o o © o o o 7

Total 74 149 173 103 86 81 k1| 18 17 25 7 23 787

y 82 Breaksulk L)) 18 17 5 53 134 68 56 75 34 17 17 585
Contalner 19 5 1 19 10 10 5 3 3 2 0 1] T7

- COther 10 3 1 5 4 2 1 2 ] 1 0 0 29
= Romo 2 1 o 3 13 8 13 & 1 1 6 o M

Total 62 27 19 42 80 64 87 67 85 38 17 77 765

Iv 86/90 _. Breakbulk 31 18 17 7 55 135 68 56 79 35 17 76 594
Contatner- 20 5 | 18 13 1" 3 3 3 i 0 84

Other 14 4 2 2 4 2 2 1 0 0 0 0 31

RO/RO 2 2 0 16 13 22 12 5 5 al 0 0 78

Total 67 29 20 43 85 170 88 63 87 39 18 76 787

»
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B/B (Fast)

B/B (Slow)

B/B (Victory)
Cont (ngt NSS)
Cont (Slow NSS)
Cont (Slow SS)
LASH/SB

RO/RO

SEATRAIN

- UNCLASSIFIED

TABLE C.15 (U)
SHIP WITHHOLDS (U)

DoD Civil
15 2
22
12 4

4 23
2
3
1
't
c-39
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,Maintenance
4
3

4

0 |-
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TABLE C.17 (U)
BROKEN STOW (LOSS SPACE) FACTORS (U)

Aduinistrative Loading1 Combat
(Percent of Capacity Lost) Loading
Perbent of

Resupply UE Ammo Capacity Lost
Breakbulk 20/45 2 '20/45 2 50 . 50
Containership 20/45 2 20/45 2 45 45
RO/RO (Sq Ft) 20 3 20 N/A N/A
LASH/SEA BARGE 0/45 2 20/45 2 N/A 50
SEATRAIN 20 20 3 N/A N/A

l Applicable to strategic deployments.
2 20 ¥ loss for general cargo and 45 % loss for uncrated vehicles.
3 1f capacity is based on measurement tons use note 2.

TABLE C.18
SEALIFT ATTRITION FACTORS, EUROPE (U)

Percent of Ships at Sea Attributed Per Period

Type Sailing

Convoy

Independent

LY

Source: CNA, Sealift Attrition on the Atlantic SLOC(SEA WAR 85) (U)
(Memorandum, 26 Dec 78)
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Air Force
Prepo
Alrborne D
Armored D
Armored B
Mech Div
24th Mech
Airmobile D
Air Cav B
Infantry D
Infantry B
Arm Cav Rg
24th Sup
NONDIV Cbt
Tac Support
Marines

Navy
' Resupply

Ammmition

East Coast CONUS
Gulf Coast CONUS
West Coast CONUS

TABLE C.

|

19 .

DISTANCES TO ASSEMBLY ARE
As (U)

POE

Distances {n mi x 100)

Hawaii
Pacific
TABLE C.20 (U)
SHIP CARGO DENSITY FACTORS (U)
~ (Short Tons/Measurement Ton)
By Ship Type
Break Bulk Container RO/RO LASH Sea Barge SL-7 CUs SES
0.1354 0.0000 0.1384 0.1422 0.1381 0.0000 0.0973 0.1384
0.0593 0.0000 0.1384 0.0810 0.0714 0.0000 0.0446 0.0498
0.1009 0.0279 0.1424  0,1113. 0. 1057 0,0000 0.0731 0.1424
0.1873 0.0512 0.2086 0.1852 0.1888 0.0000 0.1361 0.2086
0.1873 0.0512 0.2086 0.1852 0.1888 0,0000 0.1361 0.2086
0.1752 0.0477 0.1937 0.1759 0.1763 0.0000 0.1269 0.1937
0.1752 0.0477 0.1937 0.1759 0.1763 0.2329 0.1269 0.1937
0.0743 0.0230 0.1610 0.0922 0.0833 0.0000 0.0652 0.1610
0.0743 0.0230 0.1610  0.0922 0.0833 0.0000 0.0652 0.1610
0.1226 0.0352 0.1563 0.1338 0.1297 0.0000 0.0819 0.1563
0.1226 0.0352 0.1563 0.1338 0.1297 0.0000 0.0819 0.1563
0.1759 0.0446 0.2285 0.1720 0.1750 0.0000 0.1281 0.2285
0.1344 0.0376 0.1426 0.1422 0.1381 0.1757 0.0973 0.1426
0.1344 0.0376 * 0.1426 0.1422 0.1381 0.0000 0.0973 0.1426
© 0.1003 0.0298 0.1436 0.1092 0.1056 0.0000 0.0727 0.1436
0.1003 0.0000 0.0000 0.1092 0.1056 0.0000 0.0727 0.1436
0.1003 0.0000 0.0000 0.1092 0.1056 0.0000 0.0727 0.1436
0.3206 0.3225 0.0000 0.0000 0.2825  0.0000 0.0000 0.0000
0.6219 0.3960 0.0000 ° 0,0000 0.0000 0.0000 0,0000 0.0000
C-42
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C.2.3 SIMULATION TIME AND DISTANCE DATA AND ASSUMPTIONS

C. 2 3.1 Origin/Destination Areas

(U) The origin/destination for each movement requirement
will be as specified by the appropriate Service. Air Force units and
resupply data will originate from specified CONUS regional aerial POEs
(APOE); i.e., east = McGuire AFB, N.J., central = Scott AFB, IL, west
= Travis AFB, CA. Army forces (combat, support, and service support),
resupply and ammunition, the state of origin will be indicated.
Simplification of intra—-CONUS movement 1is achieved by associating
movement time delays between regional origin aggregation and POEs.

All states except Alaska are aggregated into eight origin areas which
are shown in Fig. C.1. Air frrces will deploy to épecified

regional destinations deslignated as Norway, Germﬁﬁy, Italy, or Persian
Gulf. All Army units, resupply and ammunition elements will be
assigned destinations by country.

€.2.3.2 Origin to POE Movement Times

(U} For movement to APOEs from any origin within an origin
area, travel time is considered to be by surface mode and estimated to
take one day with the exception of Air Force units. The times in
Table C.21 are prepared for movements to sea POEs (SPOEs) and include
installation outloading time, rail or road movement time, and SPOE
processing for shipment time. There are three exceptions: non-self-
deployable aircraft (NSDA) normally fly to the SPOE; the 24th Infantry
Division requires only two days to move to the port tf Savannah; and,
some Army support forces are located at or near SPOEs. These excep-
tions require adjustments té the ISDM model. Average installation
outloading is considered to take two days for units using organic
transportation, and three days for units moving by rail. Movement
time is based on the average distaﬁce between origin installations
within each area and notional SPOEs. The rate f£s 624 miles per day
for rail movement if the distance exceeds 800 miles, or 400 miles per
day for highway movement 1f the distance is 800 miles or_less. SPOE

processing time is estimated to take one day. This does not include

shiploading time.
€~43
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(U) Figure C€.1. (U) CONUS Origin Regions
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TABLE C.21 (U)

TRAVEL TO SEA PORTS OF EMBARKATION* (U)
(Days) -

CONUS Reglon

Northeast/
Mid-Atlantic Southeast Mldwest S, Central N. Plains West Coast Hawall

E. Coast 4 4 5 - 8 8 -
Gul f Coast 6 4 4 3 6 6 -
SPOE )
W. Coast - - - - - 3 3 -
- - |

Hawall - : - - -

#(U) For units designated to deploy on dedicated seal [ f+ wo assume 2 days,

C-45
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C.2.3.3 POEs- )

(U) POEs are generally selected on the basis of closest
available to the destination considering the type of transportation
required. For scenarios involving NATO (III and 1IV) general movement
demand is from west to east. For example, West Coast based CONUS
units may move overland to East Coast ports of embarkation. In the
case of Scenario II West Coast and Pacific based units deploy east to
west. POEs and PODs are aggregated for the purposes of the inter-
theater simulations into notional ports based on geographic proximity.
These aggregations are shown in Table C.22 (SPOE to SPOD) and Table
C.23 (APOE to APOD) along with deployment distances.

C-46
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TABLE C.22 (U)

DISTANCES SPOE TO SPOD1 2 [U))]
: (Thousands of Nautical Miles)
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DISTANCES - APOE TO APOD

TABLE C.23 (U)

!

)

(Thousands of Nautical Miles)
Aerial Port of Debarkation

1
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C.2.4 PROGRAM FORCES

c. 2 4.1 Force Tables
" (U) The following data on major unit wartime availability

and time-phased required delivery for each of the four study scenarios

in the following tables:
Table C.24 thru C.26 -Army
Table C.27 USMC
Table C.28 USAF

C 2. 4 2 Accompanying Bapgage, Resupply, and Ammunition

(U) Table C.29 provides factors for accompanying baggage,
supplieévéhd ammunition as a function of (1) the type of unit de-
ployed, . (2) prepositioning and (3) the number of days and amount (1bs/
man) by class of supply. These weights are in addition to 300 lbs per
man, which includes passenger weight, web gear, individual weapon and
ammunition, handbag, duffel bag, and TAT organizational equipment. 1f
deployed to NATO or other cold region and 50 1bs of cold weather gear.
For Alr Force and Navy unit deployments, accompanying supplies and
ammunition will be assumed correct as portrayed in the JPAM data bases

and are additive to the 300 1lbs per man figure.
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TABLE C.24 (1)
MAJOR ARMY FORCES (U)

Units Fy 821 FY 862 FY 9

0
Active Army
Divisions
Armored 4 4 4
Mechanized 7 7 7
* Infantry 3 3 3
Airborne 1 1 1
Alr Assault 1 1 1
Separate Brigades/Regiments
Armored 1 1 1
Mechanized -— -_— _—
Infantry 1 1 1
CBAC i 1 1
ACR 3 3 3
Theater Defense Bde 3 3 3
Other Separate Units
Battalions 3 3 3
Reserve Components
Divisions
Armored
Mechanized 1 1 1
Infantry 5 5 5
Separate Brigades/Regiments
Armored 4 4 4
Mechanized 9 10 10
Infantry 7 6 6
ACR . . 4 4 4
Theater Defense Bde 4 4 4
Other Separate Units _ _
Battalions | 17 17 17 .

1 pOMCUS authorized for 6 division sets by FY 82.

2 In addition to FY 82 POMCUS levels two non-divisional brigades
_are added in FY 83.
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TABLE C.25,

PROGRAMMED US ARMY MAJOR UNIT FORCES (U)

(C-Day Station, Availability for Deployment and Required Delivery Date)

untt

Divislon Forces

A, Active Divislons
: 1, 18T Armd Div
34 Arm Div

3, M st Div (MO

4. 8th Int Div (W)
+ 8, 13t int Div DO (=)
3 s, v
arh ind Div (9O
24 Ared Dlv {=)
3 e, 20 Armd Div
8. 18t Cov Div (=)

3 Bae, iat Cuv Div

f. 1018t Aba Olv (AASLT)
10, 2 inf Olvy (W) (=}
1. Tth iaf Div (=)
12. #th It Div
13. 24tn iat Div (G
14, 29Th Inf Div (=}
15, @¢ Aom Div
16 37h int Div (M=}

[
1.

8, Mesrve Qaponant Divisions

1. 49%h Armd Div
2. 30th Armt Div
3. 40th (at Div ()

4.
ED
[
1.
[

Jth taf Oiy
26th inf Div
Ath int Div
42d Inf Div
471h Int Div

i1, Separats Brigedes and

Rag lmants
tive
To 19ATh Armd Dee -
2. ITTh int Ble
3. 34 MR
4. M ADR
S. 11th AR
& 4th OBAC

A.

N I

It Div (W)

C=Day Station

maitepdiity !
{dsys attar C-Day)

Sconerlo v 3 8
ROD

Scenerie 111
ROO

Scenaria 11
ROD

icenario 1
L)

Ft Comphall
Kores

Ft Ord

Fr Levls
Ft Stavert
Hawall

Ft rapg
Pt Polk

" rood

1 Drum

Cp Foberts and
Fr irein

‘cp Graylling

Ft Devens/Edwards
-}

Ft Campbe!|

Ft Rlley/mcioy

Ft Kaow .

Ft Bwoning
Ewrope

Fr Biss
Ewops

ft ’ocd

Mallubl| ity dates retlect the considerstion That wnits wlil %o placed on (ncreasal slert status and actlve wits bagle prapwration s

dsploment g lor o C-Day,

Aralisbii Ity for Scenario & 18 ( },

Stratagic reserve to be deployed oniy I roquirad)

obs ugicates Perglon Quit ADO.

Scanar lo 4 AOD's for MATO are fram the start of Persisn Quit deploment
Tuo brigades on C+10, ons brigsis s CHid
Oms brigade oa C+3, one brigate e CH15,



TABLE €.25 (Cont.).

PROGRAMMED US ARMY MAJOR UNIT FORCES (U)

(C-Day Station, Availability for Deployment and Required Delivery Date)

T uslte

L Raserva

1.
2.
L8
LN
5
&
Te

Dth
Mth
4ist
45Tk
oth

It Mo §
Int o §
1nf oda &
1nt Bae &
Int Me

116th Int e

I56th Int Bae &

Joth“Inl Bda (O

524 Inf Bde (W)

ath int tae () §
&7th Int Bie (0 §
&30 int B (W) §
Bt Iat Be (0 &
157th inf Bde (0

210th Iai Boe (WO

30Th Armd B
3T Armd Bda
1491h Armd Bde
A Int e

19%th Armd Bde

WIth it Rde 7

107th ACR
1%1h ACR
3 AR

THTR AR

A ————————

COuy Statlon

Avaliesitivy ! Sconwrla | Scenario |1 Scenario 311 Scensrlo 1Y 34
touys afver C-Duy) L) ) oo "o

Hawell

Fi Chat tes
Ft Ord

Ft Chatfes
e M

t Plchary
Fr Polh

Ft bragg
Ft Mcloy
Fr ftewart
fr Carson
Pt Rliey
Fr Lawls
Cp Flchet
Fr Stewart
Cp Sheiby
Cp Shalby

Cp Grayllag
Lp Sheilby
F1 Daveas
Co areyiing
Gowe Fisld
1 Carwon
Cp Pigmaty

5 Tha wnits becams atfiilated with extive duty wnits a8 shoen In Tobie 0-3, \pon sobilletion, rouwdount wits wouid doploy vith tie
active Wit or as oo 88 possidle tharasiter, Asgeantefies wits would deploy o4 wen tharsalter as possibie, bw? mof sar) ler Thas
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TABLE c.26|
PROGRAMMED U.S. ARMY FORCES, RESERVE COMPONENT AND ACTIVE
COMPONENT AFFILIATIONS (U)

Units Active Component Affiliate

Round Unitsl
29th Inf Bde . 25th Inf Div (=)
41st Inf Bde 7th Inf Div g-g
256th Inf Bde 5th Inf Div {-)
48th Inf Bde 24th Inf Div Yy (
45th Ianf Bde (M) 2d Inf Div (-
100- 442d Inf Bn 25th Inf Div =)
2-120th Inf Bn (M) 1st Cav D
8-40th Armed Bn 7th Inf D1v (=)
2-252 Armd Bn lst Cav Div
- 1=-263d Armd Bn , 1st Cav Div
1-803d Armd Bn 9th Inf Div EH}
D Co, 13 Eng Bn . 7th Inf Div (-
Augmentation Units2
39¢th Inf Bde 101st Abn Di SAslt)
69th Inf Bde (M 1st Inf Div Y
67th Inf Bde {M 4th Inf Div E g
81st Inf Bde (M 9¢th Inf Div
149th Armd Bde 2d Armd Div
1-143d Inf Bn sAbn; 82d Abn Div
2-143d Inf Bn (Abn 82d Abn Div
]
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TABLE C.27

J.5. MARINE DIVISIONS, C-DAY STATION AND AVAILABILITY FOR DEPLOYMENT (U)

g . ‘ Avalilabiilty Scenarlo | Scenarlo 11 Scenerlio 111 Scenarlio |V
i Unlit C-Day Station (days after C-Day) RDD RDD ROD rRoo 7
!. i - B .
i ! ) MAF ~ .Cellifornla
: ]
: ! 3/9 Cp Pendleten/El Toro
i 5/9 Cp Pendleton/El Toro
i 3/9 Cp Pendleton/El Taro
i
{ |
% , L1 MAF North Carollina
3 1 ! .
§ 1/9 Afloat In Med)terranean
! : 2/9 Cp Lejoune/Cherry Pt
i \ 3/9 .Lp Lejeune/Cherry Pt
i ! el 3/9 Cp Lejeune/Cherry Pt
P 8 '
b L 11t MAF
: : K
oo 1/9 Atloat In 10
1/9 Atlost In Paclflc
e 4/9 Oklnawa/Japan
. o _
3/9 Hawsll'
4th Marine :
DIv/¥ing Tm6 Callfornla

Deployed In amphlblous shipping.

FY 86/90 MPS used as mobltity varlatlon, = 77 77

Prepositioned resupply and smmo In Iceland

Prepositioned equipment, resupply, and smmo In Norway.

Split Shipment Alr/Seas,

Approximately 6/9 MAF, Limlited CSS and alr capability,

nen |ndicates Persian Gulf RDD, _ _ “¥:~
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C.2.5 DETAILED CMMS ASSUMPTIONS BY SCENARIO

(U) Tables in this section (C.30 through C.33) catalog the as-
sumptions contained in the JCS scenarios for the CMMS.

"Tables C.30 through C.33 (pages C-58 through C-65) are withheld in
their entirety."

'y
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C.2.6 INTRATHEATER DEPLOYMENT ANALYSIS ASSUMPTIONS

(U) Assumptions were, in all cases, optimistic.

I. (U) All lift assets were used for deployment and none for

employment.

2. (U) A single case of the 1990 intertheater analysis was

used as the Base Case for the intratheater analysis. In excursions,

¢

200 representative C-X aircraft, with and without small, austere air-
field capability, were added to the Base Case. The characteristics of

the Base Case were:

a. (U) 1990 airlift and sealift resources, including
SL-75 and projected military and CRAF airlift

improvements.
b. (U) No aerial refueling.
c. (U) Suez Canal open.

d. (U) Projected Marine Maritime Prepositioning Ships
(MPS).

3. (U) Tonnage requiring intratheater deployment was that
represented by the ground forces' unit equipment. Resupply, ammuni-
-tion, and Navy tonnage were not included. Air Force tonnage was not
include@ for Scenario I, in which Air Force units were all bedded down

at airfields capable of handling intertheater aircraft.

4, (U) APODs, SPODs, and FOBs remained mission capable
throughout deployment. Their full capabllity was available to US
forces 24 hours a day and was not restricted by friendly forces, enemy

~activity, air traffic control, or weather.

C-66
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5. (U) Unit intratheater surface travel began after arrival

of the full unit.

a. All trucks arrive at the APOD loaded.

b. Marry-up assembly time is 2 hours. Assembly area is
very close to airfield of fload point.

C. Rates of road march for tracked and wheeled 'vehicles
were computed assuming freedom from congestion,
vehicle maintenance, removal of non-operational
vehicles, maintenance of roads, interference from

civilian traffic and enemy action.

6. Intratheater airlift began on the day following the

arrival of the first portion of a unit's tonnage.

a. Average ground times used were as follows:

C-5, B-747 equivalent {cargo) 3.3 bhr
C-141B, C-X, B-747 equivalent (pax) 2.3 hr.
B~707 equivalent 1.8 hr
C-130 (onload at APOD) 2.0 hr
C-130 (engine running offload at FOB) 0.25 hr
C-X (engine running offload at FOB) 0.50 hr

b. Intratheater airlift capability of C-130s was based
on:

(1) aircraft in Scenario I, in 171

§E;Bario-1f;

t

(2). . flying hours per aircraft per daj fof' _ ,:5

days.

(3) (U) Average unit equipment payload of 11 tons per

sortie.

C-67
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(4) (U) One positioning/depositioning sortie (between
beddown base and APOD) for each three airlift

sorties.

(5) (U) Average block speeds of 194 knots for airlift
sorties and 226 knots for positioning/
depositioning sorties.

When C-Xs were capable of small, austere airfield

operation, their Iintratheater capability was based

on:
(1) For one intratheater shuttle after each
intertheater mission.
(a)_ Intertheater utilization rate of
flying hours per aircraft per day.
(b) (U) Overall non-air-refueled block
speed of 400 knots. (See Table C.8)
(c) (U) Average payload of 36.6 tons per
sortie.
(2) For dedicated intratheater excu:sion

mission (see Sec. 8.5.4):

(a) Intratheater utilization rate of
flying hours per aircraft per day.

(b) (U) Intratheater block speed of 300 knots.

(¢) (U) Average payload of 55.4 tons for armored
brigade and 52.8 tons for mechanized infantry

brigade.

5




(d) (U) Positioning/depositioning sorties from

- temporary beddown bases did not effect c-X
utilization for the short periods of

dedicated intratheater airlift necessary to

transport elected units.

7. .Air Force énd Marine aircraft (both rotary and fixed
wing) were bedded down in each scenario by considering their range,
mission, ramp space available at the airfields, its distance from the
area of operations, and requirements to support intertheater and
intratheater airlift. The following is the fixed-wing aircraft

beddown for each scenario:

a. Scenario I.
Base Type Alrcraft Number
Basge Type Alrcraft Number
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b.

Base

Scenario II.

Base

Type Aircraft

Number

Number

Type Aircraft

3T



Base Type Aircraft Number

Base ' Type Aircraft Number
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8. ‘Haximum number of airlift aircraft on the ground (MOG)

was calculated for APODs and FOBs by using parking space available after
beddown and average ground times (para 6a above).

i
a. Scenario I,

(1) ,Parking'spacé was sufﬁ@gient to
accommodate C-5/B-747 aircraft oé! "c-141B/C-X

aircraft per day.
- - (2): j C=130/C-X MOG at the primary FOBs was:

; E(a)
L)
@
L)
(3) E Combined HOGH'

was spfficiggf_toﬂ%pééﬁﬁ.ail C:I3§_hnd c-X s;rties_

R

j— R, - . B -

b. ?Scenario 1I.
(1)1 Parking space was sufficient to
-accommodat% C~5/B-747 aircraft org C-141B/C-X

aircraft pef day.
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APPENDIX D
SENSITIVITY ANALYSIS: POL REQUIREMENTS

D.1 INTRODUCTION
_ (U) The mobility .analyses conducted for this report did not
consider the impact of possible POL support problems. The capability of

the US to provide or obtain POL in sufficient quantities to deploy and
support combat forces to various regions in the world is highly depend-
ent on each specific scenario. If a deployment of forces is made by the
US on a'unilateral basis (i.e., without the political support of normal-
ly friendly/allied governments), all POL must be provided from us
assets. Under this type of scenario with the force sizes depicted in
this study, the'capability to deploy and support our forces would depend
on the quantities of prepositioned POL stocks available. Without such
assets the deployment would be severely limited,given the current tanker
assets of the Military Seaift Command and US flag fleet. However, if
the proper combination of good weather, host-nation support, prepo—
sitioning, and allied or friendly nation assistance is available, our

capability would not be POL constrained.

(U) To limit the type and size of the recommended mobility
alternatives to 6niy those for which POL is certain to be available
would cause an understatement of future mobility capability needed.

This latter case would not be respohsive to congressional language which
requires recommended programs to give the ﬁS adequate mobility capa-
bility for any contingency occurring during the decade of the 1980s. In
addition, it could also leéd to mobility shortfalls at the time a con—
tingency occurred 1f the US aﬁd its Allies exercised emergency powers to
provide POL when and where needed.
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D.2 PROBLEM : ——
iScenario I. - For deployments to Southwest Asiai

[days are the critical phase o